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ACCESS SERVI CE

6. Swi t ched Access Service

6.1

Cener al

Swi t ched Access Service, which is available to custoners for their use in
furnishing their services to end users, provides a two-point electrical
communi cations path between a custoner's prenises and an end user's preni ses.
It provides for the use of comon termnating, swtching and trunking
facilities, and for the use of comon subscriber plant of the Tel ephone
Conpany. Switched Access Service provides for the ability to originate calls
froman end user's premises to a custoner's premses, and to termnate calls
from a custonmer designated premises to an end user's prenmises in the LATA
where it is provided. Specific references to material describing the
elenments of Switched Access Service are provided in 6.1.1 and 6.1.2
fol | ow ng.

Rates and charges for Switched Access Service depend generally on the
specific Feature Goup ordered by the custoner, e.g., for MS or WATS
services or MIS-WATS equival ent services, and whether it is provided in a
Tel ephone Conpany end office that is equipped to provide equal or non-equal
access. Rates and charges for Switched Access Service are set forth in 6.8
following. The application of rates for Swi tched Access Service is described
in 6.7 following. Rates and charges for services other than Sw tched Access
Service, e.g., a custoner's interLATA toll nessage service, may also be
applicable when Sw tched Access Service is used in conjunction with these
ot her services. Descriptions of such applicability are provided in
6.2.1(A)(7), 6.2.1(B)(3), 6.2.2(A)(5), 6.2.2(B)(4), 6.2.3(A)(5), 6.2.4(A)(4),
6.7.9 and 6.7.11 follow ng. Finally, a credit is (T) applied against line
side Switched Access Service charges as described in 6.7.10 fol |l ow ng.
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ACCESS SERVI CE

6. Switched Access Service (Cont'd)

6.1 Cener al

6.1.1

(Cont" d)

Feature G oup Arrangenents and Manner of Provision

Swi t ched Access Service is provided in four service categories of
standard and optional features called Feature G oups. These are
differentiated by their technical characteristics, e.g., line side
vs. trunk side connection at the Tel ephone Conpany entry switch, and
the manner in which an end user accesses themin originating
calling, e.g., with or without an access code. Following is a brief
description of each Feature G oup arrangenent.

(A) Feature Goup A (FGA

FGA Access, which is available to all custoners, provides lines
side access to Tel ephone Conpany end office switches with an
associ ated seven digit local tel ephone nunber for the
customer's use in originating conmunications from and

term nating conmunications to an | nterexchange Carrier's
Interstate Service or a custoner-provided interstate

communi cations capability. The customer nust specify the

I nterexchange Carrier to which the FGA service is connected or,
in the alternative, specify the neans by which the FGA access
communi cations are transported to another state. Speci al
Access Services utilized for connection with FGA at Tel ephone
Conpany desi gnated WATS Serving Ofices as set forth in 7.
following may be ordered separately by a customer other than
the customer which orders the FGA Switched Access Service for
the provision of WATS-type services. Special Access Services
are ordered as set forth in 5.2 preceding. A nore detailed
description of FGA Access is provided in 6.2.1 foll ow ng.
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ACCESS SERVI CE

6. Switched Access Service (Cont'd)

6.1 General (Cont'd)

6.1.1 Feature G oup Arrangenents and Manner of Provision (Cont'd)

(B) Feature G oup B (FGB)

FGB Access, which is available to all custonmers, provides trunk
side access to Tel ephone Conpany end office switches with an
associ ated uni form 950- 10XX access code for the custonmer's use
in originating comunications fromand term nating

communi cations to an Interexchange Carrier's Interstate Service
or a custoner provided interstate conmuni cati ons capability.
The custoner nust specify the Interexchange Carrier to which
the FGB service is connected or, in the alternative, specify

t he means by which the FGB access conmunications is transported
to another state. Special Access Services utilized for
connection with FGB at Tel ephone Conpany desi gnated WATS
Serving Offices as set forth in 7. follow ng may be ordered
separately by a custonmer other than the custoner which orders
the FGB Switched Access Service for the provision of WATS-type
services. Special Access Services are ordered as set forth in
5.2 preceding. A nore detailed description of FGB Access is
provided in 6.2.2 foll ow ng.
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ACCESS SERVI CE

6. Switched Access Service (Cont'd)

6.1 General (Cont'd)

6.1.1 Feature G oup Arrangenents and Manner of Provision (Cont'd)

(C Feature Goup C (FGO

FGC Access provides trunk side access to Tel ephone Conpany end
office switches for the custoner's use in originating and
term nating conmuni cations. Oiginating and term nating FGC
Access is available to providers of MIS and WATS. Originating
FGC Access is available to all custoners when used to provide
500 and 900 NXX Access Service fromend offices not equi pped
with equal access capabilities. Termnating FGC access is
available to all customers other than providers of MIS and WATS
when such access is used in conjunction with the provision of
500 and 900 NXX Access Service, but only for purposes of
testing. This service is available in all end offices which
are not equi pped for Feature Group D End O fice Swtching.

Speci al Access Services utilized for connection with FGC at

Tel ephone Conpany desi gnated WATS Serving Offices as set forth
in 7. following may be ordered separately by a customer other
than the custonmer which orders the FGC Switched Access Service
(i.e., a provider of MIS and WATS) for the provision of WATS
Services. Special Access Services are ordered as set forth in
5.2 preceding. A nore detailed description of FGC Access is
provided in 6.2.3 foll ow ng.

Operator Transfer Services will be provided over FGC swi tched
access service trunks fromthe operator service location to the
custonmer's prenmises. Were required by technical limtations,
a separate FGC trunk group will be established for Operator
Transfer Service. The operator service location will provide
trunk answer and di sconnect supervisory signaling to the
cust oner.
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ACCESS SERVI CE

6. Switched Access Service (Cont'd)

6.1

Cener al

6.1.1

(Cont " d)

Feature G oup Arrangenents and Manner of Provision (Cont'd)

(D

Feature Goup D (FQD)

FGD Access, which is available to all custonmers, provides trunk
side access to Tel ephone Conpany end office switches with an
associ ated uni form 101XXXX access code for the custoner's use
in originating and term nating conmuni cati ons. Special Access
Services utilized for connection with FG at Tel ephone Conpany
desi gnat ed WATS Serving offices as set forth in 7. follow ng
may be ordered separately by a custoner other than the custoner
whi ch orders the FGD Switched Access Service for the provision
of WATS or WATS-type services. Special Access Services are
ordered as set forth in 5.2 preceding. A nore detailed
description of FGD Access is provided in 6.2.4 fol |l ow ng.

Operator Transfer Services will be provided over FG switched
access service trunks fromthe operator service location to the
custonmer's prenmises. Were required by technical limtations,
a separate FGD trunk group will be established for Operator
Transfer Service. The operator service location will provide
trunk answer and di sconnect supervisory signaling to the

cust oner.
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6. Switched Access Service (Cont'd)

6.1 General (Cont'd)

6.1.1 Feature G oup Arrangenents and Manner of Provision (Cont'd)

(E) Manner of Provision

Swi t ched Access is furnished in either quantities of lines or
trunks, or in busy hour minutes of capacity (BHMCs). FGA
Access and FGB Access are furnished on a per-line or per-trunk
basi s respectively. FGC Access and FGD Access are furni shed on
a BHMC basis and on a per trunk basis as set forth in 5.2

pr ecedi ng.

BHMCs are differentiated by type and directionality of traffic
carried over a Switched Access Service arrangenent.
Differentiation of traffic among BHMC types is necessary for

t he Tel ephone Conpany to properly design Switched Access
Service to nmeet the traffic carrying capacity requirenent of
the customer.

There are three major BHMC categories identified as:
Oiginating, Terminating and Directory Assistance. Oiginating
BHMCs represent access capacity within a LATA for carrying
traffic fromthe end user to the custoner; Term nating BHMCs
represent access capacity within a LATA for carrying traffic
fromthe custoner to the end user; and, Directory Assistance
BHMCs represent access capacity within a LATA for carrying
Directory Assistance traffic fromthe custoner to a Directory
Assi stance | ocation. When ordering capacity for FGC Access or
FGD Access, the custoner nust at a mninum specify such access
capacity in ternms of Originating BHMCs and/or Term nating
BHMCs. Directory Assistance BHMCs are used for ordering
Directory Assistance Access Service.
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ACCESS SERVI CE

6. Switched Access Service (Cont'd)

6.1

Cener al

6.1.1

6. 1.

2

(Cont'

d)

Feature G oup Arrangenents and Manner of Provision (Cont'd)

(B

Rat e

Manner of Provision (Cont'd)

Because sone custoners will wish to further segregate their
originating traffic into separate trunk groups, or because
segregation may be required by network considerations
Oiginating BHMCs are further categorized into Donestic, 500,
700, 8XX, 900, Operator, |DDD and Cperator Transfer Services.
Donmestic BHMCs represent access capacity for carrying only
donestic traffic other than 500, 700, 8XX, 900, Operator and
Operator Transfer Services traffic; |1DDD BHMCs represent access
capacity for carrying only international traffic; and, 500,
700, 8XX, 900, Operator and Operator Transfer Services BHMCs
represent access capacity for carrying, respectively, only 500,
700, 8XX, 900, Operator or Operator Transfer Services traffic.
VWhen ordering such types of access capacity, the custonmer nust
speci fy Domestic, 500, 700, 8XX, 900, Operator, |DDD or
Operator Transfer Services BHMCs.

Cat egori es

There are four rate categories which apply to Switched Access
Servi ce:

Local Transport (described in 6.1.2(A) follow ng)

End O fice (described in 6.1.2(B) follow ng)

Carrier Conmon Line (described in Section 3 preceding)
End User (described in Section 4 preceding)
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ACCESS SERVI CE

Swi t ched Access Service (Cont'd)

6.1 General (Cont'd)
6.1.2 Rate Categories (Cont'd)

The follow ng di agram depicts a generic view of the conponents of
Swi t ched Access Service and the manner in which the conponents are
conbined to provide a conplete Access Service.

SW TCHED ACCESS SERVI CE
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POT=Poi nt of Term nation - Access Tandem Direct Trunk Port
Rl C=Resi dual | nterconnection Charge Tandem Swi t ched Transport
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- Tandem Swi t ched Termi nation
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*Carrier Common Line access is provided under Section 3. of this Tariff.
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ACCESS SERVI CE

6. Switched Access Service (Cont'd)

6.1 General (Cont'd)
6.1.2 Rate Categories (Cont'd)

(A) Local Transport

The Local Transport rate category provides the transm ssion
facilities between the customer designated prenises and the end
office switch(es), which may be a Rempbte Switching Mdul e(s),
where the custoner's traffic is switched to originate or

term nate the custoner's conmuni cations. M| eage nmeasurenent
rules are set forth in 6.7.12 following and in this section.

Local Transport is a two-way voice frequency transm ssion path
conposed of facilities determ ned by the Tel ephone Conpany.

The two-way voice frequency transm ssion path permts the
transport of calls in the originating direction (fromthe end
user end office switch to the custoner designated prem ses) and
in the terminating direction (fromthe custoner designated
prenmises to the end office switch), but not sinultaneously.

The voi ce frequency transm ssion path may be conprised of any
formor configuration of plant capable of and typically used in
the tel ecommuni cations industry for the transmi ssion of voice
and associ ated tel ephone signals within the frequency bandw dth
of approximately 300 to 3000 Hz. The custoner nust specify the
choice of facilities (i.e., Voice Gade 2-Wre, Voice G ade 4-
Wre, or Hi gh Capacity DS1 or DS3) to be used in the provision
of the Direct-Trunked Transport or Entrance Facility.

The custoner nust specify when ordering: (1) whether the
service is to be directly routed to an end office switch or

t hrough an access tandem switch, (2) the type of Direct-Trunked
Transport and whether it will overflow to Tandem Swi t ched
Transport when service is directly routed to an end office, (3)
the type of Entrance Facility, (4) the directionality of the
service, and (5) when multiplexing is required, the hub(s) at
which the multiplexing will be provided.
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6. Switched Access Service (Cont'd) (N)
6.1 General (Cont'd)
6.1.2 Rate Categories (Cont'd)

(A

Local Transport (Cont'd)

Addi tionally, when service is to be routed through an access
tandem switch, the custoner nust specify whether the facility
between the serving wire center and the tandemis to be
provided as Direct-Trunked Transport or Tandem Swi t ched
Transport.

When the custonmer has both Tandem Swi tched Transport and
Di rect-Trunked Transport at the same end office, Alternate
Traffic Routing as set forth in 6.3.1(N) follow ng can be
provided at the custoner’s option.

Di rect-Trunked Transport is available at all tandens and at all
end of fi ces except those end offices identified in NATI ONAL
EXCHANGE CARRI ER ASSCCI ATION, INC. TARIFF F.C.C. NO 4. as not
havi ng the capability to provide Direct-Trunked Transport.

Di rect-Trunked Transport is not available: (1) fromend

of fices that provide equal access through a centralized equal
access arrangenent, (2) fromend offices that |ack recording or
neasur enent capability, and (3) for originating 800 calls from
non- Servi ce Swi tching Point (SSP) equipped end offices that can
not accommodate direct trunking of originating 800 calls.

(N
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6. Switched Access Service (Cont'd)

6.1 Cener al

6.1.2

(Cont" d)

Rate Categories (Cont'd)

(A

Local Transport (Cont'd)

Local Transport is provided at the rates and charges set forth
in 6.8.1 following. The application of these rates with
respect to individual Feature Goups is as set forth in
6.7.1(D) follow ng.

The Local Transport Rate Category includes five classes of rate
el enents: (1) Entrance Facility, (2) Direct-Trunked Transport,
(3) Tandem Swi tched Transport, (4) Residual Interconnection
Charge, and (5) Milti plexing.

(1) Entrance Facility

The Entrance Facility recovers a portion of the costs
associ ated with a comunications path between a custoner
desi gnated prenises and the serving wire center of that
premises. Included as part of the Entrance Facility is a
standard channel interface arrangenent which defines the
technical characteristics associated with the type of
facilities to which the access service is to be connected
at the customer designated prem ses and the type of
signaling capability, if any.

Three types of Entrance Facility are available: (1) Voice
Grade 2 or 4 wire (an anal og channel w th an approxi mate
bandw dt h of 300 to 3000 hz), (2) High Capacity DSl (an

i sochronous serial digital channel with a rate of 1.544
Mops), and (3) High Capacity DS3 (an isochronous seri al
digital channel with a rate of 44.736 Mops). The m ni num
period for which a DS3 Entrance Facility is provided is
twel ve nont hs.
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6. Switched Access Service (Cont'd)

6.1

Cener al

6.1.2

(Cont" d)

Rate Categories (Cont'd)

(A

Local

Transport (Cont'd)

(1)

(2)

Entrance Facility (Cont'd)

One charge applies for each Entrance Facility that is
termi nated at a customer designated prem ses. This charge
specified in 6.8.1 following will apply even if the

cust omer designated prem ses and the serving wire center
are collocated in a Tel ephone Conpany buil di ng.

A custoner's Local Transport nmay be connected to the
Entrance Facility of another custoner, providing the other
custoner subnits a Letter of Authorization for this
connection and assunes full responsibility for the cost of
the Entrance Facility.

Di rect-Trunked Transport

The Direct-Trunked Transport rate el enents recover a
portion of the cost associated with a conmuni cati ons path
between the serving wire center and an end office or
serving wire center and a tandemon circuits dedicated to
the use of a single customer.

Di rect-Trunked Transport is available to all tandens and
to all end offices except those end offices identified in
NATI ONAL EXCHANGE CARRI ER ASSOCI ATION, INC. TARIFF F.C. C
NO. 4, WRE CENTER | NFORVATI ON as not having the
capability to provide Direct-Trunked Transport.
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6. Switched Access Service (Cont'd)

6.1 General (Cont'd)
6.1.2 Rate Categories (Cont'd)

(A) Local Transport (Cont'd)

(2) Direct-Trunked Transport (Cont'd)

Di rect-Trunked Transport is not available: (1) fromend
of fices that provide equal access through a centralized
equal access arrangenent, (2) fromend offices that |ack
recordi ng or nmeasurenent capability, and (3) for
originating 8XX calls from non-Service Sw tching Point
(SSP) equi pped end of fices that can not acconmopdate direct
trunking of originating 8XX calls.

Three types of Direct-Trunked Transport are avail able:

(1) Voice Grade (an anal og channel with an approxi mate
bandw dt h of 300 to 3000 Hz), (2) High Capacity DSl (an

i sochronous serial digital channel with a rate of 1.544
Mops), and (3) High Capacity DS3 (an isochronous seri al
digital channel with a rate of 44.736 Mops). The m ni num
period for which a High Capacity DS3 Direct-Trunked
Transport is provided is twelve nonths.

Hi gh Capacity DS1 Direct-Trunked Transport can not be
termnated at end offices that are not identified as hub
of fices that provide DS1 to Voice Gade mnultiplexing or
are not electronic end offices. Additionally, DS3 Direct-
Trunked Transport can not be term nated at end offices
that are not identified as hub offices that provide DS3 to
DS1 nmultiplexing. Ofices that provide nultiplexing are
identified in NATI ONAL EXCHANGE CARRI ER ASSOCI ATI ON, | NC.
TARIFF F.C.C. NO 4, WRE CENTER | NFORVATI ON.
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ACCESS SERVI CE

6. Switched Access Service (Cont'd)

6.1 General (Cont'd)

6.1.2 Rate Categories (Cont'd)

(A

Local

Transport (Cont'd)

(2)

(3)

Direct-Trunked Transport (Cont'd)

Di rect-Trunked Transport rates consist of a Direct-Trunked
Facility rate specified in 6.8.1 following which is
applied on a per mle basis and a Direct-Trunked

Term nation rate which is applied at each end of each
neasured segment of the Direct-Trunked Facility (e.g., at
the end office, hub, tandem and serving wire center).
VWhen the Direct-Trunked Facility nmileage is zero, neither
the Direct-Trunked Facility rate nor the Direct-Trunked
Termi nation rate will apply.

The Direct-Trunked Facility rate recovers a portion of the
costs of the transm ssion facilities, including

internmedi ate transm ssion circuit equi pnent, between the
end points of the interoffice circuits.

The Direct-Trunked Term nation rate specified in 6.8.1
follow ng recovers a portion of the costs of the circuit
equi prent that is necessary for the term nation of each
end of the Direct-Trunked Facility.

Access Tandem Direct Trunk Port

Charges for Access Tandem Direct Trunk Ports, |located on
the serving wire center side of the Access Tandem recover
costs to termnate direct trunks. Access Tandem Direct
Trunk Ports are a flat-rate monthly charge as specified in
6.8.1 foll owi ng assessed to the custoner purchasing the
dedi cated trunk term nated at that port.
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6. Switched Access Service (Cont'd)

6.1

Cener al

6.1.2

(Cont" d)

Rate Categories (Cont'd)

(A

Local

Transport (Cont'd)

(4)

Tandem Swi t ched Transport (T

The Tandem Switched Transport rate el enents recover a
portion of the costs associated with a conmunications path
between a serving wire center and an end office or between
a tandem and an end office on circuits that are switched
at a tandem switch.

Tandem Swi t ched Transport rates consist of a Tandem
Swi t ching Charge rate, a Tandem Switched Facility rate,
and a Tandem Swi tched Termi nation rate.

The Tandem Switching Charge rate recovers a portion of the
costs of switching traffic through an access tandem The
Tandem Swi t chi ng Charge rate specified in 6.8.1 follow ng
is applied on a per access mnute per tandem basis for all
originating and all term nating mnutes of use sw tched at
the tandem Tandem | ocations are identified in NATI ONAL
EXCHANGE CARRI ER ASSCCI ATION, INC. TARIFF F.C.C. NO 4,

W RE CENTER | NFORMATI ON.

The Tandem Switched Facility rate recovers a portion of
the costs of the transmission facilities, including
internmedi ate transm ssion circuit equi pnent, between the
end points of the interoffice circuits.
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ACCESS SERVI CE

6. Switched Access Service (Cont'd)

6.1 General (Cont'd)

6.1.2 Rate Categories (Cont'd)

(A) Local Transport (Cont'd)

(4) Tandem Switched Transport (Cont'd)

The Tandem Switched Facility rate specified in 6.8.1
following is applied on a per access mnute per mle basis
for all originating and term nating mnutes of use routed
over the facility. MIleage for Tandem Swi tched Facility
is neasured in segnents, as set forth in 6.7.12 foll ow ng.

The Tandem Switched Termination rate recovers a portion of
the costs of the circuit equi pnent necessary for the

term nation of each end of each measured segnent of the
Tandem Swi t ched Facility. The Tandem Swi tched Term nation
rate specified in 6.8.1 following is applied on a per
access mnute per nmeasured segnent of Tandem Switched
Facility basis for all originating and term nating m nutes
of use routed over the facility. Wen the Tandem Swi t ched
Facility mleage is zero, the Tandem Switched Facility
rate will not apply, however, the Tandem Swi t ched

Termi nation rate will apply.

The Tandem Swi tched Ml ti pl exi ng charge recovers the cost
of nmultiplexing equi pnent on the end office side of the
tandem swi tch and the trunk side of the end office. The
Tandem Swi t ched Mul ti pl exi ng charge specified in 6.8.1
following is a per-mnute charge assessed to the custoner
pur chasi ng common transport on the end office-to-tandem
l'i nk.

(x) Issued to become effective on January 24, 1998 under Special Perm ssion
No. 98- 15.
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ACCESS SERVI CE

6. Switched Access Service (Cont'd)
6.1 General (Cont'd)
6.1.2 Rate Categories (Cont'd)
(A) Local Transport (Cont'd)

(5) Residual Interconnection Charge (T)

The Residual Interconnection Charge rate recovers the (O
non-facilities costs and other residual costs associated

with Local Transport that are not recovered by other |ocal
transport rate elenments. The Residual |nterconnection

Charge specified in 6.8.1 foll owing applies at the end

office to all sw tched access mnutes of use (i.e., both

Tandem Swi t ched and Direct-Trunked) for all carriers.

The Suppl emental LEC Transport Charge rate recovers EF\B
facilities costs associated with Local Transport that are
not recovered by other rate elenents. The Suppl enental
LEC Transport Charge specified in 6.8.1 follow ng applies
at the end office to all switched access minutes of use
(i.e., both Tandem Switched and Direct-Trunked) for all
carriers except conpetitive providers of local transport.

Thi s supplenmental charge is applied in addition to the
Resi dual | nterconnection Charge.

(6) Miltiplexing

DS3 to DS1 Miultiplexing charges specified in 6.8.1

follow ng apply when a Hi gh Capacity DS3 Entrance Facility
or High Capacity DS3 Direct-Trunked Facility is connected
with Hi gh Capacity DS1 Direct-Trunked Transport. The DS3
to DS1 nultiplexer will convert a 44.736 Mps channel to
28 DS1 channels using digital tine division nultiplexing.

—~ —~~
Jdz

DS1 to Voice Grade Miltiplexing charges specified in 6.8.1
follow ng apply when a High Capacity DSl Entrance Facility
or High Capacity DS1 Direct-Trunked Facility is connected
with Voice Grade Direct-Trunked Transport. However, a DS1
to Voice Grade Miltiplexing charge does not apply when a
Hi gh Capacity DS1 Entrance Facility or Hi gh Capacity DS1
Direct-Trunked Transport is termnated at an electronic
end office and only Switched Access Service is provided
over the DS1 facility (i.e., Voice G ade Special Access
channel s are not derived). The DS1 to Voice G ade

mul ti plexer will convert a 1.544 Mps channel to 24 Voice
Grade channel s.

Mul tiplexing is only available at wire centers identified
i n NATI ONAL EXCHANGE CARRI ER ASSOCI ATI ON, I NC. TARI FF
F.C.C. NO 4, WRE CENTER | NFORVATI ON.
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ACCESS SERVI CE

6. Switched Access Service (Cont'd)

6.1

Cener al

6.1.2

(Cont" d)

Rate Categories (Cont'd)

(A

Local

Transport (Cont'd)

(7)

Interface G oups (m

Ten Interface Groups are provided for term nating the
Local Transport Entrance Facility at the customer's

desi gnated prenises. Each Interface Group provides a
specified prenmises interface (e.g., two-wire, four-wre,
DS1, etc.). \Wiere transmission facilities permt, and at
the option of the custoner, the Entrance Facility may be
provided with optional features as set forth in (7)

fol | ow ng.

As a result of the custonmer's access order and the type of
Tel ephone Conpany transport facilities serving the
custoner's designated prenises, the need for signaling
conversions or two-wire to four-wire conversions, or the
need to termnate digital or high frequency facilities in
channel bank equi pment may require that Tel ephone Conpany
equi prent be placed at the custoner's designated pren ses.
For exanple, if a voice frequency interface is ordered by
t he custoner and the Tel ephone Conpany facilities serving
the custoner's designated premnises are digital, then
Tel ephone Conpany channel bank equi prent nust be placed at
the custoner's designated prem ses in order to provide the
voi ce frequency interface ordered by the customer.
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ACCESS SERVI CE

6. Switched Access Service (Cont'd)

6.1 General (Cont'd)
6.1.2 Rate Categories (Cont'd)

(A) Local Transport (Cont'd)

(7) Interface Goups (Cont'd) (T

Techni cal specifications concerning the avail able
interface groups are set forth in 15.1 foll ow ng.

(8) Nonchargeabl e Optional Features (T

VWere transmi ssion facilities pernmt, the Tel ephone
Conpany will, at the option of the custoner, provide the
foll owi ng nonchargeabl e optional features in association
with Local Transport.

(a) Supervisory Signaling

VWere the transm ssion parameters permt, and where
signaling conversion is required by the custoner to
neet its signaling capability, the custoner may order
an optional supervisory signaling arrangenent for
each transm ssion path provided as set forth in
15.1.12 fol |l owi ng.

(b) Custoner Specified Entry Switch Receive Level

This feature allows the custoner to specify the
receive transm ssion |level at the first point of
switching. The range of transm ssion |evels which
may be specified is described in Technical Reference
TR- NPL- 000334. This feature is available with
Interface Groups 2 through 10 for Feature G oups A
and B.
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ACCESS SERVI CE

6. Switched Access Service (Cont'd)

6.1 General (Cont'd)

6.1.2

(A) Local

Transport

Rate Categories (Cont'd)

(Cont" d)

(8) Nonchargeabl e Optional

Features (Cont'd) (T

(c)

(d)

(9) Chargeabl e Optional

Customer Specification of Local Transport Term nation

This option allows the customer to specify, for
Feature Group B routed directly to an end office or
access tandem a four-wire term nation of the Local
Transport at the entry switch in lieu of a Tel ephone
Conpany selected two-wire ternmnation. This option
is available only when the Feature Group B
arrangement is provided with Type B Transm ssion
Speci fications.

Cust omer Subscription to CCSNC

When a custoner subscribes to Common Channel
Signaling (SS7) Network Connection Service (CCSNC
Service), the follow ng optional features are nade
avai l abl e and are described in 6.3.1 foll ow ng.

- Signaling System 7 (SS7) Signaling
- Calling Party Number

- Carrier Sel ection Paraneter

- Char ge Nunber Paraneter

Feat ur es (M

(a)

Common Channel Signaling, Signaling System?7
(CCS/ SS7) Network Connection (CCSNC) Service

This service provides a signaling path between

a customer's designated Signaling Point of Interface
(SPA) and a Tel ephone Conpany's Signaling Transfer
Point (STP). CCSNC is provided as set forth in
6.3.3(C) follow ng.
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ACCESS SERVI CE

6. Switched Access Service (Cont'd)
6.1 General (Cont'd)
6.1.2 Rate Categories (Cont'd)
(A) Local Transport (Cont'd)
(9) Chargeable Optional Features (Cont'd)
(b) dC and OZZ Signaling Information (COSl)

This option is end office-generated signaling which
provides the Carrier ldentification Code (ClC) and
the OZZ digits needed to performtandem switching
functions for switched transport services. This
option is only available with the Feature Group D
trunks when directly routed to an equal access end
office switch. It is not available fromthe

Tel ephone Conpany's access tandem CIC and QzZ
Signaling Information is provided as set forth in
6.3.3(D) following, via nultifrequency (M) address
signaling or, where technically feasible, via out of
band CCS/ SS7 si gnal i ng.

(c) dear Channel Capability (CCQO

CCC is a Feature Goup D (FGD) Direct-Trunked
Transport arrangement that allows a custoner to
transport 1.536 Mops information rate signals over a
1.544 Mops High Capacity DS1 channel or over a 1.544
Mops Hi gh Capacity DS1 channel derived froma

mul ti pl exed 44. 736 Mops Hi gh Capacity DS3 channel
with no constraint on the quantity or sequence of one
and zero bits. This arrangenent requires the
custonmer interface to conformto Bipolar wth Ei ght
Zero Substitution (B8ZS) line code as described in
Techni cal Reference TR-NRL-000054 and Techni cal

Ref erence TR-1NS-000342. The CCC optional feature is
provided as set forth in 6.3.3(F) follow ng.

(B) End Ofice

The End Office rate category provides the local end office

swi tching and end user term nation functions necessary to
conpl ete the transm ssion of Switched Access conmuni cations to
and fromthe end users served by the local end office. The End
Ofice rate category includes the Switching and Infornmation
(i.e., Directory Assistance) rate elenments. The conponents
whi ch make up the Switching rate el enent include Local
Switching, Line Termi nation and Intercept. End Ofice rate

el enents are set forth in 6.8.2 following. The application of
the Switching rate element with respect to individual Feature
Goups is as set forth in 6.7.1(D) foll ow ng.
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ACCESS SERVI CE

6. Switched Access Service (Cont'd)

6.1 General (Cont'd)
6.1. 2Rate Categories (Cont'd)

(B) End Ofice (Cont'd)

(1) sSwitching
(a) Local Switching

Local Switching provides for the use of end office
swi tching equi pment. The premi um charge is divided
into two distinct categories, i.e., LS1 and LS2. The
first category, LS1, provides local dial swtching
for Feature Groups A and B except for: (1) Feature
Group B when utilized to provide MIS/WATS service and
(2) Feature Groups A and B used for termnating

i nward WATS and WATS-type service at an equal access
WATS Serving O fice. The second category, LS2,
provides local dial switching for: (1) Feature
Goups Cand D, (2) for FGB when utilized to provide
MI'S/ WATS service, and (3) for Feature Groups A and B
used for term nating i nward WATS and WATS-t ype
service at an equal access WATS Serving O fice.

VWere end offices are appropriately equi pped,
international dialing may be provided as a capability
associ ated with LS2 which provides |ocal dial
switching for Feature Groups C and D. International
dialing provides the capability of sw tching
international calls with service prefix and address
codes having nore digits than are capabl e of being
swi t ched t hrough a standard FGC or FGD equi pped end
of fice.

Rates for LSl and LS2 are set forth in 6.8.2 (A
fol | ow ng.

There are two types of local switching functions,
i.e., Common Switching functions and Transport
Term nation functions. These are described in (i)
and (ii) follow ng.

I ssued: August 30, 1996 Ef fective: Septenber 3, 1996
Pr esi dent
1440 "M' Street, Lincoln, NE 68508



ALl ANT COVMMUNI CATI ONS CO.

TARIFF F.C.C. NO 1
Original Page 207

ACCESS SERVI CE

6. Switched Access Service (Cont'd)

6.1 General (Cont'd)
6.1. 2Rate Categories (Cont'd)
(B) End Ofice (Cont'd)
(1) Switching (Cont'd)
(a) Local Switching (Cont'd)
(i) Comon Switching
Common Swi t ching provides the |l ocal end office
swi tching functions associated with the various
access (i.e., Feature Group) sw tching arrange-
nments. The Common Swit ching arrangenents
provided for the various Feature G oup
arrangements are described in 6.2 follow ng.
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ACCESS SERVI CE

6. Switched Access Service (Cont'd)

6.1 General (Cont'd)
6.1. 2Rate Categories (Cont'd)

(B) End Ofice (Cont'd)

(1) Switching (Cont'd)
(a) Local Switching (Cont'd)

(i) Common Switching (Cont'd)

Ori gi nal

Included as part of Conmpn Switching are

vari ous nonchargeabl e opti onal

TARIFF F.C.C. NO 1
Page 208

f eat ures which

the custoner can order to neet the custoner's

speci fi ¢ comuni cations requirenents.

optional features are described in 6.3.1

fol | ow ng.

(ii) Transport Term nation

These

Transport Termination provides for the line or

trunk side arrangenents which termnate the
Local Transport facilities.

of Transport Term nation are various

nonchar geabl e optional term nation arrange-

I ncluded as part

nents. These optional term nating arrangenents
are described in 6.3.2 foll ow ng.

The number of Transport Term nations provided
wi Il be determ ned by the Tel ephone Conpany as

set forth in 6.5.6 follow ng.

(b) Line Termnation

Line Term nation provides the termnations for the

end user lines termnating in the |ocal

There are two types of Line Terminations, i.e.,
Access Service

Common Line Term nations and Speci al
Term nations utilized in the provision of WATS or

end office.

WATS-type services at Tel ephone Conpany desi gnated

WATS Serving O fices.
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ACCESS SERVI CE

6. Switched Access Service (Cont'd)

6.1 General (Cont'd)
6.1. 2Rate Categories (Cont'd)

(B) End Ofice (Cont'd)

(1) Switching (Cont'd)
(b) Line Term nation (Cont'd)

The above Special Access Service Term nations are
differentiated by line side vs. trunk side

term nations. In addition, there are various types
of originating and term nating line side term nations
dependi ng on the type of signaling associated with

t he Special Access Service. Line side termnations
are available with either dial pulse or dual tone

mul ti frequency address signaling.

(c) Intercept

Intercept provides for the termnation of a call at a

Tel ephone Conpany | ntercept operator or recording.

The operator or recording tells a caller why a call, (T
as dialed, could not be conpleted, and if possible, (T
provi des the correct nunber.

(2) Directory Assistance Information Surcharge

Directory Assistance Information Surcharge rates are
assessed to a custonmer based on the total nunber of access
mnutes. Directory Assistance Information Surcharge rates
are as set forth in 6.8.2 following. The application of
these rates with respect to individual Feature Goups is
as set forth in 6.7.1(D) follow ng.

The nunmber of end office switching transmi ssion paths will be
determined as set forth in 6.5.5 foll ow ng.
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ACCESS SERVI CE

6. Switched Access Service (Cont'd)

6.1

Cener al

(Cont" d)

6.1. 2Rate Categories (Cont'd)

(B) End Ofice (Cont'd)

(3)

(4)

End Ofice Direct Trunk Port

Charges for End Office Direct Trunk Ports, located on the
trunk side of the end office, recover costs to term nate
direct trunks. End Ofice Direct Trunk Ports are a
flat-rate nmonthly charge as specified in 6.8.2 follow ng
assessed to the custoner purchasing the dedicated trunk
term nated at that port.

End O fice Commpn Trunk Port

Charges for DS-1 End O fice Common Trunk Ports, |ocated on
the trunk side of the end office, recover costs to

term nate common trunks. End O fice Common Trunk Ports
are per mnute-of-use charge as specified in 6.8.2

foll owi ng assessed to the customer of common transport
trunks term nating at these ports.
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ACCESS SERVI CE

6. Switched Access Service (Cont'd)

6.1 General (Cont'd)
6.1. 2Rate Categories (Cont'd)
(C Marketing Expenses

The Marketing Expense charge recovers residual marketing
expenses not recovered fromend user SLCs or PICCs due to
ceiling limtations. These residual expenses are recovered
t hrough per-m nute charges on originating and term nating
access rates as specified in 6.8.7 following. These per-mnute
charges will be applied on the same basis as Carrier Conmon
Li ne m nutes of use.
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ACCESS SERVI CE

6. Switched Access Service (Cont'd)

6.1

Cener al

(Cont" d)

6.1. 2Rate Categories (Cont'd)

(D) Chargeabl e Optional Features

VWere facilities permt, the Tel ephone Conpany, will at the
option of the custoner, provide the follow ng chargeable
optional features.

(1) NXX Translation for 500 or 900 Access Service

The NXX Transl ation rate el ement for 500 or 900 Access
Service provides for custoner identification
of calls dialed by end users of the form 1+SAC+NXX-

XXXX.  The NXX codes are assigned to specific custoners in
conformance with the North Anerican Numbering Plan (NANP).
NXX code assignnent(s) will be nmade by the Bell core NANP
Coordi nator. The Tel ephone Conpany will use the NXX code
to identify the customer to whose point of termination the

traffic is to be delivered, (i.e., at appropriately

equi pped el ectronic end offices, access tandens or through
contracted arrangements with other parties.) NXX transla-
tion for 500 or 900 NXX service is provided at the ordered
end offices. It is then the responsibility of the
customer to do any further translation the customer deens
necessary and route the call. Custoner assigned NXX codes
whi ch have not been ordered will be bl ocked.

(a) 500 or 900 NXX Transl ation

A nonrecurring charge, as set forth in 6.8.3

followi ng, is associated with 500 or 900 Transl ation.
This nonrecurring charge is assessed by the

Tel ephone Conpany on a per SAC order basis regardl ess
of the nunber of NXX codes specified on the order.

The description and application of this service with
respect to Feature Group C and Feature Group Dis as
set forth in 6.7.1(C (2) and 6.7.1(D) follow ng.
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ACCESS SERVI CE

6. Switched Access Service (Cont'd)

6.1

Cener a

(Cont " d)

6.1. 2Rate Categories (Cont'd)

(D

Char geabl e Optional Features (Cont'd)

(2)

8XX Dat a Base Access Service

8XX Dat a Base Access Service provides for custoner
identification of calls dialed by end users, based on the
di al ed 8XX nunber in the form 1+8XX+NXX- XXXX. The 8XX
nunbers are assigned to 8XX service subscribers in
conformance with the North Anerican Numbering Plan (NANP).
8XX nunber assignnent will be nmade by the 8XX Service
Managenment System (SMS/ 8XX) Administrator. The Tel ephone
Conpany will performcarrier selection for each 8XX nunber
call by querying a data base to determ ne the custonmer to
whose point of termination the call is to be delivered and
i ncl udes area of service routing which allows routing of
8XX calls by tel ephone conpanies to different inter-
exchange carriers based on the Local Access Transport Area
(LATA) in which the call originates. Unless the custoner
has ordered 8XX data base optional vertical services, it
is then the responsibility of the custonmer to perform any
further translation the subscriber deens necessary and
route the call. Calls to 8XX nunber, for which a data
base query returns a carrier identification for a carrier
t hat has not ordered Switched Access Service, will be
bl ocked.
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ACCESS SERVI CE

6. Switched Access Service (Cont'd)

6.1 General (Cont'd)

6.1. 2Rate Categories (Cont'd)

(D) Chargeable Optional Features (Cont'd)

(2)

8XX Data Base Access Service (Cont'd)

In addition to the carrier selection function perfornmed,
the data base can be used to provide various vertical
service features. Charges for Vertical Service Features
are in addition to Carrier Selection charges. These
optional vertical features include:

- POTS transl ati on of 8XX numbers (which is generally
necessary for the routing of 8XX calls)

- O her Vertical Service Features (This charge is in
addition to the POTS Translation Charge, if
appl i cabl e)

. Alternate POTS translation (which allows sub-
scribers to vary the routing of 8XX calls based
on factors such as tine of day, day of week,
speci fic dates, originating NPA-NXX- XXXX and/ or
percent allocation)

. Mul tiple carrier routing (which all ows sub-
scriber to route to different carriers based on
factors such as tinme of day, day of week,
specific dates, originating NPA- NXX- XXXX
and/ or percent allocation)

. Call validation (ensuring that calls originate
from subscri bed service areas)

VWhen Other Vertical Service Feature charge is
applicable, only one charge will be assessed,
regardl ess of the nunmber of Other Vertical Service
Feat ures provi ded.
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ACCESS SERVI CE

6. Switched Access Service (Cont'd)

6.1 General (Cont'd)
6.1. 2Rate Categories (Cont'd)

(D) Chargeable Optional Features (Cont'd)

(2) 8XX Data Base Access Service (Cont'd)

(a) 8XX Data Base Queries

8XX data base charges, as set forth in 6.8.4
follow ng, are associated with the carrier selection

and vertical service features.

The 8XX data base

charges will be assessed by the Tel ephone Conmpany on
a per conpleted 8XX data base query basis even if the
Tel ephone Conpany does not actually deliver the

associ ated 8XX call to the custoner

Carrier (I1XO).

I nt er exchange

An | ndependent Tel ephone Conmpany (1 TC) that subtends

t he Company's Service Switching Point

(SSP) may

el ect, by notifying the Conpany in witing, to have
the Company bill the ITC the 8XX data base query
charges associated with 8XX calls originating from
the ITC. If the ITC so elects and the Conpany can
identify the originating end office for the 8XX data
base queries associated with 8XX calls originating
fromthe ITC, the ITC will be assessed the 8XX data
base query charges, per conpleted query, for those

8XX calls that originate fromthe ITC

In this case,

the ITCis responsible for billing the interexchange
carriers (1XC) for 8XX data base charges based on the

ITC s tariffed rate.

If the Conpany is unable to identify,

for any reason,

the originating end office for the 8XX data base
queries (carrier selection and/or vertical features)
associated with 8XX calls originating froma
particular I TC that subtends the Conpany's SSP, the
Conpany will bill the IXC directly for the 8XX data

base queri es.
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ACCESS SERVI CE

6. Switched Access Service (Cont'd)

6.1 General (Cont'd)

6.1. 2Rate Categories (Cont'd)

(D) Chargeable Optional Features (Cont'd)

(2) 8XX Data Base Access Service (Cont'd)

(a) 8XX Data Base Queries (Cont'd)

If the ITC subtending the Conpany's SSP does not

TARIFF F.C.C. NO 1
Revi sed Page 214
Page 214

el ect to have the Conpany bill the ITC the 8XX data

base query charges, the Conmpany will
8XX data base query charges associated with 8XX calls
originating fromthe ITC. In this case,

bi Il

not bill the I XC 8XX data base query charges.

the | XC t he
the 1TC will

The description and application of this service with
respect to Feature Group C and Feature Group Dis as

set forth in 6.7.1(D) follow ng.
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ACCESS SERVI CE

6. Switched Access Service (Cont'd)

6.1

Cener a

(Cont" d)

6.1. 2Rate Categories (Cont'd)

(D

Char geabl e Optional Features (Cont'd)

(3)

Billing Nane and Address

The Company will provide to tel ecomrunications service
providers or to the authorized billing agents of

t el ecommuni cations service providers, the billing nane and
address (BNA) of the Conpany's subscribers with |isted

t el ephone nunbers who use the Conpany's calling card or
who authorize collect and third party calls to pay for a

t el ecommuni cati ons service provider's services.

The Company will al so disclose the BNA of the Conpany's
subscribers with unlisted and nonpublished nunbers, unless
the unlisted or nonpublished subscriber affirmatively
requests that its BNA not be disclosed. The Conpany will
presune that unlisted and nonpublished subscribers consent
to disclosure and use of their BNA if the subscriber does
not make this affirmative request.

The Company will not disclose billing nanme and address
information to any party other than a tel econmuni cations
service provider or an authorized billing and coll ection
agent of a tel econmunications provider.

No tel econmuni cations service provider or authorized
billing and collection agent of a tel econmunications
service provider shall use billing name and address

information for any purpose other than the follow ng:

(a) Billing customers for using tel econmuni cations
services of that service provider and collecting
anmount s due.

(b) Any purpose associated with the "equal access"
requirenents.

(c) Verification of service orders of new custoners,
identification of custoners who have noved to a new
address, fraud prevention, and simlar nonmarketing
pur poses.
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ACCESS SERVI CE

6. Switched Access Service (Cont'd)

6.1

Cener a

(Cont" d)

6.1. 2Rate Categories (Cont'd)

(D) Chargeable Optional Features (Cont'd)

(3)

Billing Nane and Address (Cont'd)

In no case shall any tel econmuni cations service provider
or authorized billing and collection agent of a

t el ecommuni cati ons service provider disclose the billing
name and address information of any subscriber to any
third party, except that a tel ecomunications service
provi der may disclose billing nane and address information
to its authorized billing and collection agent.

Requests for BNA on given tel ephone nunbers will be
accepted by the Conmpany's | nterexchange Carrier Service
Center (ICSC) via letter or facsimle on letterhead of the
t el ecommuni cati ons service provider or an authorized
billing agent. The Conpany shall, barring any unforeseen
circunstances, provide BNA information to the requesting
party via first class U S. Mail or facsimle within thirty
(30) days of receipt of the BNA request.

The rates and charges for the provision of BNA as set
forth in 6.8.5 following, are associated with the matching
of billing nane and address to the given tel ephone nunber.
The m ni mum nonthly charge for the provisioning of BNA is
$15. 00.
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ACCESS SERVI CE

6. Switched Access Service (Cont'd)

6.1 General (Cont'd)
6.1. 2Rate Categories (Cont'd)
(D) Chargeable Optional Features (Cont'd)
(4) Operator Transfer Services (Cont'd)

Operator Transfer Service may be provided with Feature
Goup C or Feature Group D Switched Access Service at
Tel ephone Conpany desi gnated Operator Services |ocation.
Operator Transfer Service is an originating service. The
rate is assessed per 0- call transferred to a custoner's
operator. An 0- call is considered transferred when the
Tel ephone Conpany Operator activates the switch
transferring the call to the designated custoner and the
cust omer acknowl edges recei pt.
In addition to the Operator Transfer Service charge
descri bed above and in 6.3.3 follow ng, Feature Goup C or
Feature Group D Switched Access rates and charges as set
forth in 6.2.3 and 6.2.4 following and Carri er Conmon Line
Charges set forth in 3.8.5 preceding will apply per mnute
of use for QOperator Transfer Service.
Operator Transfer Service charges, provided for in this
tariff, are applied only to those calls actually
transferred by the Tel ephone Conpany to the custoner's
oper at or .
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6. Switched Access Service (Cont'd)

6.1 General (Cont'd)

6.1.3Special Facilities Routing

Any customer may request that the facilities used to provide

Swi t ched Access Service be specially routed. The regulations, rates
and charges for Special Facilities Routing (i.e., Avoidance,
Diversity and Cable-Only) are set forth in 11. foll ow ng.

6. 1. 4Desi gn Layout Report

At the request of the custonmer, the Tel ephone Conpany wi |l provide
to the custoner the nakeup of the facilities and services provided
fromthe custonmer's prenmises to the first point of switching. This

information will be provided in the formof a Design Layout Report.
The Design Layout Report will be provided to the custonmer at no
charge, and will be reissued or updated whenever these facilities

are materially changed.

6.1.5Testing
(A) Acceptance Testing

At no additional charge, the Tel ephone Conpany will, at the
customer's request, cooperatively test at the time of
installation, the follow ng paraneters: 1o0ss, C-notched noise,

C-nessage noi se, 3-tone slope, d.c. continuity and operational
signaling. When the Local Transport is provided with Interface
Groups 2 through 10, and the Transport Termination is two-wire
(i.e., there is a four-wire to two-wire conversion in Local
Transport), balance paraneters (equal |evel echo path |oss) may
al so be tested.

(B) Routine Testing

At no additional charge, the Tel ephone Conpany will, at the
custonmer's request, test after installation on an automatic or
manual basis, 1004 Hz | oss, C nessage noi se and Bal ance (Return
| 0ss).

In the case of automatic testing, the custoner shall provide
remote office test lines and 105 test lines with associated
responders or their functional equivalent.

I ssued: August 30, 1996 Ef fective: Septenber 3, 1996
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6. Switched Access Service (Cont'd)

6.1 General (Cont'd)
6.1.5Testing (Cont'd)

(B) (Cont'd)
The frequency of these tests will be that which is nmutually
agreed upon by the custoner and the Tel ephone Conpany, but
shall consist of not |less than quarterly 1004 Hz Loss and
C-nessage noi se tests and an annual Bal ance test. Trunk test
failures requiring custoner participation for trouble
resolution will be provided to the custoner on an as-occurs
basi s.
Addi tional tests may be ordered as set forth in 13.3.2(A)
following. Charges for these additional tests are set forth in
13.4.2 foll ow ng.

6.1.60Ordering Options and Conditions

Swi t ched Access Service is ordered under the Access Order provisions

set forth in 5.2 preceding. Also, included in that section are

ot her charges which may be associated with ordering Switched Access

Service (e.g., Service Date Change Charges, Cancellation Charges,

etc.).
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6. Switched Access Service (Cont'd)

6.2 Provision and Description of Sw tched Access Service Feature G oups

Swi t ched Access Service is provided in four different Feature G oup
arrangements. The provision of each Feature Group requires Local Transport
facilities including an Entrance Facility where required, and the appropriate
End Ofice functions. 1In addition, Special Access Service may, at the option
of the customer, be connected with Feature Groups A B, C or D at Tel ephone
Conpany desi gnated WATS Serving Ofices.

There are three specific transmi ssion specifications (i.e., Types A B and C
t hat have been identified for the provision of Feature Groups. The technical
specifications for the Entrance Facility and Direct-Trunked Transport are the
sane as those set forth in Section 7 following for Voice G ade and High
Capacity Services. The specifications provided are dependent on the Interface
Goup and the routing of the service, i.e., whether the service is routed
directly to the end office or via an access tandem The paraneters for the
transm ssion specifications are set forth in 15.2.1 foll ow ng.

Feature Groups are arranged for either originating, term nating or two-way
calling, based on the customer end office sw tching capacity ordered.
Oiginating calling permts the delivery of calls from Tel ephone Exchange
Service locations to the custoner designated prenmises. Terminating calling
pernmits the delivery of calls fromthe custonmer designated prem ses to

Tel ephone Exchange Service locations. Two-way calling permits the delivery of
calls in both directions, but not sinultaneously. The Tel ephone Conpany wil |
determine the type of calling to be provided unless the custoner requests that
a different type of directional calling is to be provided. |In such cases, the
Tel ephone Conpany will work cooperatively with the custoner to determ ne the
directionality.

There are various optional features available with the Feature Groups. These
additional optional features are provided as Local Transport, Comon Swi tchi ng,
Transport Term nation, 8XX Data Base Access Service, 900 or 500 NXX Access
Service and Operator Transfer Service.

Fol | owi ng are detail ed descriptions of each of the avail able Feature G oups.
Each Feature Group is described in ternms of its specific physical
characteristics and calling patterns, the transm ssion specifications with
which it is provided, the optional features available for use with it and the
standard testing capabilities.
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6. Switched Access Service (Cont'd)

6.2

Provi sion and Description of Sw tched Access Service Feature G oups

(Cont'

d)

The Common Switching and Transport Term nation optional features, which are
described in 6.3 follow ng, unless specifically stated otherw se, are avail able
Tel ephone Conpany end office switches.

at all

6.2. 1Feature G oup A (FGA

(A

Descri ption

(1)

(2)

(3)

(4)

FGA is provided in connection wth Tel ephone Conpany

el ectronic and el ectromechani cal end offices. At the
option of the custoner, FGA is provided on a single or
multiple line group basis and is arranged for originating
calling only, terminating calling only, or two-way

cal l'i ng.

FGA provides a line side termnation at the first point of
switching (dial tone office). The line side term nation
will be provided with either ground start supervisory
signaling or loop start supervisory signaling. The type
of signaling is at the option of the customer.

The Tel ephone Conpany shall select the first point of
switching, within the sel ected LATA, at which the line
side termination is to be provided unless the custoner
requests a different first point of switching and

Tel ephone Conpany facilities and neasurenent capabilities,
where necessary, are avail able to acconmpdate such a
request.

A seven digit local tel ephone nunber assigned by the

Tel ephone Conpany is provided for access to FGA switching
in the originating direction. The seven digit |ocal

t el ephone nunber will be associated with the selected end
office switch and is of the form NXX- XXXX.

If the customer requests a specific seven digit tel ephone
nunber that is not currently assigned, and the Tel ephone
Conpany can, with reasonable effort, conply wth that
request, the requested nunber will be assigned to the
cust oner.
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6. Switched Access Service (Cont'd)

6.2 Provision and Description of Sw tched Access Service Feature G oups

(Cont " d)

6.2.1Feature G oup A (FGA) (Cont'd)

(A) Description (Cont'd)

(5)

(6)

(7

FGA swi tching, when used in the termnating direction, is
arranged with dial tone start-dial signaling. Wen used
in the terminating direction FGA sw tching may, at the
option of the custoner, be arranged for dial pulse or dual
tone nultifrequency address signaling, subject to
availability of equipnent at the first point of swtching.

VWhen FGA switching is provided in a hunt group or uniform
call distribution arrangenent, all FGA switching will be
arranged for the sane type of address signaling.

No address signaling is provided by the Tel ephone Conpany
when FGA Switching is used in the originating direction.
Address signaling in such cases, if required by the
customer, nust be provided by the custoner's end user
using inband tone signaling techniques. Such inband tone
address signals will not be regenerated by the Tel ephone
Conpany and will be subject to the ordinary transm ssion
capabilities of the Local Transport provided.

FGA swi tching, when used in the term nating direction, may
be used to access valid NXXs in the LATA, |ocal operator
service (0- and 0+), Directory Assistance (411 where

avai |l abl e and 555-1212), energency reporting service (911
where avail abl e), exchange tel ephone repair (611 where
avail able), tinme or weather announcenent services of the
Tel ephone Conpany, comunity information services of an
informati on service provider, and other customers'
services (by dialing the appropriate digits). Charges for
FGA term nating calls requiring operator assistance or
calls to 611 or 911 will only apply where sufficient call
details are avail able. Additional non-access charges will
al so be billed on a separate account for (1) an operator
surcharge, as set forth in the |ocal
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6. Switched Access Service (Cont'd)

6.2

Provi sion and Description of Sw tched Access Service Feature G oups (Cont'd)

6.2. 1Feature G oup A (FGA) (Cont'd)

(A

Description (Cont' d)

(7

(8)

(9)

(Cont' d)

exchange tariffs, for |ocal operator assistance (0- and
0+) calls, (2) calls to certain comunity information
services, for which rates are applicable under Tel ephone
Conpany exchange service tariffs, e.g., 976 (D AL-1T)
Net work Services, and, (3) calls froma FGAline to
anot her custoner's service in accordance with that
custonmer's applicable service rates when the Tel ephone
Conpany perforns the billing function for that customer.
For calls to Directory Assistance (411 and 555-1212,

whi chever is available), Local Transport rates for FGA
Swi t ched Access Service will not apply.

VWhen a FGA switching arrangenent for an individual
customer (a single line or entire hunt group) is

di scontinued at an end office, an intercept announcenent
is provided. This arrangenent provides, for a limted
period of time, an announcenent that the service

associ ated with the nunber dialed has been di sconnect ed.

FGA wil|l be provisioned over an Entrance Facility fromthe
customer's prenises to the custoner's serving wire center.

FGA service, when used in the originating or term nating
direction, will be provisioned as Direct-Trunked Transport
fromthe custoner's serving wire center to the first point
of swi tching and provisioned as Tandem Swi t ched Transport
fromthe first point of switching to the originating or
term nating end office.
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6. Switched Access Service (Cont'd)

6.2 Provision and Description of Sw tched Access Service Feature G oups (Cont'd)

6.2.1Feature G oup A (FGA) (Cont'd)

(B) Optional Features

(1) Common Switching Optional Features

(a) Hunt Group Arrangenent
(b) UniformCall Distribution Arrangenent

(c) Nonhunting Number for Use with Hunt G oup Arrangenent
or UniformCall Distribution Arrangenent

(d) Call Denial
(e) Service Code Denial

(f) Hunt Group Arrangenent for Use with Special Access
Service utilized in the provision of WATS-type
Servi ces

(g) UniformCall Distribution Arrangenent for Use with
Speci al Access Service utilized in the provision of
WATS-type Services

(h)  Nonhunting Number for Use with Hunt G oup Arrangenent
or UniformCall Distribution Arrangenent for Use with
Speci al Access Service utilized in the provision of
WATS-type Servi ces.

(i) Band Advance Arrangenent for Use with Special Access
Service utilized in the provision of WATS-type
Ser vi ces.
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Swi t ched Access Service (Cont'd)

6.2 Provision and Description of Sw tched Access Service Feature G oups (Cont'd)

6.2.1Feature G oup A (FGA) (Cont'd)

(B) Optiona

Features (Cont'd)

(2)

(3)

Transport Termination Optional Features

(a) Two-way operation with dial pulse address signaling
and | oop start supervisory signaling

(b) Two-way operation with dial pulse address signaling
and ground start supervisory signaling

(c) Two-way operation with dual tone nultifrequency
address signaling and | cop start supervisory
signaling

(d) Two-way operation with dual tone nultifrequency
address signaling and ground start supervisory
signaling

(e) Terminating operation with dial pulse address
signaling and | ocop start supervisory signaling

(f) Termnating operation with dial pulse address
signaling and ground start supervisory signaling

(g) Terminating operation with dual tone multifrequency
address signaling and | cop start supervisory
signaling

(h) Term nating operation with dual tone multifrequency
address signaling and ground start supervisory
signaling

(i) Oiginating operation with |oop start supervisory
signaling

(j) Oiginating operation with ground start supervisory
signaling

Local Transport Optional Features

(a) Supervisory Signaling (as set forth in 6.1.2(A)
(7)(a) preceding)

(b) Custoner Specified Entry Switch Receive Leve
forth in 6.1.2(A)(7)(b) preceding)

(c) Custoner Specification of Local Transport Term nation
(as set forth in 6.1.2(A)(7)(c) preceding)

(as set
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6. Switched Access Service (Cont'd)

6.2 Provision and Description of Sw tched Access Service Feature G oups
(Cont "' d)

6.2.1Feature G oup A (FGA) (Cont'd)

(B) Optional Features (Cont'd)

(4) Certain other features which may be available in
connection with Feature Group A are provided under the
Tel ephone Conpany's |l ocal and/or general exchange service
tariffs. These are:

(a) Speed Calling

(b) Renote Call Forwarding
(c) Bill Nunber Screening
(d) IntralLATA extensions

(C© Transnission Specifications

FGA is provided with either Type B or Type C Transm ssion
Specifications. The specifications for the associ ated
paraneters are guaranteed to the first point of swtching. Type
C Transm ssion Specifications are provided with Interface G oup
1 and Type B is provided with Interface G oups 2 through 10.
Type DB Data Transmi ssion Paraneters are provided with FGA to
the first point of swtching.

(D) Testing Capabilities

FGA is provided, in the term nating direction where equi pnent
is available, with seven digit access to bal ance (100 type)
test line and milliwatt (102 type) test line. In addition to
the tests described in 6.1.5 preceding which are included with
the installation of service, and as ongoing routine testing,
Addi ti onal Cooperative Acceptance Testing and Additional Manual
Testing are available as set forth in 13.3.2 foll ow ng.
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6. Switched Access Service (Cont'd)

6.2 Provision and Description of Sw tched Access Service Feature G oups (Cont'd)

6.2. 2Feature Goup B (FGB)

(A) Description

(1)

(2)

(3)

(4)

FGB, when directly routed to an end office (i.e., provided
wi t hout the use of an access tandem switch), is provided
at appropriately equi pped Tel ephone Conpany el ectroni c end
of fice switches. Wen provided via Tel ephone Conpany

desi gnated el ectroni c access tandem sw tches, FGB
switching is provided at Tel ephone Conpany el ectroni c and
el ectromechani cal end office swtches.

FGB is provided as trunk side sw tching through the use of
end office or access tandem switch trunk equi pnent. The
switch trunk equipnent is provided with wink start start-
pul sing signals and answer and di sconnect supervisory
signal i ng.

FGB switching is provided with nmultifrequency address
signaling in both the originating and term nating
directions. Except for FG sw tching provided with the
automati ¢ number identification (ANI) or rotary dial
station signaling arrangements as set forth in 6.3
followi ng, any other address signaling in the originating
direction, if required by the custoner, nust be provided
by the customer's end user using inband tone signaling
techni ques. Such inband tone address signals will not be
regenerated by the Tel ephone Conpany and will be subject
to the ordinary transm ssion capabilities of the Local
Transport provi ded.

The access code for FGB switching is a uniform access
code. The formof the uniform access code i s 950- 0XXX or

950- 1XXX for carriers. One uniform access code will be
assigned to the custoner for the custoner's donestic
communi cations and another will be assigned to the
custoner for its international communications, if

requi red. These uniform access codes will be the assigned

access nunbers of all FGB switched access service provided
to the custoner by the Tel ephone Conpany.
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6. Switched Access Service (Cont'd)

6.2 Provision and Description of Sw tched Access Service Feature G oups

(Cont " d)

6.2. 2Feature Goup B (FGB) (Cont'd)

(A) Description (Cont'd)

(5)

FGB swi tching, when used in the term nating direc- tion, (T)
may be used to access valid NXXs in the LATA, tine or

weat her announcenent services of the Tel ephone Conpany,
comunity information services of an information service
provi der and ot her custoners' services (by dialing the
appropriate digits). Wen directly routed to an end
office, only those valid NXX codes served by that end

of fice may be accessed. Wien routed through an access
tandem only those valid NXX codes served by end offices
subt endi ng the access tandem nmay be accessed. The
custoner will also be billed addi tional non-access
charges for calls to certain comunity information
services for which rates are applicable under Tel ephone
Conpany exchange service tariffs, e.g., 976 (D AL-1T)

Net work Service. Additionally, non-access charges will
also be billed for calls froma FGB trunk to another
custoner's service in accordance with that customer's

appl i cabl e service rates when the Tel ephone Conpany
perforns the billing function for that customer. Calls in
the termnating direction will not be conpleted to

950- OXXX or 950- 1XXX access codes, |ocal operator

assi stance (0- and 0+), Directory Assistance (411 and
555-1212), service codes 611 and 911 or 101XXXX access
codes. Calls will be conpleted to Directory Assistance
(NPA-555 1212 or 555-1212) when FGB swi tching is conbi ned
with Directory Assistance switching. FGB may not be
switched, in the termnating direction, to Switched Access
Service Feature G oups B, C and D (O
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6. Switched Access Service (Cont'd)

6.2 Provision and Description of Sw tched Access Service Feature G oups
(Cont "' d)

6.2. 2Feature Goup B (FGB) (Cont'd)

(A) Description (Cont'd)

(6) The Tel ephone Conpany will establish a trunk group or
groups for the custoner at end office switches or access
tandem swi t ches where FGB switching is provided. Wen
required by technical limtations, a separate trunk group
wi Il be established for each type of FGB swi tching
arrangenment provided. Different types of FGB or other
swi tching arrange nents may be conbined in a single trunk
group at the option of the Tel ephone Conpany.

(7) Wen all FGB switching arrangenents are discon tinued at
an end office and/or in a LATA, an intercept announcenent
is provided. This arrange nent provides, for alimted
period of time, an announcenent that the service
associ ated with the nunber dialed has been di sconnect ed.

(B) Optional Features

(1) Common Switching Optional Features

(a) Automatic Nunber Identification (AN)

(b) Up to 7 Digit CQutpulsing of Access Digits to Custoner

(c) Hunt Group Arrangenent for Use w th Special
Access Service utilized in the provision of WATS or
WATS-type Services

(d) Uniform Call Distribution Arrangenent for Use with
Speci al Access Service utilized in the provision of
WATS-type Services

(e) Nonhunting Number for Use with Hunt G oup Arrangenent
or UniformCall Distribution Arrangenent for Use with
Speci al Access Service utilized in the provision of
WATS or WATS-type Services

(f) Band Advance Arrangenent for Use with Special Access
Service utilized in the provision of WATS or
WATS-type Services
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6. Switched Access Service (Cont'd)

6.2 Provision and Description of Sw tched Access Service Feature G oups
(Cont "' d)

6.2. 2Feature G oup B (FGB) (Cont'd)

(B) Optional Features (Cont'd)

(2) Transport Term nation Optional Features

(a) Rotary Dial Station Signaling

(3) Local Transport Optional Features

(a) Custoner Specification of Local Transport Term nation

(b) Supervisory Signaling (as set forth in 6.1.2(A)(2)(a)
pr ecedi ng)

(c) Custoner Specified Entry Switch Receive Level

(4) Another feature, Bill Nunber Screening, which may be
avail abl e in connection with FGB, is provided under the
Tel ephone Conpany's local and/or general exchange service
tariffs.

(© Transnission Specifications

FGB is provided with either Type B or Type C Transm ssion
Specifications. The specifications for the associ ated
paraneters are guaranteed to the end of fi ce when routed
directly or to the first point of switching when routed via an
access tandem Type C Transm ssion Specifications are provided
with Interface G oup 1 and Type B is provided with Interface
Groups 2 through 10. Type DB Data Transni ssion Paraneters are
provided with FGB to the first point of swtching.
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6. Switched Access Service (Cont'd)

6.2

Provi sion and Description of Sw tched Access Service Feature G oups

(Cont'

d)

6.2. 2Feature G oup B (FGB) (Cont'd)

(D

Testing Capabilities

FGB is provided, in the term nating direction where equi pnent
is available, with seven digit access to bal ance (100 type)
test line, milliwatt (102 type) test line, nonsynchronous or
synchronous test line, automatic transm ssion neasuring (105
type) test line, data transm ssion (107 type) test line, |oop
around test line, short circuit test line and open circuit test
line. In addition to the tests described in 6.1.5 preceding
which are included with the installation of service and as
ongoing routine testing. Additional Cooperative Acceptance
Testing, Additional Automatic Testing, and Additional Manual
Testing are available as set forth in 13.3.2 foll ow ng.

6.2.3Feature G oup C (FGO

(A

Descri ption

(1) FGCis provided at all Tel ephone Conpany end office
switches on a direct trunk basis or via Tel ephone Conpany
desi gnat ed access tandem sw tches. Feature Goup C
switching is furnished to providers of MIS and WATS.
Additionally, originating Feature Goup C switching is
available to all customers when used to provide the 500 or
900 NXX Access Service optional feature. Term nating
Feature Group C switching is available to all custoners
who are not MIS and WATS providers only when such
term nating access is for purposes of testing Feature
Goup Cfacilities provided in conjunction with the 500 or
900 NXX Access Service optional feature.
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ACCESS SERVI CE

6. Switched Access Service (Cont'd)

6.2 Provision and Description of Sw tched Access Service Feature G oups

(Cont " d)

6.2.3Feature Goup C (FGO) (Cont'd)

(A) Description (Cont'd)

(2)

(3)

(4)

FGC is provided as trunk side sw tching through the use of
end office or access tandem switch trunk equi pnent. The
switch trunk equipnent is provided with answer and

di sconnect supervisory signaling. Wnk start

start-pul sing signals are provided in all offices where

available. In those offices where wink start
start-pul sing signals are not avail able, delay dial
start-pul sing signals will be provided, unless i mediate

dial pulse signaling is provided, in which case no
start-pul sing signals are provided.

FGC is provided with nultifrequency address signaling
except in certain electronechanical end office swtches
where nultifrequency signaling is not available. |In such
switches, the address signaling will be dial pulse,
revertive pul se, inmmediate dial pulse or panel call

i ndi cator signaling, whichever is available. Up to 12
digits of the called party nunber dialed by the custoner's
end user using dual tone nultifrequency or dial pulse
address signals will be provided by Tel ephone Conpany

equi prent to the custoner's prenmi ses where the Swtched
Access Service termnates. Such called party nunber
signals will be subject to the ordinary transm ssion capa-
bilities of the Local Transport provided.

No access code is required for FGC switching. The

t el ephone nunber dialed by the custoner's end user shall
be a seven or ten digit nunber for calls in the North
Anerican Nunbering Plan (NANP). For international calls
outside the NANP, a seven to twelve digit nunber nmay be
dialed. The formof the nunbers dialed by the custoner's
end user is NXX-XXXX, 0 or 1 + NXX-XXXX, NPA + NXX- XXXX, O
or 1 + NPA + NXX-XXXX, and, when the end office is

equi pped for International Direct Distance Dialing (IDDD),
01 + CC + NN or 011 + CC + NN.
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ACCESS SERVI CE

6. Switched Access Service (Cont'd)

6.2 Provision and Description of Sw tched Access Service Feature G oups

(Cont " d)

6.2.3Feature Goup C (FGO) (Cont'd)

(A) Description (Cont'd)

(5)

FGC swi tching, when used in the term nating direction, may
be used to access valid NXXs in the LATA, tine or weather
announcenent services of the Tel ephone Conpany, community
informati on services of an information provider, and other
custonmers' services (by dialing the appropriate codes)
when the services can be reached using valid NXX codes.
VWhen directly routed to an end office, only those valid
NXX codes served by that office may be accessed. When
routed through an access tandem only those valid NXX
codes served by offices subtending the access tandem may
be accessed. Where neasurenent capabilities exist, the
customer will also be billed additional non-access charges
for calls to certain comunity information ser vices, for
whi ch rates are applicabl e under Tel ephone Conpany
exchange service tariffs, e.g., 976 (DI AL-I1T) Network
Services. Additionally, non- access charges will also be
billed for calls froma FGC trunk to another custoner's
service in accor dance with that custoner's applicable
service rates when the Tel ephone Conpany perforns the
billing function for that custoner. Calls in the
termnating direction will not be conpleted to 950-0XXX or
950- 1XXX access codes, |ocal operator assistance (0- and
0+), Directory Assistance (411 and 555 1212), service
codes 611 and 911 and 101XXXX access codes. Calls will be
conpleted to Directory Assistance (NPA-555-1212 or
555-1212) when FGC switching is conmbined with Directory
Assi stance switching. FGC may not be sw tched, in the
termnating direction, to Switched Access Service Feature
Groups B, C or D.
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ACCESS SERVI CE

6. Switched Access Service (Cont'd)

6.2 Provision and Description of Sw tched Access Service Feature G oups

(Cont " d)

6.2.3Feature Goup C (FGO) (Cont'd)

(A) Description (Cont'd)

(6)

(7

(8)

The Tel ephone Conpany will establish a trunk group or
groups for the custoner at end office switches or access
tandem swi t ches where FGC switching is provided. Wen
required by technical limtations, a separate trunk group
wi Il be established for each type of FGC swi tching
arrangenment provided. Different types of FGC or other
switching arrangenents nmay be conmbined in a single trunk
group at the option of the Tel ephone Conpany.

Unl ess prohibited by technical limtations the providers
of MIS and WATS may, at their option, combine 500, 8XX and
900 Access Service traffic in the sane trunk group
arrangenment with their non-500, non-8XX and non-900 Access
Service traffic. Wen required by technical

consi derations, or when provided to a custoner other than
the provider of MIS and WATS, or at the request of the
customer (i.e., provider of MIS and WATS), a separate
trunk group will be established for 500, 8XX and 900
Access Service traffic.

FGC switching is provided with nmultifrequency address
signaling or out of band SS7 signaling where technically
feasible. Wth nmultifrequency address signaling and SS7
signaling, up to 12 digits of the called party nunber

di al ed by the custoner's end user using dual tone

mul ti frequency or dial pulse address signals will be

provi ded by Tel ephone Conpany equi pnent to the custoner's
preni ses where the Switched Access Service term nates.
Such address signals will be subject to the ordinary
transm ssion capabilities of the Local Transport provided.
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ACCESS SERVI CE

6. Switched Access Service (Cont'd)

6.2 Provision and Description of Sw tched Access Service Feature G oups
(Cont "' d)

6.2.3Feature Goup C (FGO) (Cont'd)

(A) Description (Cont'd)

(9) Operator Transfer Service nay be provided with FGC
Swi t ched Access Service at Tel ephone Conpany desi gnated
Operator Services |ocations.

The Tel ephone Conpany will provide Operator Transfer
Service for calls originating fromtel ephone nunbers
associ ated wi th exchange service lines in end offices
subt endi ng the COperator Services |location. Operator
Transfer Service is provided as set forth in 6.3.3
fol | ow ng.
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ACCESS SERVI CE

6. Switched Access Service (Cont'd)

6.2 Provision and Description of Sw tched Access Service Feature G oups
(Cont "' d)

6.2.3Feature Goup C (FGO) (Cont'd)

(B) Optional Features

(1) Common Switching Optional Features

(a) Automatic Nunber Identification (AN)

(b) Service Cass Routing

(c) Dial Pulse Address Signaling

(e) Delay Dial Start-Pulsing Signaling

(f) Imediate Dial Pulse Address Signaling

(h) Alternate Traffic Routing

(i) Trunk Access Limtation

(j) End Ofice End User Line Service Screening for Use

with Special Access Service utilized in the provision
of WATS or WATS-type Services

(k) Hunt Group Arrangenent for Use with Special Access
Service utilized in the provision of WATS or
WATS-type Services

(I') UniformcCall Distribution Arrangenent for Use with
Speci al Access Service utilized in the provision of
WATS or WATS-type Services

(m  Nonhunting Number for Use with Hunt G oup Arrangenent
or UniformCall Distribution Arrangenent for Use with
Speci al Access Service utilized in the provision of
WATS or WATS-type Services

(n) Band Advance Arrangenent for Use with Special Access
Service utilized in the provision of WATS or
WATS-type Services

(2) Transport Term nation Optional Features

(a) Operator Trunks - i.e., Coin, Non-Coin and Conbi ned
Coin and Non-Coin. (Non-Coin Trunks are provided at
Tel ephone Conpany el ectronic and el ectronmechani cal
end of fices. Coin and Conbined Coin and Non-Coin are
provided only at Tel ephone Conpany el ectronic end
of fi ces and ot her Tel ephone Conpany end offices where
equi prent is available.)
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ACCESS SERVI CE

6. Switched Access Service (Cont'd)

6.2 Provision and Description of Sw tched Access Service Feature G oups
(Cont "' d)
6.2.3Feature Goup C (FGO) (Cont'd)
(B) Optional Features (Cont'd)
(3) Local Transport Optional Features

(a) Supervisory Signaling (as set forth in 6.1.2(A)(2)(a)
pr ecedi ng)

(b) Signaling System 7 (SS7)
The SS7 optional feature allows the custoner to
receive signals for out of band call set up and is
available with Feature Group C. This option requires
t he establishnent of a signaling connection between
the custoner's designated premn ses/ SPO and a
Si gnal i ng Transfer Point (STP).
SS7 is provided in both the originating and
term nating direction on FGC and each signaling
connection is provisioned for two way SS7 signaling
i nformation.
The SS7 optional feature is only avail able where
designated in National Exchange Carrier Association,
Inc. Tariff F.C.C. No. 4 to providers of MIS and WATS
for all traffic and to all other custoners for
originating calls to 8XX nunbers.

(c) Miltifrequency Address Signaling

(d) Calling Party Nunber (CPN)

(e) Charge Nunber Paraneter (CNP)
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ACCESS SERVI CE

6. Switched Access Service (Cont'd)

6.2 Provision and Description of Sw tched Access Service Feature G oups
(Cont "' d)

6.2.3Feature Goup C (FGO) (Cont'd)
(B) Optional Features (Cont'd)
(4) Chargeabl e Optional Features

(a) 8XX Data Base Access Service (as set forth in 6.3.3
foll ow ng).

(b) 500 and 900 NXX Access Service (as set forth in 6.3.3
foll ow ng).

(c) Common Channel Signaling/Signaling System?7
(CCS/ SS7) Network Connection Service (CCSNO)

The CCSNC Optional Feature is provided as set forth
in 6.3.3(C follow ng.

(d) Operator Transfer Service Optional Feature is
provided as set forth in 6.3.3 follow ng.

(© Transnission Specifications

FGC is provided with either Type B or Type C Transm ssion
Specifications as foll ows:

- VWhen routed directly to the end office either Type B or
Type C is provided.

- VWhen routed to an access tandemonly Type B is provided.

- Type B or Type Cis provided on the transm ssion path from
the access tandemto the end office.

Type C Transmi ssion Specifications are provided with Interface
Group 1 when routed directly to an end office. Type Bis
provided with Interface G oups 2 through 10, whether routed
directly to an end office or to an access tandem

Type DB Data Transmni ssion Paraneters are provided with FGC for
the transm ssion path between the custoner's prem ses and the
end office when directly routed to the end office, and Type DB
Data Transmi ssion Paraneters are provided for the transm ssion
path between the customer's premi ses and the access tandem and
bet ween the access tandem and the end office when routed via an
access tandem
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ACCESS SERVI CE

6. Switched Access Service (Cont'd)

6.2 Provision and Description of Sw tched Access Service Feature G oups

(Cont " d)

6.2.3Feature Goup C (FGO) (Cont'd)

(D) Testing Capabilities

FGC is provided, in the term nating direction where equi pnent
is available, with seven digit access to bal ance (100 type)

t est

line, mlliwatt (102 type) test line, nonsynchronous or

synchronous test line, automatic transm ssion neasuring (105
type) test line, data transm ssion (107 type) test line, |oop
around test line, short circuit test line and open circuit test

l'ine.

In addition to the tests described in 6.1.5 preceding

which are included with the installation of service and as
ongoi ng routine testing, Additional Cooperative Acceptance
Testing, Additional Automatic Testing, and Additional Manual
Testing are available as set forth in 13.3.2 foll ow ng.

6.2.4Feature G oup D (FQD)

(A) Description

(1)

(2)

(3)

FGD is provided at Tel ephone Conpany designated el ectronic
end of fice switches whether routed directly or via

Tel ephone Conpany desi gnated el ectroni c access tandem

swi t ches.

FGD is provided as trunk side sw tching through the use of
end office or access tandem switch trunk equi pnent. The
switch trunk equipnent is provided with wink start
start-pul sing signals and answer and di sconnect

supervi sory signaling.

FG switching is provided with nmultifrequency address
signaling or out of band SS7 signaling. Wth nulti-
frequency address signaling and SS7 signaling, up to 12
digits of the called party nunber dialed by the custoner's
end user using dual tone nultifrequency or dial pulse
address signals will be provided by Tel ephone Conpany

equi pmrent to the custoner's prenmi ses where the Sw tched
Access Service termnates. Such address signals will be
subject to the ordinary transmi ssion capabilities of the
Local Transport provided.
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ACCESS SERVI CE

6. Switched Access Service (Cont'd)

6.2 Provision and Description of Sw tched Access Service Feature G oups

(Cont " d)

6.2.4Feature Goup D (FGA) (Cont'd)

(A) Description (Cont'd)

(4)

FGD swi tching, when used in the term nating direction, may
be used to access valid NXXs in the LATA, tine or weather
announcenent services of the Tel ephone Conpany, community
informati on services of an information service provider,
and ot her custoners' services (by dialing the appropriate
codes) when such services can be reached using valid NXX
codes. When directly routed to an end office, only those
valid NXX codes served by that office may be accessed.
When routed through an access tandem only those valid NXX
codes served by end offices subtending the access tandem
may be accessed. The custoner will also be billed

addi tional non-access charges for calls to certain
comunity information services, for which rates are

appl i cabl e under Tel ephone Conpany exchange service
tariffs, e.g., 976 (D AL-1T) Network Service.

Addi tionally, non-access charges will also be billed for
calls froma FGD trunk to another custoner's service in
accordance with that custoner's applicable service rates
when the Tel ephone Conpany perforns the billing function
for that custoner. Calls in the termnating direction

wi Il not be conpleted to 950- 0OXXX or 950- 1XXX access
codes, |l ocal operator assistance (0- and 0+), Directory
Assi stance (411 and 555-1212), service codes 611 and 911
and 101XXXX access codes. Calls will be conpleted to
Directory Assistance (NPA-555-1212 or 555-1212) when FGD
switching is combined with Directory Assistance switching.
FGD may not be switched, in the termnating direction, to
Swi t ched Access Service Feature Groups B, C or D
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ACCESS SERVI CE

6. Switched Access Service (Cont'd)

6.2 Provision and Description of Sw tched Access Service Feature G oups

(Cont " d)

6.2.4Feature Goup D (FGA) (Cont'd)

(A) Description (Cont'd)

(5)

(6)

The Tel ephone Conpany will establish a trunk group or
groups for the custoner at end office switches or access
tandem swi t ches where FGD switching is provided. Wen
required by technical limtations, a separate trunk group
wi Il be established for each type of FG swi tching
arrangement provided. Different types of FGD or other
switching arrangenents may be conmbined in a single trunk
group at the option of the Tel ephone Conpany.

The access code for FG switching is a uniformaccess code

of the form 101XXXX. A single access code will be the (O
assi gned nunmber of all FGD access provided to the custoner

by the Tel ephone Conpany. No access code is required for

calls to a customer over FCD Switched Access Service if

the end user's tel ephone exchange service is arranged for
presubscription to that custoner, as set forth in 13.5.2

fol | ow ng.

VWhere no access code is required, the nunber dialed by the
custonmer's end user shall be a seven or ten digit nunber
for calls in the North Anerican Nunbering Plan (NANP).

For international calls outside the NANP, a seven to
twelve digit number may be dialed. The formof the
nunbers di al ed by the customer’'s end user is NXX-XXXX, O
or 1 + NXX-XXXX, NPA + NXX-XXXX, 0 or 1 + NPA + NXX- XXXX,
and, when the end office is equipped for International
Direct Distance Dialing (IDDD), 01 + CC + NN or 011 + CC +
NN
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ACCESS SERVI CE

6. Switched Access Service (Cont'd)
6.2 Provision and Description of Sw tched Access Service Feature G oups

(Cont " d)

6.2.4Feature Goup D (FGA) (Cont'd)

(A) Description (Cont'd)
(6) (Cont'd)

(7

(8)

(9)

VWhen the 101XXXX access code is used, FGD switching also
provides for dialing the digit O for access to the
customer's operator, 911 for access to the Tel ephone
Conpany' s emergency reporting service, or the
end-of-dialing digit (#) for cut-through access to the
custoner's prem ses.

FGD switching will be arranged to accept calls from

t el ephone exchange service |ocations wthout the need for
di al ing 101XXXX uni form access code. Each tel ephone
exchange service line may be marked with a code to
identify which 101XXXX code its calls will be directed to
for interLATA service.

Unl ess prohibited by technical limtations, the custonmer's
500, 8XX and 900 NXX Access Service traffic may, at the
option of the custoner, be combined in the same trunk
group arrangenent with the custoner's non-500, non-8XX and
non- 900 Access Service traffic. Wen required by
technical limtations, or at the request of the custoner,
a separate trunk group will be established for 500, 8XX
and 900 Access Service traffic.

Wien a custonmer has had FGB access in an end office and
subsequently replaces the FGB access with FG access, at
the mutual agreenent of the customer and the Tel ephone
Conpany, the Tel ephone Conpany will direct calls dialed by
the custoner's end users using the custoner's previous FGB
access code to the custoner's FGD access service. The
customer nust be prepared to handle nornally dialed FGD
calls, as well as calls dialed with the FGB access code
which requires the custonmer to receive additional address
signaling fromthe end user. Such calls will be rated as
FGD. The Tel ephone Conpany may, with 90 days' witten
notice to the custoner, discontinue this arrangenent.
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ACCESS SERVI CE

6. Switched Access Service (Cont'd)
6.2 Provision and Description of Sw tched Access Service Feature G oups
(Cont ' d)
6.2.4Feature Goup D (FGA) (Cont'd)
(A) Description (Cont'd)

(10) Operator Transfer Service (forwarding of 0- calls) may
be provided with FG Sw tched Access Service at
Tel ephone Conpany desi gnated Operator Services
| ocati ons.

The Tel ephone Conpany will provide Operator Transfer
Service for calls originating fromtel ephone nunbers
associ ated with exchange service lines in end offices
subt endi ng the Cperator Services |location. Operator
Transfer Service is provided as set forth in 6.3.3
fol | ow ng.
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ACCESS SERVI CE

6. Switched Access Service (Cont'd)

6.2 Provision and Description of Sw tched Access Service Feature G oups

(Cont " d)

6.2.4Feature Goup D (FGA) (Cont'd)

(B) Optional Features
(1) Common Switching Optional Features
(a) Automatic Nunber Identification (AN)
- Flexible ANI
(b) Service Cass Routing
(c) Alternate Traffic Routing
(d) Call Gapping Arrangenent
(e) Trunk Access Limtation
(f) International Carrier Option
(g) End Ofice End User Line Service Screening for Use
with Special Access Service utilized in the provision
of WATS or WATS-type Services
(h) Hunt Group Arrangenent for Use with Special Access
Service utilized in the provision of WATS or
WATS-type Services
(i) UniformCall Distribution Arrangenent for Use with
Speci al Access Service utilized in the provision of
WATS or WATS-type Services
(j) Nonhunting Number for Use with Hunt G oup Arrangenent
or Uniform Call Distribution Arrangenent for use with
Speci al Access Service utilized in the provision of
WATS or WATS-type Services
(k) Band Advance Arrangenent for Use with Special Access
Service utilized in the provision of WATS or
WATS-type Services
(1) Delay Dial Start-Pulsing Signaling
(m Digital Switched 56 Service
(2) Transport Term nation Optional Features
(a) Operator Trunk, Full Feature Arrangenent
| ssued: WNMarch 31, 1998 Effective: April 15, 1998
Presi dent
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6. Switched Access Service (Cont'd)

6.2 Provision and Description of Sw tched Access Service Feature G oups
(Cont "' d)

6.2.4Feature Goup D (FGA) (Cont'd)
(B) Optional Features (Cont'd)
(3) Local Transport Optional Features

(a) Supervisory Signaling (as set forth in 6.1.2(A)(2)(a)
pr ecedi ng)

(b) Signaling System 7 (SS7)

The SS7 optional feature allows the custoner to send
and receive signals for out of band call set up and
is available with Feature Group D. This option
requi res the establishnent of a signaling connection
bet ween the custoner's designated prem ses/Signaling
Point of Interface and a Tel ephone Conpany's

Si gnal i ng Transfer Point (STP).

SS7 is provided in both the originating and
term nating direction on FGD and each signaling
connection is provisioned for two-way SS7 signaling
i nformation.

(c) Miltifrequency Address Signaling

(d) Calling Party Nunber (CPN) Paraneter

(e) Charge Nunber Paraneter (CNP)

(f) Carrier Selection Paraneter (CSP)

(4) Chargeabl e Optional Features

(a) 8XX Data Base Access Service (as set forth in 6.3.3
foll ow ng).

(b) 500 and 900 NXX Access Service (as set forth in 6.3.3
foll ow ng).

(c) Common Channel Signaling/Signaling System?7
(CCS/ SS7) Network Connection Service (CCSNO)

The CCSNC Optional Feature is provided as set forth
in 6.3.3(C follow ng.
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ACCESS SERVI CE

6. Switched Access Service (Cont'd)

6.2 Provision and Description of Sw tched Access Service Feature G oups

(Cont "' d)
6.2.4Feature Goup D (FA) (Cont'd)

(B) Optional Features (Cont'd)

(4) Chargeable Optional Features (Cont'd)

(d) dC and OZZ Signaling Information (COSl)

Page 246

The COSl optional feature is provided as set forth in

6.3.3(D) follow ng.

(e) Operator Transfer Service

The COperator Transfer Services Optional Feature is

provided as set forth in 6.3.3(E) follow ng.

(f) dear Channel Capability (CCQO

The CCC optional feature is provided as set forth in

6.3.3(F) follow ng.

(x) Issued on not less than 1 days notice under Special Perm ssion No. 96-798.
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6. Switched Access Service (Cont'd)

6.2

Provi sion and Description of Sw tched Access Service Feature G oups (Cont'd)

6.2.4Feature Goup D (FGA) (Cont'd)

(9

(D

Transm ssi on Specifications

FG is provided with either Type A, Type B or Type C
Transm ssion Specifications as foll ows:

- VWhen routed directly to the end office either Type B or C
is provided.

- When routed to an access tandemonly Type A is provided.

- Type A is provided on the transm ssion path fromthe
access tandemto the end office.

Type C Transmi ssion Specifications are provided with Interface
Goup 1. Type A and Type B Transm ssion Specifications are
provided with Interface G oups 2 through 10.

Type DA Data Transmi ssion Paraneters are provided for the
transm ssion path between the custoner's prem ses and the
access tandem and between the access tandem and the end office
when routed via an access tandem Type DB Data Transm ssion
Paraneters are provided with FGD for the transm ssion path
between the custoner's prenises and the end of fice when
directly routed to the end office.

Testing Capabilities

FGD is provided, in the term nating direction where equi pnent
is available, with seven digit access to bal ance (100 type)
test line, milliwatt (102 type) test line, nonsynchronous or
synchronous test line, automatic transm ssion neasuring (105
type) test line, data transm ssion (107 type) test line, |oop
around test line, short circuit test line and open circuit test
line. 1In addition to the tests described in 6.1.5 preceding
which are included with the installation of service, and as
ongoi ng routine testing, Additional Cooperative Acceptance
Testing, Additional Automatic Testing, and Additional Manual
Testing, are available as set forth in 13.3.2 foll ow ng.
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6. Switched Access Service (Cont'd)

6.2 Provision and Description of Sw tched Access Service Feature G oups (Cont'd)

6.2.4Feature Goup D (FGA) (Cont'd)

(D) Testing Capabilities (Cont'd)

VWhen SS7 Signaling is ordered, network conpatibility and ot her
testing will be perfornmed cooperatively by the Tel ephone
conpany and the custoner as specified in Technical References
TR- TSV 000905.
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6. Switched Access Service (Cont'd)

6.3

Char geabl e and Nonchar geabl e Opti onal Features

Fol | owi ng are descriptions of the various optional features that are available
inlieu of, or in addition to, the standard features provided with the Feature
Groups. They are provided as either Conmon Switching, Transport Term nation,
500 and 900 NXX Access Service and 8XX Data Base Access Service options or
Operator Transfer Service option.

6. 3. 1Common Swi t chi ng Nonchar geabl e Opti onal Features

(A) Call Denial on Line or Hunt G oup

This option allows for the screening of term nating FGA calls.
There are two screening arrangenents available with this
option as follows: 1) linmting termnating calls for
conpletion to only 411 or 555-1212 whichever is available, 611,
911, 8XX and a Tel ephone Conpany specified set of NXXs within
t he Tel ephone Conpany | ocal exchange calling area of the dial
tone office in which the arrangement is provided or, 2)
limting termnating calls to conpletion to only the NXXs
associated with all end offices in the LATA, i.e., the call
cannot be further switched or routed out of the LATA nor will
calls be conpleted to 411 or 555-1212 whi chever is avail able,
611, 911, or 8XX. All other calls are routed to a reorder tone
or recorded announcenent. Arrangenent 1 is provided in all

Tel ephone Conpany el ectronic end offices and, where avail abl e,
in electronechanical end offices. Arrangenent 2 is provided
where available. This feature is available with Feature G oup
A

(B) Service Code Denial on Line or Hunt G oup

This option allows for the screening of term nating calls

wi thin the LATA, and for disallow ng conpletion of calls to 0-,
555 and N11 (e.g., 411, 611, and 911). This feature is

provi ded where available in all Tel ephone Conpany el ectronic
end of fices and el ectronmechanical end offices. It is available
with Feature Group A
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6. Switched Access Service (Cont'd)

6.3

Char geabl e and Nonchargeabl e Optional Features (Cont'd)

6. 3. 1Common Swi t chi ng Nonchar geabl e Optional Features (Cont'd)

(9

(D

(B

Hunt G oup Arrangenent

This option provides the ability to sequentially access one of
two or nore |line side connections in the originating direction,
when the access code of the line group is dialed. This feature
is provided in all Tel ephone Conpany end offices. It is
available with Feature Group A. Al Feature Group A access
services in the same hunt group nust provide off-hook
supervisory signalling fromthe sane point in tinme in the cal
sequence i.e., all off-hook supervisory signals nmust either be
provi ded by the custoner's equi pnent before the called party
answers or all nust be forwarded by the custoner's equipnent
when the called party answers.

Uniform Call Distribution Arrangenent

This option provides a type of nultiline hunting arrangenent

whi ch provides for an even distribution of calls anong the
available lines in a hunt group. Where available, this feature
is provided in Tel ephone Conpany el ectronic end offices only.

It is available with Feature G oup A

Nonhunti ng Nunmber for Use with Hunt Group or Uniform Cal
Di stribution Arrangenent

This option provides an arrangenent for an individual line
within a multiline hunt or uniformcall distribution group that
provi des access to that line within the hunt or uniform cal

di stribution group when it is idle or provides busy tone when
it is busy, when the nonhunting nunber is dialed. Were
available, this feature is provided in Tel ephone Conpany
electronic end offices only. It is available with Feature

G oup A
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6. Switched Access Service(Cont'd)

6.3 Chargeabl e and Nonchargeabl e Optional Features (Cont'd)

6. 3. 1Common Swi t chi ng Nonchar geabl e Optional Features (Cont'd)

(F) Automatic Nunber Identification (AN)

This option provides the automatic transm ssion of a seven or
ten digit nunber and information digits to the custoner
designated prenmises for calls originating in the LATA, to
identify the calling station. The ANl feature is an end office
software function which is associated on a call-by-call basis
with (1) all individual transm ssion paths in a trunk group
routed directly between an end office and a customer desi gnated
prenises or, where technically feasible, with (2) all

i ndi vidual transm ssion paths in a trunk group between an end
of fice and an access tandem and a trunk group between an
access tandem and a custoner designated premn ses.

The seven digit AN tel ephone nunber is available with Feature
Goups Band C. Wth these Feature G oups, technical
limtations may exist in Tel ephone Conpany switching facilities
which require ANl to be provided only on a directly trunked
basis. AN wll be transmtted on all calls except those
originating fromnultiparty lines, coin stations and coinl ess
pay tel ephones using Feature Group B, or when an ANl failure
has occurred. Seven digit ANl is not available with SS7

Si gnal i ng.

The ten digit AN tel ephone nunber is only available with
Feature Group D. The ten digit AN tel ephone nunber consists
of the Nunbering Plan Area (NPA) plus the seven digit AN

t el ephone nunber. The ten digit AN tel ephone nunber will be
transmtted on all calls except those identified as nultiparty
line or ANI failure, in which case only the NPA will be
transmtted (in addition to the information digit described
below). Ten digit ANl is provided with multifrequency address
signaling or SS7 signaling.
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6. Switched Access Service (Cont'd)

6.3 Chargeabl e and Nonchargeabl e Optional Features (Cont'd)

6. 3. 1Common Swi t chi ng Nonchar geabl e Optional Features (Cont'd)

(F) Automatic Nunmber Identification (ANI) (Cont'd)

Wth Feature Group C, at the option of the custoner, AN nmmy be
ordered fromend offices where Tel ephone Conpany recording for
end user billing is not provided. Additionally, AN is
provided fromend of fices where nessage detail recording is not
requi red by the Tel ephone Conpany; as with 8XX service. AN is
not provided fromend offices where the Tel ephone Conpany
forwards ANl to its recordi ng equi pnent.

VWhere ANl cannot be provided, e.g., on calls from4 and 8 party
services, information digits will be provided to the customer.

The information digits identify: (1) tel ephone nunber is the
station billing nunber - no special treatnment required, (2)

nmul ti party line - tel ephone nunber is a 4- or 8-party line and
cannot be identified - nunber nust be obtained via an operator
or in sone other manner, (3) ANl failure has occurred in the
end office switch which prevents identification of calling

t el ephone nunber - nust be obtained by operator or in sone

ot her manner, (4) hotel/notel originated call which requires
room nunber identification, (5) coinless station, hospital
inmate, etc. call which requires special screening or handling
by the custoner, and (6) call is an Automatic ldentified
Qutward Dialed (AIOD) call from custoner pren ses equipnent
The ANl tel ephone nunber is the listed tel ephone nunber of the
customer and is not the tel ephone nunber of the calling party.
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6. Switched Access Service (Cont'd)

6.3 Chargeabl e and Nonchargeabl e Optional Features (Cont'd)

6. 3. 1Common Swi t chi ng Nonchar geabl e Optional Features (Cont'd)

(F) Automatic Nunmber Identification (ANI) (Cont'd)

These ANl information digits are available with Feature G oups
B, C, and D.

Addi tional ANl information digits are available with Feature
Goup D only. They include:

1) InterLATA restricted - tel ephone nunber is identified
l'ine

2) InterLATA restricted - hotel/notel line

3) InterLATA restricted - coinless, hospital, inmate, etc.,
l'ine

These information digits will be transmtted as agreed to by

t he custoner and the Tel ephone Conpany.

ANl information digits (ANIii) are the two digits that precede
the seven- or ten-digit tel ephone nunber on the ANl record.

ANl information digits informthe custonmer of the calling
party’s class of service for billing, routing and speci al

handl i ng purposes. Flexible ANl is a network enhancenent that
allows the Conpany to install new ANl information digits with a
software update. The two-digit ANIii pair assignnents are nmade
by the North Anerican Nunbering Plan Admi nistrator at Bellcore
and are delineated in Technical Reference TR-NPL-000258.

Flexible ANl is available with ANl Optional Feature on FGD when
t he custoner has new or existing FGD ANl trunk groups in

sui tably equi pped Conpany end offices. Flexible ANl is
available with Feature Group D only.

Fl exi ble ANl may be ordered coincident with the installation of
associated trunk activity or subsequent (e.g., w thout)
associated trunk activity. This option is provided on a
Carrier ldentification Code (CIC) basis per end office. Once
the Flexible ANl option is activated per CIC code in an end
office, all new or existing FG trunk groups equi pped with AN
wi Il be capable of handling the new ANlii pairs installed via
the Flexible ANl software.
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6. Switched Access Service (Cont'd)

6.3

Char geabl e and Nonchargeabl e Optional Features (Cont'd)

6. 3. 1Common Swi t chi ng Nonchar geabl e Optional Features (Cont'd)

(F)

(9

Aut omati c Nunber ldentification (ANI) (Cont'd)

Payphone lines will be assessed a nonthly nonrecurring charge
to recover the cost incurred by the Tel ephone Conpany to
upgrade the Flex ANl feature to transmt payphone specific
coding digits. This nonthly nonrecurring charge, as set forth
in 13.5.12 followi ng, is assessed on a per payphone |line, per
nonth basis and will be recovered over a period of 12 nonths
begi nning January 1, 1999, and endi ng Decenber 31, 1999. The
Tel ephone Conpany will bill the monthly nonrecurring charge in
advance under the provisions set forth in 2.4.1(B)(1)

pr ecedi ng.

Up to 7 Digit Qutpulsing of Access Digits to Custoner

This option provides for the end office capability of providing
up to 7 digits of the uniform access code (950-10XX) to the
customer designated prem ses. The custoner can request that
only some of the digits in the access code be forwarded. The
access code digits would be provided to the custonmer designated
prenmi ses using nmultifrequency signaling, and transm ssion of
the digits would precede the forwarding of ANl if that feature
were provided. It is available with Feature G oup B.
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6. Switched Access Service (Cont'd)

6.3 Chargeabl e and Nonchargeabl e Optional Features (Cont'd)

6. 3. 1Common Swi t chi ng Nonchar geabl e Optional Features (Cont'd)

(1) Delay Dial Start-Pulsing Signaling

This option provides a nethod of indicating to the near end
trunk circuit readi ness to accept address signaling information
by the far end trunk circuit. Delay dial is often referred to
as an off-hook, on-hook signaling sequence. The delay dial
signal is the off-hook interval and the start-pulsing signal is
the on-hook interval. Wth integrity check, the calling office
will not outpulse until a delay dial (off-hook) signal followed
by a start-pul sing (on-hook) signal has been identified at the
calling office. This option is available with Feature Goup C
and Feature Group D

(J) Immediate Dial Pulse Address Signaling

This option provides for the forwarding of dial pulses fromthe
Tel ephone Conpany end office to the customer without the need
of a start-pulsing signal fromthe customer. It is available
with Feature Group C

(K) Dial Pulse Address Signaling

This trunk side option provides for the transm ssion of nunber
information, e.g., called nunber, between the end office

swi tching system and the custoner designated prem ses (in
either direction) by neans of direct current pulses. It is
available with Feature Goup C
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6. Switched Access Service (Cont'd)

6.3 Chargeabl e and Nonchargeabl e Optional Features (Cont'd)

6. 3. 1Common Swi t chi ng Nonchar geabl e Optional Features (Cont'd)

(M Service Cass Routing

This option provides the capability of directing originating
traffic froman end office to a trunk group to a custoner

desi gnated preni ses, based on the line class of service (e.qg.
coin, nultiparty or hotel/nmotel), service prefix indicator
(e.g., 0-, 0+, 01+ or 011+) or service access code (e.g., 800
or 900). It is provided in suitably equi pped end office or
access tandem swi tches and is available with Feature Groups C
and D.

(N) Alternate Traffic Routing

VWhen the custoner orders both Direct-Trunked Transport and
Tandem Swi t ched Transport at the sane end office, this option
provides the capability of directing originating traffic from
an end office (or appropriately equi pped access tandem to a
trunk group (the "high usage" group) to a customer designated
premises until that group is fully |oaded, and then delivering
additional originating traffic (the "overflowi ng" traffic) from
the same end office or access tandemto a different trunk group
(the "final" group) to a second custoner designated preni ses.
The custoner shall specify the last trunk CCS desired for the
hi gh usage group. It is provided in suitably equi pped end
office or access tandem switches and is available with Feature
Groups C and D.

(O Trunk Access Limtation

This option provides for the routing of originating 500 and 900
NXX service calls to a specified nunmber of transm ssion paths
in atrunk group, in order to limt (choke) the conpletion of
such traffic to the customer. Calls to the designated service
whi ch coul d not be conpl eted over the subset of transm ssion
paths in the trunk group, i.e., the choked calls, would be
routed to reorder tone. It is provided in all Tel ephone
Conpany el ectronic end offices and where available in

el ectromechani cal end offices. It is available with Feature
Groups C and D.
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6. Switched Access Service (Cont'd)

6.3 Chargeabl e and Nonchargeabl e Optional Features (Cont'd)

6. 3. 1Common Swi t chi ng Nonchar geabl e Optional Features (Cont'd)

(P)

(Q

Cal |l Gapping Arrangenent

This option, provided in suitably equi pped end office sw tches,
provides for the routing of originating calls to 500 or 900
service to be switched in the end office to all transm ssion
paths in a trunk group at a prescribed rate of flow, e.g., one
call every five seconds, in order to limt (choke) the

conpl etion of such traffic to the custoner. Calls to the

desi gnat ed service which are denied access by this feature,
i.e., the choked calls, would be routed to a no-circuit
announcenent. It is provided in selected Feature G oup D

equi pped end offices and is available only with Feature G oup
D.

International Carrier Option

This option allows for Feature Group D end offices or access
tandem swi t ches equi pped for International Direct D stance
Dialing to be arranged to forward the international calls of
one or nore international carriers to the customer (i.e., the
Tel ephone Conpany is able to route originating international
calls to a custonmer other than the one designated by the end
user either through presubscription or 101XXXX dialing). This
arrangement requires provision of witten verification to the
Tel ephone Conpany that the custonmer is authorized to forward
such calls. The witten verification nust be in the formof a
| etter of agency authorizing the custoner to order the option
on behalf of the international carrier. This option is only
provi ded at Tel ephone Conpany end offices or access tandens
equi pped for International Direct Distance Dialing. It is
available with Feature G oup D
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6. Switched Access Service (Cont'd)

6.3 Chargeabl e and Nonchargeabl e Optional Features (Cont'd)

6. 3. 1Common Swi t chi ng Nonchar geabl e Optional Features (Cont'd)

(R) Band Advance Arrangenent for Use with Special Access Service
Utilized in the Provision of WATS or WATS- Type Services

This option, which is provided in association with two or nore
Speci al Access Service groups, provides for the automatic
overflow of termnating calls to a second Special Access
Service group, when the first group has exceeded its call
capacity. This option is available with Feature Goups A B, C
and D.

(S) End Ofice End User Line Service Screening for Use with
Special Access Service Uilized in the Provision of WATS or
WATS- Type Services

This option provides the ability to verify that an end user has
dialed a called party address (by screening the called NPA

and/ or NXX on the basis of geographical bands selected by the
Tel ephone Conpany) which is in accordance with that end user's
service agreenent with the customer, e.g., WATS. This option
is provided in all Tel ephone Conpany el ectronic end offices
and, where available, in electronechanical end offices which
are designated as WATS Serving Offices. It is available with
Feature Groups C and D.
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6. Switched Access Service (Cont'd)

6.3

Char geabl e and Nonchargeabl e Optional Features (Cont'd)

6. 3. 1Common Swi t chi ng Nonchar geabl e Optional Features (Cont'd)

(T

(Y

Hunt Group Arrangenent for Use with Special Access Service
Utilized in the Provision of WATS or WATS- Type Services

This option provides the ability to sequentially access one of
two or nore Special Access Services utilized in the provision
of WATS or WATS-type services (e.g., 8XX Service Special access
services) in the termnating direction, when the hunting nunber
of the Special Access Service group is forwarded fromthe
customer to the Tel ephone Conpany. This feature is provided in
al | Tel ephone Conpany desi gnated WATS Serving Offices. It is
avail able with Feature Groups A, B, C, and D

UniformCall Distribution Arrangenent for Use with Speci al
Access Service Uilized in the Provision of WATS or WATS- Type
Servi ces

This option provides a type of nultiline hunting arrangenent
whi ch provides for an even distribution of termnating calls
anong the avail abl e Speci al Access Services utilized in the
provi sion of WATS or WATS-type Services in the hunt group.
VWere available, this feature is only provided in Tel ephone
Conpany desi gnated WATS Serving Offices. It is available with
Feature Goups A B, C and D.
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6. Switched Access Service (Cont'd)

6.3

Char geabl e and Nonchargeabl e Optional Features (Cont'd)

6. 3. 1Common Swi t chi ng Nonchar geabl e Optional Features (Cont'd)

(V)

(W

Nonhunti ng Nunmber for Use with Hunt G oup Arrangenent or
UniformCall Distribution Arrangenent for Use with Speci al
Access Service Uilized in the Provision of WATS or WATS- Type
Servi ces

This option provides an arrangenent for an individual Special
Access Service utilized in the provision of WATS or WATS-type
Services within a multiline hunt or uniformcall Distribution
group that provides access to that Special Access Service
within the hunt or uniformecall distribution group when it is
idle or provides busy tone when it is busy, when the nonhunting
nunber is dialed. Were available, this feature is only
provi ded in Tel ephone Conpany desi gnated WATS Serving Ofices.
It is available with Feature G oups A B, C and D

Digital Switched 56 Service

This option provides for a connection between a custoner's
prenise and a suitably equi pped end user's prem se which uses
end office switching and facilities capable of transmtting
digital data up to 56 Kilobits per second. Digital Switched 56
Service is only available in appropriately provisioned Feature
Goup D offices as set forth in National Exchange Carrier
Association, Inc. Tariff F.C. C. No. 4.
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6. Switched Access Service (Cont'd)

6.3 Chargeabl e and Nonchargeabl e Optional Features (Cont'd)
6. 3. 1Common Swi t chi ng Nonchar geabl e Optional Features (Cont'd)
(X) Miltifrequency Address Signaling
Mul tifrequency Address Signaling is available as an optional
feature with FGC and FGD. This feature provides for the
transm ssion of nunber information and control signals (e.g.,
nunber address signals, automatic nunber identification)
between the end office switch and the custoner's prem ses (in
either direction). Miltifrequency signaling arrangenents nake
use of pairs of frequencies out of a group of six frequencies.
Specific information transmtted i s dependent upon feature
group and call type (i.e., POTS, coin or operator). This
feature is not available in conbination with SS7 signaling.
(Y) Signaling System 7 (SS7) Signaling
This feature provides conmon channel out of band transm ssion
of address and supervisory SS7 protocol signaling information
between the end office switch or the tandem of fi ce sw tching
system and the custoner's designated prenises. The signaling
information is transmitted over facilities provided with the
Common Channel Signaling/Signaling System 7 |Interconnection
Service as specified in 6.1.3(A)(3) preceding. This feature is
available with FGC and FGD and will be provided in accordance
with the SS7 Interconnect specifications described in Technical
Ref erence TR- TSV- 000905.
(Z) Calling Party Nunber (CPN)
This feature provides for the automatic transm ssion of the ten
digit directory nunber, associated with a calling station, to
the custoner's premses for calls originating in the LATA. The
ten digit tel ephone nunber consists of the NPA plus the seven
digit tel ephone nunber, which may or may not be the sane nunber
as the calling station's charge nunber. The ten digit
t el ephone nunber will be coded as presented, or restricted via
a "privacy indicator" for delivery to the called end user.
This feature is provided with originating FGC and FGD wi th SS7
signaling. CPN is available where technically feasible.
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6. Switched Access Service (Cont'd)

6.3 Chargeabl e and Nonchargeabl e Optional Features (Cont'd)
6.3.1 Common Switching Nonchargeabl e Optional Features (Cont'd)
(AA) Carrier Selection Paraneter (CSP)
This feature provides for the automatic transm ssion of a
signaling indicator which signifies to the custonmer whether or
not the call being processed originated froma presubscribed
line. If the line was presubscribed, the indicator wll
signify if the end user did or did not dial 101XXXX. This
feature is provided with originating FGD with SS7 signaling.
(AB) Charge Nunmber Paraneter (CN)
The CN Paraneter is equivalent to the existing ten digit
Aut omati c Nunber ldentification (ANI) available with FGC where
technically feasible and FGD with MF signaling. The CN
Par anet er provides for the automatic transm ssion of the ten
digit billing number of the calling station and the originating
line information. This feature is provided with originating
FGC and FGD wi th SS7 signaling.
6.3.2 Transport Terninati on Nonchargeabl e Optional Features
(A) Rotary Dial Station Signaling
This option provides for the transmi ssion of called party
address signaling fromrotary dial stations to the custoner
desi gnated prenises for originating calls. This option is
provided in the formof a specific type of Transport
Termination. It is available with Feature Group B, only on a
directly trunked basis.
| ssued: Septenber 16, 1998 Ef fective: October 1, 1998

Pr esi dent
1440 "M' Street, Lincoln, NE 68508

(9



ALI ANT COVMUNI CATI ONS CO. TARIFF F.C.C. NO 1
Original Page 263

ACCESS SERVI CE

6. Switched Access Service (Cont'd)

6.3 Char geabl e and Nonchargeabl e Optional Features (Cont'd)

6.3.2 Transport Terninati on Nonchargeabl e Optional Features (Cont'd)

(B) Operator Trunk - Coin, Non-Coin, or Conbined Coin and Non-Coin

This option may be ordered to provide coin, non-coin, or

conbi ned coin and non-coin operation. It is available only
with Feature Group C and is provided in electronic end offices
and ot her Tel ephone Conpany end offices where equi pnent is
available. It is provided as a trunk type of Transport

Term nati on.

Coi n:

This arrangenent provides for initial coin return control and
routing of 0+, O0-, 1+ or 011+ prefixed originating coin calls
requiring operator assistance to the custoner designated

preni ses. Because operator assisted coin calling traffic is
routed over a trunk group dedicated to operator assisted calls,
this arrangenent is only provided in association with the
Service Cl ass Routing option.

The operator assistance coin calling arrangenent is al so
nornmally ordered by the custoner in conjunction with the ANI
optional feature, since the preponderance of trunk groups
equi pped with this arrangement will be terminated in the
customer's TSPS systens, rather than in the custonmer's manua
cord boards.

Non- Coi n:

Thi s arrangenent provides for the routing of 0+ O0-, 1+ or 011+
prefixed originating non-coin calls requiring operator

assi stance to the custoner designated prem ses. Because
operator assisted non-coin calling traffic is routed over a
trunk group dedicated to operator assisted calls, this
arrangement is only provided in association with the Service

Cl ass Routing option.
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6. Switched Access Service (Cont'd)

6.3 Char geabl e and Nonchargeabl e Optional Features (Cont'd)

6.3.2 Transport Terninati on Nonchargeabl e Optional Features (Cont'd)

(B) Operator Trunk - Coin, Non-Coin, or Conbined Coin and Non-Coin
(Cont "' d)

Non- Coi n: (Cont' d)

The operator assistance non-coin calling arrangenent is al so
nornmally ordered by the custoner in conjunction with the ANI
optional feature, since the preponderance of trunk groups
equi pped with this arrangement will be terminated in the
customer's TSPS systens, rather than in the custonmer's manua
cord boards. When so equi pped, the ANl feature provides for
the forwarding of information digits which identify that the
call has originated froma hotel or motel, and whether room
nunber identification is required, or that special screening is
required, e.g., for coinless public stations, dormtory or
inmat e stations, or other screening arrangenents agreed to
bet ween the custoner and the Tel ephone Conpany.

Conbi ned Coin and Non- Coi n:

This arrangenent provides for initial coin return control and
routing of 0+, O0-, 1+, 01+ or 011+ prefixed originating
operator assisted coin and non-coin calls requiring operator
assi stance to the custoner designated prem ses. Because
operator assisted coin and non-coin calling traffic is routed
over a trunk group dedicated to operator assisted calls, this
arrangement is only provided in association with the Service
Cl ass Routing option.
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6. Switched Access Service (Cont'd)

6.3 Char geabl e and Nonchargeabl e Optional Features (Cont'd)

6.3.2 Transport Terninati on Nonchargeabl e Optional Features (Cont'd)

(B) Operator Trunk - Coin, Non-Coin, or Conbined Coin and Non-Coin
(Cont ' d)

Conbi ned Coin and Non-Coin: (Cont'd)

This arrangenent is nornally ordered by the custoner in
conjunction with the ANl optional feature, since the
preponderance of trunk groups equi pped with this arrangenent
will be terminated in the customer's operator services systens,
rather than in the custonmer's manual cord boards. When so
equi pped, the ANl optional feature provides for the forwarding
of information digits which identify that the call has
originated froma hotel or notel, and whether room nunber
identification is required, or that special screening is
required, e.g., for coinless public stations, dormtory or
inmat e stations, or other screening arrangenents agreed to

bet ween the custoner and the Tel ephone Conpany.

(C Operator Trunk - Full Feature

This option provides the initial coin return control function
to the custoner's operator. It is available with Feature G oup
D and is provided as a trunk type for Transport Term nati on.
This feature is not available with SS7 signaling.
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ACCESS SERVI CE

6. Switched Access Service (Cont'd)

6.3 Char geabl e and Nonchargeabl e Optional Features (Cont'd)

6.3.3 Char geabl e Optional Features

(A

500 and 900 NXX Access Service

The 500 and 900 NXX Access Service optional feature is an
originating offering utilizing trunk side Swi tched Access
Service. The service provides a custoner identification

function based on the dialed SAC and NXX code.

VWhen an 1+SACHNXX- XXXX cal|l is originated by an end user, the

Tel ephone Conpany will performthe custoner identification
function based on the dialed digits to determ ne the custoner

| ocation to which the call is to be routed. If the call
originates froman end office switch not equi pped to provide
the custoner identification function, the call will be routed
to an office at which the function is available. Once custoner
identification has been established, the call will be routed to

the custoner. Calls originating froman end office switch at
whi ch the custoner identification function is perforned, but to
whi ch the custoner has not ordered 500 or 900 Access Service,
wi |l be bl ocked.

VWhen a custoner requests that the Tel ephone Conpany open the
SAC and any associated NXXs within a specified LATA, the order
nmust include the provisioning of all offices within the LATA

Calls to a 500 or 900 nunber dialed via 1+ fromcoin

t el ephones, 0-, 101XXXX, Inmate Service, and Hotel/Motel
Service will be blocked. Calls to a 900 nunber dialed via 0+
will normally be blocked. Orders received fromcustomers to
unbl ock 0+ calls to a 500 or 900 nunber will be accommbdat ed
where suitably equipped facilities exist.

I ssued: Septenber 16,
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6. Switched Access Service (Cont'd)

6.3 Char geabl e and Nonchargeabl e Optional Features (Cont'd)

6.3.3 Char geabl e Optional Features (Cont'd)

(A) 500 and 900 NXX Access Service (Cont'd)

The manner in which 500 or 900 NXX Access Service is provided
i s dependent on the status of the end office fromwhich the
service is provided (i.e., equipped with equal access
capabilities or not equi pped with equal access capabilities).
VWhen 500 or 900 NXX Access Service is provided froman end
of fi ce equi pped with equal access capabilities, all such
service will be provisioned in accordance with the technical
characteristics available with Feature Goup D (FGD) (i.e.,
techni cal specifica-tions, Tel ephone Conpany swi tch and
customer prem ses interfaces, design blocking criteria, address
signaling, etc). Wen 500 or 900 NXX Access Service is
provided froman end office not equipped with equal access
capabilities, such service will be provisioned in accordance
with the technical characteristics available with Feature

G oup C (FGO).

Unl ess prohibited by technical linmtations, (e.g., different
dialing plans), the custonmer's 500 or 900 NXX Access Service
traffic may, at the option of the custonmer, be conbined in the
sanme trunk group arrangenent with thecustoner's non-500 or 900
NXX Access Service traffic. Wen required by technical
limtations, or at the request of the custoner, a separate
trunk group will be established for 500 or 900 NXX Access
Servi ce.
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6. Switched Access Service (Cont'd)

6.3

Char geabl e and Nonchargeabl e Optional Features (Cont'd)

6.3.3

Char geabl e Optional Features (Cont'd)

(B)

8XX Dat a Base Access Service

The 8XX Data Base Access Service optional feature is an
originating offering utilizing trunk side Swi tched Access
Service. The service provides carrier selection and optiona
vertical services based on the dial ed 8XX nunber.

VWhen a 1+8XX+NXX- XXXX call is originated by an end user, the
Tel ephone Conpany will performthe carrier selection function
by querying a data base to determ ne the custoner to whose
point of termination the call is to be delivered. Unless the
custonmer has ordered optional vertical services, as described
in 6.1.2(C) (2) preceding, it is then the responsibility of the
customer to performany further translation the subscriber
deens necessary and route the call. Calls to 8XX nunbers, for
which a data base query returns a carrier identification for a
carrier that has not ordered Switched Access Service, will be
bl ocked.
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6. Switched Access Service (Cont'd)

6.3 Char geabl e and Nonchargeabl e Optional Features (Cont'd)

6.3.3 Char geabl e Optional Features (Cont'd)

(C Common Channel Signaling/Signaling System 7 Network Connection
Servi ce (CCSNO)

Common Channel Signaling/Signaling System 7 (CCS/ SS7) Network
Connection Service (CCSNC), which is available with Feature
Goup C and D, where technically feasible as designated in

NATI ONAL EXCHANGE CARRI ER ASSOCI ATI ON, I NC TARI FF FCC NO. 4,

W RE CENTER | NFORMATI ON, provides a signaling path between a
custoner's designated Signaling Point of Interface (SPO) and a
Signaling Transfer Point (STP). This service provides
customers with the use of a two-way signaling path for
accessing information necessary for the conpletion of their end
user's calls.

CCS/ SS7 Networ k Connection Service is conprised of two rate

el enents; a Signaling Network Access Link (SNAL) and a
Signaling Transfer Point (STP) Port. The SNAL is provided as a
dedi cat ed 56 Kbps out-of-band signaling connection between the
custonmer's SPO and the STP port on the STP.

The CCS/ SS7 Networ k Connection Service is provisioned by a

mat ed pair of STPs as described in Technical Reference TR- TSV
000905 in order to ensure network availability and reliability.
The Tel ephone Conpany shall not be held liable for service
outages if the custoner enploys technology related to the

i nterconnection of signaling networks that does not adhere to
general ly accepted industry technical standards.

When CCS/ SS7 Network Connection service is provisioned for use
with SS7 Signaling, interconnection between signaling networks
must occur at an STP.

Rates and charges for the CCS/ SS7 Network Connection STP Ports
and Signaling Network Access Links are contained in 6.8.1(C)
fol | ow ng.
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6. Switched Access Service (Cont'd)

6.3 Char geabl e and Nonchargeabl e Optional Features (Cont'd)

6.3.3 Char geabl e Optional Features (Cont'd)

(D) dC and OZZ Signaling Information (COSl)

CIC and OZZ Signaling Information is only available with
Feature Group D Direct-Trunked Transport, as set forth in
6.1.2(A) (2) preceding, ordered froman equal access end office
switch. 1t is not available fromthe Tel ephone Conpany access
t andem

CIC and OzZ Signaling Information provides the Carrier
Identification Code (CIC) and OZZ digits needed to perform
tandem switching functions for sw tched transport services.
This signaling information can be ordered: (1) as

mul ti frequency (M) address signaling or (2) where technically
feasi bl e, as CCS/SS7 signaling. For custoners ordering the
CCS/ SS7 signaling option, out of band signaling interconnection
is required at the STP level as offered in this tariff through
its Common Channel Signaling Network Connection (CCSNC)

service, which is described in 6.3.3(C) preceding.

VWhen the Tel ephone Conpany's custoner of record (COR) selects
the CIC and OZZ Signaling Information option for 2-way Direct-
Trunked Transport service, the Alternate Tandem Swit ching

Provi der (ATSP) that provides the tandem sw tching function
shall record the terminating traffic on behalf of the Tel ephone
Conpany, as specified in a Letter of Agreenent. The
originating traffic shall be recorded by the Tel ephone
Conpany's originating end office.

The Letter of Agreenent, which shall be nutually agreed upon by
the ATSP and t he Tel ephone Conpany, shall include: (1) the
ATSP' s obligations regarding frequency, delivery, timng, and
testing of term nating usage tapes (or other autonmated

transm ssion); (2) audit provisions; (3) dispute/discrepancy
resolution; and (4) penalties inposed on the ATSP for untinely
usage transm ssion which results in delayed Tel ephone Conpany
revenue. The Tel ephone Conpany shall work cooperatively with
the ATSP to develop a Letter of Agreement. The Tel ephone
Conpany shall provide 30-day witten notice of any changes to
the Letter of Agreenent.
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6. Switched Access Service (Cont'd)

6.3 Char geabl e and Nonchargeabl e Optional Features (Cont'd)

6.3.3 Char geabl e Optional Features (Cont'd)

(D

CIC and OzZZ Signaling Information (COSl) (Cont'd)

In cases involving the above-nentioned Letter of Agreenent, the
ATSP i s responsible for recording all termnating traffic of 2-
way Direct-Trunked Transport service when the CIC and QzZ
Signaling Information option is also selected and providing
this data on an industry standard term nating usage tape (or

ot her automated transmi ssion) to the Tel ephone Conpany. The
Tel ephone Conpany shall bill the custoner of record for the
term nating portion of the 2-way service. The data format of
this ATSP-provi ded usage tape (or other automated transm ssion)
must conformto Detail Category 11 Exchange Message Records
(Detail Cat. 11 EMR) as described in the Bellcore Practice BR
010-200- 010, "CRI'S Exchange Message Record."

If the ATSP perform ng the tandem switching function can not or
does not enter into a Letter of Agreenment regardi ng special
recordi ng arrangenents, the custoner shall order 1-way Direct-
Trunked Transport service with the C C and OZZ Signaling
Information option for originating traffic and a separate 1-way
Di rect-Trunked Transport service for termnating traffic. All
originating traffic for this 1-way Direct-Trunked Transport
service shall be recorded by the Tel ephone Conpany's
originating end office and billed to the originating end user's
presubscri bed interexchange carrier (PIC). Al termnating
traffic for the separate 1-way Direct-Trunked Transport service
shall be recorded by the Tel ephone Conpany's terminating end
office and billed to the customer of record.

Rates and charges for the CIC and OZZ Signaling Information are
contained in 6.8.1(D) follow ng.
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6. Switched Access Service (Cont'd)

6.3

Char geabl e and Nonchargeabl e Optional Features (Cont'd)

6.3.3

Char geabl e Optional Features (Cont'd)

(B

Qperator Transfer Service

At the option of the custoner, Operator Transfer Service as
specified following, is available for use with Feature Group C
and Feature Group D Switched Access Service. Operator Transfer
Service is ordered as set forth in 5.2 preceding and is
provided to the custoner via separate FGC or FGD trunks

dedi cated to Operator Transfer Service traffic.

Operator Transfer Service is an arrangenent in which Tel ephone
Conpany operators transfer O mnus (0-) calls (calls for which
the end user dials O with no additional digits) to the custoner
desi gnated by the end user.

The operator transfer function will be perforned in the
foll owi ng manner:

- The operator answers the 0- call.

- Initially, the Operator will suggest that the end user
dial the custoner on a direct basis. |If the end user
insists that the Cperator transfer the call, the Operator
will ask the end user to identify the desired custoner and
will then transfer the call as directed.

- If the end user has no preference, or the identified
customer has not subscribed to Operator Transfer Service,
the end user will be asked to select froma |ist of
avai | abl e cust oners.
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6. Switched Access Service (Cont'd)

6.3 Char geabl e and Nonchargeabl e Optional Features (Cont'd)

6.3.3 Char geabl e Optional Features (Cont'd)

(B

(F)

Operator Transfer Service (Cont'd)

The list of available Operator Transfer Service custoners wll
be updated nmonthly. The order in which custoners will be read
to end users will be initially determ ned by the sequence in
whi ch custoners have ordered the Operator Transfer Service.
For each subsequent nonth, following the initial order for
Operator Transfer Service, the customer in the first position

on the list will be noved to the |last position on the Ilist.

Al'l other custoners on the list will be noved up one position,
e.g. 3rd to 2nd, 2nd to first, etc. New Operator Transfer
Service custoners will initially be placed at the bottom of the

list of customners.

Al'l non-recurring and usage sensitive rates and charges
normally applicable to Feature Groups C or D apply to Operator
Transfer Service. Additionally, a charge as specified in
6.1.2(C)(4) preceding and 6.8.6 followi ng, is assessed the
customer per O minus call transferred.

Cl ear Channel Capability (CCO

CCC is available only with Feature Group D (FGD) Direct-Trunked
Transport and is provided, subject to availability of
facilities, as identified in NATI ONAL EXCHANGE CARRI ER

ASSOCI ATION, INC. TARIFF F.C.C. NO. 4, WRE CENTER | NFORMATI ON.

No charge applies when the CCC optional feature is ordered at
the same tinme the Direct-Trunked FGD Hi gh Capacity Service is
ordered. If the CCC optional feature is ordered as an addition
to an existing High Capacity service, a nonrecurring charge is
applicable as set forth in 6.8.1(D)(3) followi ng. The custoner
nmust agree to out-of-service periods required to add this
optional feature to an existing Hi gh Capacity Service.

The rempval of the CCC optional feature froman existing Hi gh

Capacity Service will be treated as a discontinuance of the
existing service and an installation of new service. All

associ ated nonrecurring installation charges will apply for the
new service. A new minimumperiod will be established for the

new servi ce.

(x) Issued on not less than 1 days notice under Special Perm ssion No. 96-798.

| ssued: Decenber 18, 1996 Ef fective: Decenber 19, 1996

Pr esi dent
1440 "M' Street, Lincoln, NE 68508

(N (x)

(N (x)



ALl ANT COVMMUNI CATI ONS CO. TARIFF F.C.C. NO 1

Original Page 274

ACCESS SERVI CE

6. Switched Access Service (Cont'd)

6.4

Transm ssi on Specifications

Each Switched Access Service transm ssion path is provided with standard
transm ssion specifications. There are three different standard
specifications (Types A, B and C). The standard for a particular

transm ssion path is dependent on the Feature G oup, the Interface G oup and
whet her the service is directly routed or via an access tandem The

avai l abl e transm ssion specifications are set forth in 15.2.1 follow ng. Data
Transm ssion Parameters are al so provided with each Switched Access Service
transm ssion path. The Tel ephone Conpany will, upon notification by the
custonmer that the data paranmeters set forth in 15.2.2(A) or 15.2.2(B) are not
bei ng net, conduct tests independently or in cooperation with the custoner,
and take any necessary action to insure that the data parameters are net.

The Tel ephone Conpany will maintain existing transm ssion specifications on
functioning service configurations installed prior to the effective date of
this tariff except that service configurations having perfornmance

speci fications exceeding the standards listed in this provision will be

mai nt ai ned at performance | evels specified in this tariff.

The transm ssion specifications concerning Switched Access Service are

i mredi ate action limts and are set forth in 15.2 follow ng. Acceptance
limts are set forth in Technical Reference TR-NPL-000334. This Techni cal
Ref erence al so provides the basis for determ ning Sw tched Access Service
mai nt enance linmts.
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6. Switched Access Service (Cont'd)

6.5

ol i gations of the Tel ephone Conpany

In addition to the obligations of the Tel ephone Conpany set forth in 2
preceding, the Tel ephone Conpany has certain other obligations pertaining
only to the provision of Sw tched Access Service. These obligations are as

fol | ows:

6.5.1

Net wor k Managenent

The Tel ephone Conpany will administer its network to insure the
provi sion of acceptable service levels to all tel econmunications
users of the Tel ephone Conpany's network services. GCenerally,
service |levels are considered acceptable only when both end users
and custoners are able to establish connections with little or no
del ay encountered wi thin the Tel ephone Conpany network. The

Tel ephone Conpany nmmintains the right to apply protective controls,
i.e., those actions, such as call gapping, which selectively cance
the conpletion of traffic, over any traffic carried over its
network, including that associated with a custoner's Swi tched Access
Service. Generally, such protective measures would only be taken as
a result of occurrences such as failure or overload of Tel ephone
Conpany or custoner facilities, natural disasters, mass calling or
national security demands. In the event that the protective
controls applied by the Tel ephone Conpany result in the conplete

| oss of service by the custonmer, the custonmer will be granted a
Credit Allowance for Service Interruption as set forth in
2.4.4(B)(3) preceding
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6. Switched Access Service (Cont'd)

6.5 ol i gations of the Tel ephone Conpany (Cont'd)

6.5.2 Design and Traffic Routing of Switched Access Service

(A) Feature Goups A and B

For Feature Groups A and B, the line or trunk directionality
and traffic routing of the Switched Access Service between the
customer's prenises and the entry switch are determined by the
customer's order for service. Additionally, for Feature G oup
B the custoner may order the optional feature Custoner
Specification of Local Transport Term nation.
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6. Switched Access Service (Cont'd)

6.5

ol i gations of the Tel ephone Conpany (Cont'd)

6.5.2

Design and Traffic Routing of Switched Access Service (Cont'd)

(B)

(9

Feature Goup C

For Feature Group C, the Tel ephone Conpany shall design and
determine the routing of Switched Access Service.

Addi tionally, for Tandem Swi tched Transport the Tel ephone
Conpany will design and deternmine the routing fromthe first
point of switching to the end office. The Tel ephone Conpany
shall also decide if capacity is to be provided by originating
only, terminating only, or two-way trunk groups. Finally, the
Tel ephone Conpany wi |l deci de whether trunk side access will be
provi ded through the use of two-wire or four-wire trunk

term nating equi pment.

Sel ection of facilities and equi pment and traffic routing of
the service are based on standard engi neeri ng net hods,
available facilities and equipnent, and actual traffic
patterns.

Feature Group D

For Feature Group D, the Tel ephone Conpany shall design and
determ ne the routing of Tandem Swi tched Transport servi ce,
including the selection of the first point of switching and the
selection of facilities fromthe interface to any sw tching
point and to the end offices where busy hour m nutes of
capacity are ordered. The Tel ephone Conpany shall al so decide
if capacity is to be provided by originating only, termnating
only, or two-way trunk groups. Finally, the Tel ephone Conpany
wi || decide whether trunk side access will be provided through
the use of two-wire or four-wire trunk term nating equi pnent.
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6. Switched Access Service (Cont'd)

6.5

ol i gations of the Tel ephone Conpany (Cont'd)

6.5.2

Design and Traffic Routing of Switched Access Service (Cont'd)

(9

Feature Group D (Cont'd)

For Feature Group D Direct-Trunked Transport service, the

Tel ephone Conpany will determne the routing of swtched access
service fromthe point of interface to the first point of
switching or, if the customer specifies one or nore hub
locations for nultiplexing, fromthe point of interface to the
hub | ocation, fromone hub | ocation to another hub |ocation,
and/or froma hub location to the first point of swtching.

Sel ection of facilities and equi pment and traffic routing of
the service are based on standard engi neering net hods,
available facilities and equipnent, and actual traffic
patterns.
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6. Switched Access Service (Cont'd)

6.5 ol i gations of the Tel ephone Conpany (Cont'd)
6.5.3 Provi sion of Service Performance Data
Subject to availability, end-to-end service perfornmance data
avai l abl e to the Tel ephone Conpany through its own service
eval uation routines, may al so be made avail able to the custoner
based on previously arranged intervals and format. These data
provide information on overall end-to-end call conpletion and non-
conpl eti on performance, e.g., custoner equipnment bl ockage, failure
results and transm ssion performance. These data do not include
service performance data which are provided under other tariff
sections, e.g., testing service results. |If data are to be provided
in other than paper format, the charges for such exchange will be
determ ned on an individual case basis.
6.5.4 Trunk Group Measurenent Reports
Subject to availability, the Tel ephone Conpany will meke avail abl e
trunk group data in the formof usage in CCS, peg count and
overflow, to the customer based on previously agreed to intervals.
I ssued: August 30, 1996 Ef fective: Septenber 3, 1996
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6. Switched Access Service (Cont'd)

6.5

ol i gations of the Tel ephone Conpany (Cont'd)

6. 5.

5

.6

Det ermi nati on of Nunber of Transm ssion Paths

For Feature Groups A and B which are ordered on a per line or per
trunk basis respectively, and Feature G oups C and D when ordered on
a per trunk basis, the custoner specifies the type of transport
facilities and the nunmber of channels in the order for service. For
Tandem Swi t ched Transport, the Tel ephone Conpany will determ ne the
nunmber of Switched Access Service transm ssion paths to be provided
for the Switched Access Feature Group C or D busy hour m nutes of
capacity ordered. A transm ssion path is a communication path
within the frequency bandw dth of approxi mately 300 to 3000 Hz or a
derived conmuni cation path of a frequency bandw dth of approxi mately
300 Hz to 3000 Hz provided over a high frequency analog facility or
a high speed digital facility between a custoner's prem ses and a
Tel ephone Conpany | ocation. The nunber of transm ssion paths wll
be devel oped using the total busy hour mnutes of capacity by type
(as described in 6.1.1(E) preceding) for the end offices for each
Feature Group ordered froma custonmer's designated prenises. The
total busy hour mnutes of capacity by type for the end office wll
be converted to transm ssion paths using standard Tel ephone Conpany
traffic engi neering nethods. The nunber of transm ssion paths

provi ded shall be the nunber required based on (1) the use of access
tandem switches and end office switches, (2) the use of end office
switches only, or (3) the use of tandem switches only.

Det ernmi nation of Number of End Ofice Transport Term nations

For analog entry switches, a termination will be provided for each
transm ssion path provided. For digital entry switches, an

equi valent termnation will be provided for each transnm ssion path
provi ded.
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6. Switched Access Service (Cont'd)

6.5 ol i gations of the Tel ephone Conpany (Cont'd)

6.5.7

Desi gn Bl ocking Probability

The Tel ephone Conpany will design the facilities used in the
provi sion of Switched Access Service to neet the bl ocking
probability criteria as set forth in (A through (D) follow ng.

(A) For Feature Goups A and B no design blocking criteria apply.

(B) For Feature Group C, the design blocking objective will be no
greater than one percent (.01) between the point of term nation
at the customer's designated prem ses and the first point of
switching when traffic is directly routed without an alternate
route. Standard traffic engineering nethods will be used by
t he Tel ephone Conpany to determ ne the nunmber of transm ssion
paths required to achieve this |level of blocking

(C For Feature Goup D, the design blocking objective will be no
greater than one percent (.01) between the point of term nation
at the custoner's designated prem ses and the end office
switch, whether the traffic is directly routed w thout an
alternate route or routed via an access tandem Standard
traffic engineering nethods as set forth in reference docunent
Tel ecommuni cations Transni ssi on Engineering - Volume 3 -
Net wor ks and Services (Chapters 6-7) will be used by the
Tel ephone Conpany to determ ne the number of transm ssion paths
required to achieve this |level of blocking

(D) The Tel ephone Conpany will performroutine neasurenent
functions except on Feature Groups A and B, to assure that an
adequat e nunber of transmission paths are in service. The
Tel ephone Conpany will recomend that additional capacity
(i.e., busy hour mnutes of capacity or trunks) be ordered by
t he custoner when additional paths are required to reduce the
neasur ed bl ocking to the designed bl ocking level. For the
capacity ordered, the design blocking objective is assunmed to
have been met if the routine neasurenents show that the
neasur ed bl ocki ng does not exceed the threshold listed in the
follow ng tables.
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6. Switched Access Service (Cont'd)

6.5 ol i gations of the Tel ephone Conpany (Cont'd)

6.5.7 Desi gn Bl ocking Probability (Cont'd)

(D) (Cont'd)

(1) For transmi ssion paths carrying only first routed traffic
direct between an end office and customer's designated prem ses
wi thout an alternate route, and for paths carrying only
overflow traffic, the measured bl ocking thresholds are as

fol | ows:
Measur ed Bl ocki ng Threshol ds
in the Tinme Consistent Busy Hour
Nurber of for the Number of Measurenents
Transm ssi on Pat hs Taken Between 8:00 a.m and 11: 00 p. m
Per Trunk G oup Per Trunk G oup
15- 20 11-14 7-10 3-6
Measurenments Measurenents Measurenents Measurenents
2 . 070 . 080 . 090 . 140
3 . 050 . 060 . 070 . 090
4 . 050 . 060 . 070 . 080
5-6 . 040 . 050 . 060 . 070
7 or nore . 030 . 035 . 040 . 060
(2) For transmission paths carrying first routed traffic between an
end office and custoner's prem ses via an access tandem the
nmeasur ed bl ocking thresholds are as follows:
Measur ed Bl ocki ng Threshol ds
in the Tinme Consistent Busy Hour
Nurber of for the Number of Measurenents
Transm ssi on Pat hs Taken Between 8:00 a.m and 11: 00 p. m
Per Trunk G oup Per Trunk G oup
15- 20 11-14 7-10 3-6
Measurenments Measurenents Measurenents Measurenents
2 . 045 . 055 . 060 . 095
3 . 035 . 040 . 045 . 060
4 . 035 . 040 . 045 . 055
5-6 . 025 . 035 . 040 . 045
7 or nore . 020 . 025 . 030 . 040
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6. Switched Access Service (Cont'd)

6.6 ol i gations of the Custoner

In addition to the obligations of the custoner set forth in 2. preceding, the
customer has certain specific obligations pertaining to the use of Switched
Access Service. These obligations are as foll ows:

6.6.1 Report Requirenents

Custoners are responsible for providing the followi ng reports to the
Tel ephone Conpany, when applicabl e.

(A) Jurisdictional Reports

VWhen a custoner orders Swi tched Access Service for both
interstate and intrastate use, the custoner is responsible for
providing reports as set forth in 2.3.10 preceding. Charges
wi Il be apportioned in accordance wth those reports. The

net hod to be used for determining the interstate charges is
set forth in 2.3.11 preceding

(B) Code Screening Reports

When a custoner orders service class routing, trunk access
limtation or call gapping arrangenments, it nust report the
nunmber of trunks and/or the appropriate codes to be instituted
in each end office or access tandem switch, for each of the
arrangenment s ordered

(O Media Stimulated Mass Calling

VWhen Switched Access Service is utilized to provide services
for which a substantial call volunme is antici pated during a
short period of tinme (e.g., 800, 900, etc. calls placed in
response to television and radi o advertising), the custoner
shall provide notification of such an event to the Tel ephone
Conpany at |east 24 hours in advance of the peak period. Such
notification shall be to the Tel ephone Conpany's I nterexchange
Carrier Service Center and shall include the nature, tine,
duration and frequency of the event, the estimated call volune
and the tel ephone nunber(s) to be used.
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6. Switched Access Service (Cont'd)

6.6 oligations of the Custoner (Cont'd)
6.6.2 Supervisory Signaling
The custoner's facilities shall provide the necessary on-hook,
of f - hook, answer and di sconnect supervi sion.
6.6.3 Trunk Group Measurenent Reports
Wth the agreenent of the custoner, trunk group data in the form of
usage in CCS, peg count and overflow for its end of all access trunk
groups, where technologically feasible, will be nade available to
t he Tel ephone Conpany. These data will be used to nonitor trunk
group utilization and service perfornmance and will be based on
previously arranged intervals and format.
I ssued: August 30, 1996 Effective: Septenber 3, 1996
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6.7 Rat e Regul ati ons
This section contains the specific regulations governing the rates and
charges that apply for Switched Access Service.
6.7.1 Description and Application of Rates and Charges
There are three types of rates and charges that apply to Sw tched
Access Service. These are nonthly recurring rates, usage rates and
nonrecurring charges. These rates and charges are applied
differently to the various rate elenents as set forth in (D)
fol | ow ng.
(A) Mnthly Rates
Monthly rates are recurring, and apply each nonth or fraction
thereof that a specific rate element is provided. For billing
pur poses, each nonth is considered to have 30 days.
(B) Usage Rates
Usage rates are rates that apply only when a specific rate
elenent is used. These are applied on a per access mnute
basis. Access minute charges are accunul ated over a nonthly
peri od.
(C Nonrecurring Charges
Nonrecurring charges are one-tinme charges that apply for a
specific work activity (i.e., installation or change to an
existing service). The types of nonrecurring charges that
apply for Swi tched Access Service are: installation of
service, 500 and 900 NXX transl ation optional feature, and
servi ce rearrangenents.
I ssued: August 30, 1996 Ef fective: Septenber 3, 1996
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6. Switched Access Service (Cont'd)

6.7 Rat e Regul ati ons (Cont'd)
6.7.1 Description and Application of Rates and Charges (Cont'd)
(C© Nonrecurring Charges (Cont'd)
(1) Installation of Service
Nonrecurring charges apply to each Switched Access Service
installed. For FGA and FGB, which are ordered on a per
line or trunk basis respectively, the charge is applied
per line or trunk. For FGC and FGD, when ordered on a per
trunk basis, the charge is applied on a per trunk basis.
For FGC and FGD, when ordered on a busy hour m nutes of
capacity basis, the charge is also applied on a per trunk
basi s but the charge applies only when the capacity
ordered requires the installation of an additional
trunk(s).
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6. Switched Access Service (Cont'd)

6.7

Rat e Regul ati ons (Cont'd)

6.7.1

Description and Application of Rates and Charges (Cont'd)

(C© Nonrecurring Charges (Cont'd)

(2)

(3)

500 and 900 NXX Transl ation Optional Feature

This nonrecurring charge applies to the initial order for
the installation of the 500 or 900 NXX Transl ati on
optional feature with Feature Group C or Feature Group D
Swi t ched Access Service and for each subsequent order
received to add or change NXX transl ation codes. This
charge, if applicable, applies whether this optional
feature is installed coincident with or at any tine
subsequent to the installation of Switched Access
Services. This charge is applied by the Tel ephone Conpany
on a per SAC order basis as specified in 6.1.2(C)(1)(a)
precedi ng, regardl ess of the nunber of NXX codes specified
on the order.

Servi ce Rearrangenents

Al'l changes to existing services other than changes

i nvol ving adm nistrative activities and the off-hook
supervi sory signalling of FGA Access Services, wll be
treated as a discontinuance of the existing service and an
installation of a new service. The nonrecurring charge
described in (1) preceding will apply for this work
activity. Moves that change the physical |ocation of the
point of term nation are described and charged for as set
forth in 6.7.6 follow ng.

- If, due to technical limtations of the Tel ephone
Conpany, a customer could not conbine its 500, 8XX or
900 Access Service traffic with its other trunk side
Swi t ched Access Services, no charge shall apply to
conbi ne these trunk groups when it becones
technical l y possible.
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6. Switched Access Service (Cont'd)

6.7 Rat e Regul ati ons (Cont'd)

6.7.1 Description and Application of Rates and Charges (Cont'd)

(C© Nonrecurring Charges (Cont'd)

(3)

Servi ce Rearrangenents (Cont'd)

Admi ni strative changes will be made without charge(s) to
the custoner. Admnistrative changes are as foll ows:

- Change of customer nane,

- Change of customer or custoner's end user premn ses
address when the change of address is not a result
of a physical relocation of equipnent,

- Change in billing date (name, address, or contact
nanme or tel ephone nunber),

- Change of agency authorization,

- Change of customer circuit identification,

- Change of billing account nunber,

- Change of customer test |ine nunber,

- Change of customer or custoner's end user contact
narme or tel ephone nunber, and

- Change of jurisdiction

Changes to the point in time when the of f-hook supervisory
signal is provided in the originating call sequence i.e.
when the of f-hook supervisory signal is changed from being
provi ded by the custoner's equi pnent before the called
party answers to being forwarded by the custoner's

equi prent when the called party answers or vice versa, are
subject to the nonrecurring charge as set forth in
5.2.2(A) preceding
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6. Switched Access Service (Cont'd)

6.7 Rat e Regul ati ons (Cont'd)

6.7.1 Description and Application of Rates and Charges (Cont'd)

(C© Nonrecurring Charges (Cont'd)

(3)

Servi ce Rearrangenents (Cont'd)

For additions, changes or nodifications to an optional
feature which has a separate nonrecurring charge, that
nonrecurring charge will apply.

For additions of or nodifications to optional features
that do not have their own separate nonrecurring charges,
the nonrecurring charge as set forth in (1) preceding wll
apply. Wien an optional feature is not required on each
transm ssion path, but rather for an entire transm ssion
path group, an end office or an access tandem switch, only
one such charge will apply (i.e., it will not apply per
transm ssion path).

For conversion of FGC and FGD trunks from multifrequency
address signaling to SS7 signaling or from SS7 signaling
to multifrequency address signaling, nonrecurring charges
will apply as set forth in 6.8.1(C) (3).

When a custoner requests a change of trunks fromtandem
switched transport to direct-trunked transport or orders
t he di sconnection of over-provisioned trunks, the
nonrecurring charges set forth in (1) precedi ng do not
apply provided:

- the change is ordered anyti ne between June 17, 1997,
and Decenber 31, 1998, and

- the change is conpleted no later than March 31, 1999,
and

- the orders to disconnect existing trunks and to
connect the new trunks are placed at the sane tine.

(y) Filed under authority of F.C C. Special Perm ssion No. 97-192 to be effective July

1, 1997.
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6.7

Rat e Regul ati ons (Cont'd)

6.7.1

Description and Application of Rates and Charges (Cont'd)

(D

Application of Rates

Rates are applied either as premumrates or transitional
rates. Transitional rates are discounted access mnute rates
for nmeasured or assunmed access m nutes.

The application of these rates is dependent upon the Feature
Group and the availability of equal access capabilities in the
end office to which the service is provided.

The follow ng rules provide the basis for applying the rates
and char ges:

(1) Premiumrates apply to all FGC access mi nutes when the
service is provided to customers which furnish interstate
MI'S/ WATS, and to all access mnutes that originate or
term nate at end offices equi pped with equal access (i.e.,
FGD) capabilities. In addition, premumrates apply to
FGB access minutes when utilized in the provision of
MT'S/ WATS servi ce.
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6.7 Rat e Regul ati ons (Cont'd)

6.7.1 Description and Application of Rates and Charges (Cont'd)

(D) Application of Rates (Cont'd)

(2) Transitional rates (i.e., discounted access mnute rates)
apply to all FGA and FGB access m nutes (nmeasured or
assuned) originating or termnating in an end office which
is not equipped with equal access capabilities. In
addition, transitional rates apply to FGC access m nutes
originating in an end office which is not equipped with
equal access capabilities when the FGC service is used in
conjunction with 500, 8XX or 900 Access Service, by
custoners who do not furnish interstate MIS/ WATS.
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6. Switched Access Service (Cont'd)

6.7

Rat e Regul ati ons (Cont'd)

6.7.1

Description and Application of Rates and Charges (Cont'd)

(D

Application of Rates (Cont'd)

(3)

VWhen FGA or FGB Switched Access Service except as set
forth in (1) preceding provided to an entry switch (i.e.,
dial tone office for FGA and access tandem for FGB) has
usage originating fromand/or term nating at both end

of fices that have been converted to equal access and end
of fices that have not been converted, the prem um and non-

premiumtransitional rates will apply in the follow ng
manner :
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6. Switched Access Service (Cont'd)

6.7 Rat e Regul ati ons (Cont'd)

6.7.1

Description and Application of Rates and Charges (Cont'd)

(D) Application of Rates (Cont'd)

(3) (Cont'd)

(a)

(b)

Al'l access minutes that originate fromor terninate
at the equal access end office(s) will be billed at
premiumrates. Access mnutes that originate from or
term nate at end offices not equi pped with equal
access capabilities, hereinafter referred to as

non- prem um access mnutes, will continue to be
billed at non-premiumtransitional rates.
Non-premiumtransitional rates will apply as foll ows
dependi ng on the type of service.

(i) For FGA and FGB services, the nunber of
non- prem um access mnutes to be billed at
transitional rates is derived by subtracting
t he number of premumrated access nminutes from
the total nunber of access m nutes.
(ii) Prem um access nminutes will be determ ned as
set forth in (b) follow ng.

The number of access mnutes to be rated as prem um
access mnutes is determned as foll ows:

(i) \Were end office specific usage data is
avail abl e, premiumrates apply to the nmeasured
access mnutes originating fromor term nating
at the equal access end office(s).

(ii) Were end office specific usage data is not
avai l abl e for originating and/or term nating
FGA, the total originating and/or term nating
usage will be neasured or assuned usage at the
entry switch as set forth in 6.7.7 foll ow ng.
FGA originating and/or term nating usage wll
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6.7 Rat e Regul ati ons (Cont'd)

6.7.1 Description and Application of Rates and Charges (Cont'd)

(D) Application of Rates (Cont'd)

(3) (Cont'd)
(b) (Cont'd)

(ii) t hen be apportioned between prem um and
non- prem um access mnutes in the
foll owi ng manner. For originating usage,
devel op the ratio of the nunber of
subscriber lines in the local calling area
of the entry switch that are served by
equal access end offices to the tota
nunmber of subscriber lines in that |oca
calling area. For term nating usage
devel op the ratio of the nunber of
subscriber lines in the valid calling area
of the entry switch that are served by the
equal access end offices to the tota
nunber of subscriber lines in that valid
calling area. Then apply these ratios to
the total nunber of subscriber lines in
that valid calling area. Then apply these
ratios to the total nunber of originating
and/or termnating FGA access m nutes
respectively to determne the usage to be
billed at premiumrates, unless adjusted
as set forth in (iv) following. The |loca
calling area of the entry switch is as
defined in the Tel ephone Conpany's | oca
and/ or general exchange service tariff.
The valid calling area of the entry switch
is as defined in the Tel ephone Conpany's
interstate access service tariff. For
pur poses of administering this regul ation,
subscriber lines are defined as exchange
service lines, Centrex |lines and
Centrex-type lines provided by the
Tel ephone Conpany under its |ocal and/or
general exchange service tariff.
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6. Switched Access Service (Cont'd)

6.7

Rat e Regul ati ons (Cont'd)

6.7.1

Description and Application of Rates and Charges (Cont'd)

(D

(3) (Cont'd)
(b) (Cont'd)

Application of Rates (Cont'd)

(iii)Were end office specific usage data is not

avai l abl e for originating and/or
termnating FGB, the total originating
and/or termnating usage will be measured
or assumed usage at the entry switch (i.e.
access tandem) as set forth in 6.7.7
following. FGB originating and/or

term nating usage will then be apportioned
bet ween prem um and non- prem um access
mnutes in the foll owi ng manner. First,
devel op the ratio of the nunber of
subscriber lines provided to end offices
subt endi ng the access tandemthat are
servi ced by equal access end offices to
the total nunber of subscriber lines in
all end offices subtending the access
tandem Then apply this ratio to the
total nunber of originating and/or

term nati ng FGB access minutes to deter

m ne the usage to be billed at prem um
rates, unless adjusted as set forth in
(iv) follow ng. For purposes of adm n
istering this regulation, subscriber lines
are defined as exchange service |ines,
Centrex lines and Centrex-type lines

provi ded by the Tel ephone Conpany under
its local and/or general exchange service
tariff.

The ratio used to calculate the prem um
usage as set forth in (ii) and (iii)
preceding will be determ ned on a quar
terly basis and provided to the custoner
with the last bill rendered for
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6.7 Rat e Regul ati ons (Cont'd)

6.7.1 Description and Application of Rates and Charges (Cont'd)

(D) Application of Rates (Cont'd)

(3) (Cont'd)
(b) (Cont'd)
(iii) (Cont’d)

the preceding quarter or muil ed sepa-
rately within five working days after the
first day of the new quarter. A quarter
is defined for these purposes as begi nning
on the first day of January, April, July
or Cctober.

(iv) VWhere FGD Switched Access Service is
provided to a custonmer in an end office(s)
where that customer's prem um access
m nut es have been determ ned in accordance
with (ii) and (iii) preceding, such
prem um access mnutes will be adjusted in
the followi ng manner. For each FGD access
m nute originating and/or termnating from
that end office, the prem um access
mnutes as set forth in (ii) and (iii)
preceding will be reduced on a one for one
basis, but in no event shall the reduction
exceed the total nunber of prem um access
mnutes as set forth in (ii) and (iii)
fromthat end office. The custoner wll
be billed for the revised nunber of
preni um access m nutes.

(c) \ere originating and/or termnating nmeasurenent
capability does not exist for Feature Group A or
Feature Group B Switched Access Services provided to
an entry switch, the nunber of access m nutes that

will be assuned are as set forth in Section 6.7.7
fol | ow ng.
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6. Switched Access Service (Cont'd)

6.7 Rat e Regul ati ons (Cont'd)

6.7.1 Description and Application of Rates and Charges (Cont'd)

(D) Application of Rates (Cont'd)

(3) (Cont'd)
(c) (Cont'd)

The Tel ephone Conpany will provide witten
notification to all access custonmers of record within
a particular LATA that an end office in that LATAis
schedul ed to be converted to an equal access end
office. This notification will be sent, via
certified U S. Miil, to each custoner of record in

t he LATA where the conversion is scheduled to occur,
at least six nonths in advance of the conversion

dat e.

The custoner will have the choice of con verting
existing services to equal access (i.e., Feature
Goup D) or retaining the existing services. The
conversion of existing services will be at no charge
provi ded the order to convert such services to
Feature Group Dis received as set forth in 6.7.5
following. Premiumrates will apply to the total
access mnutes beginning on the actual conversion
dat e, whether the custoner chooses to convert to FGD
or retain existing services.

I ssued: August 30, 1996 Ef fective: Septenber 3, 1996
Pr esi dent
1440 "M' Street, Lincoln, NE 68508



ALl ANT COVMMUNI CATI ONS CO.

TARIFF F.C.C. NO 1
Original Page 298

ACCESS SERVI CE

6. Switched Access Service (Cont'd)

6.7

Rat e Regul ati ons (Cont'd)

6.7.1

Description and Application of Rates and Charges (Cont'd)

(D

Application of Rates (Cont'd)

(4)

Common Channel Signaling/Signaling System 7 (CCS/ SS7)
Net wor kK Connecti on

The CCS/ SS7 Networ k Connection is conprised of a Signaling
M| eage Facility charge, a Signaling M| eage Term nation
charge, a Signaling Entrance Facility charge, and a
Signaling Transfer Point (STP) Port charge.

The Signaling Mleage Facility charge is assessed on a per
facility per mle basis. The Signaling MIeage

Term nation charge is assessed on a per term nation basis
(i.e., at each end of the Signaling MIleage Facility).
VWhen the Signaling Ml eage Facility m | eage neasurenent is
zero, Signaling M| eage Term nation charges do not apply.

The Signaling Entrance Facility charge is assessed on a
per facility basis for the connection between the
customer's designated prenises (Signaling Point of
Interface) and the serving wire center of that prenmni ses.
This charge will apply even if the custonmer designated
prenises and the serving wire center are co-located in a
Tel ephone Conpany bui | di ng.

The STP Port charge is assessed on a per port basis for
each term nation of a Signaling Network Access Link at an
STP.
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6. Switched Access Service (Cont'd)

6.7 Rat e Regul ati ons (Cont'd)

6.7.1 Description and Application of Rates and Charges (Cont'd)

(D) Application of Rates (Cont'd)

(5) dC and OZZ Signaling Information (COSl)

The rates applicable to CIC and OZZ Signaling Information
are nonrecurring charges based on the signaling nethod
sel ected (M- or CCS/SS7). The rates are applied only to
the customer of record s initial order for COSI.
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6. 7. 5Change of Feature G oup Type

Changes fromone type of Feature group to another will be treated
as a discontinuance of one type of service and a start of another.
Nonrecurring charges will apply, with one exception. Wen a

customer upgrades a Feature Goup A or B service to a Feature G oup
D service and when Feature Group C is upgraded to Feature G oup D
coincident with the availability of Feature Group Din an end

office, the nonrecurring charges will not apply and m ni mrum peri od
obligations will not change, i.e., the tine elapsed in the

exi sting mninmum period obligations will be credited to the m ninum
period obligations for Feature Group D service, subject to the
following limtations. 1In order to avoid the inposition of
nonrecurring charges a custoner which is a participant in the
presubscription allocation process (i.e., is on the presubscription

ballot) nmust (1) submit its order to disconnect Feature G oup A
and/or B within 30 days after the date the results of the final

al l ocation of custoners in an end office are actually received by
the custoner, and (2) neake the effective date for disconnection of
the Feature Group A and/or B Access Services no |ater than 60 days
after the final allocation results are received by the custoner. A
customer which is not a participant in the allocation process
(i.e., is not on the presubscription ballot) is subject to the same
rules preceding. The tinme frames for the nonparticipating
custoner(s) are the same as those which apply to the | ast custoner
to receive the results of the final allocation of custoners in an
end office who is a participant in the allocation process. For all
ot her changes fromone type of Feature G oup to another, new

m ni rum period obligations will be established.
6.7.6Mves
A nove involves a change in the physical |ocation of one of the
fol | ow ng:
- The point of term nation at the customer's prem ses
- The custoner's premn ses
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6. Switched Access Service (Cont'd)

6.7 Rate Regul ations (Cont'd)

6.7.6Mves (Cont'd)

The charges for the nobve are dependent on whether the nove is to a
new | ocation within the sane building or to a different building.

(A) Myves Wthin the Sane Building

VWhen the nmove is to a new location within the sane building,
the charge for the nove will be an anount equal to one half of
the nonrecurring charge for the capacity affected. There wll
be no change in the mninum period requirenents.

(B) Myves to a Different Building

Moves to a different building will be treated as a

di sconti nuance and start of service and all associated
nonrecurring charges will apply. New m ni nrum peri od

requi renents will be established for the new service. The
customer will also remain responsible for satisfying all
out standi ng m ni mum peri od charges for the discontinued
servi ce.

6. 7. 7Measuring Access M nutes

Custoner traffic to end offices will be measured (i.e., recorded or
assuned) by the Tel ephone Conpany at end office switches or access
tandem switches. Oiginating and terminating calls will be neasured
(i.e., recorded or assunmed) by the Tel ephone Conpany to determ ne
the basis for conputing chargeabl e access mnutes. |[|f custoner
nessage detail is not avail abl e because the Tel ephone Conpany | ost
or damaged tapes or incurred recording system outages, the Tel ephone
Conpany will estimate the volunme of |ost custoner nessages and
associ ated revenue based on previously known val ues.
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6. Switched Access Service (Cont'd)

6.7

Rat e Regul ati ons (Cont'd)

6. 7. 7Measuring Access M nutes (Cont'd)

For termnating calls over FGA and FGB, FGC to 8XX and FGD and for
originating calls over FGA (when the of f-hook supervisory signal is
provi ded by the custoner's equi pnent before the called party
answers), and FGB and FGD, the neasured mnutes are the chargeable
access mnutes. For originating calls over FGA (when the off-hook
supervi sory signal is forwarded by the custoner's equi pnment when the
called party answers), and FGC, chargeabl e originating access

m nutes are derived fromrecorded mnutes in the foll owi ng manner:
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6.7

Rat e Regul ati ons (Cont'd)

6. 7. 7Measuring Access M nutes (Cont'd)

Step 1:

Step 2:

Step 3:

Step 4:

bt ain recorded originating m nutes and messages,

neasured as set forth in (C follow ng for FGA, when the
of f - hook supervisory signal is forwarded by the custoner's
equi pmrent when the called party answers and for FGC as set
forth in (E) following fromthe appropriate recording

dat a.

Obtain the total attenpts by dividing the originating
neasur ed nessages by the conpletion ratio. Conpl eti on
ratios (CR) are obtained separately for the major call
categories such as DDD, operator, 500, 700, 8XX, 900,
directory assistance and international froma sanple
study which anal yzes the ultimate conpletion status of
the total attenpts which receive acknow edgenent fromthe
customer. That is, Measured Messages divi ded by

Conpl etion Ratio equals Total Attenpts.

Oobtain the total non-conversation tine additive (NCTA) by
mul tiplying the total attenpts (obtained in Step 2) by the
NCTA per attenpt ratio. The NCTA per attenpt ratio is
obtained fromthe sanple study identified in Step 2 by
neasuring the non-conversation tine associated with both
conpl eted and inconpleted attenpts. The total NCTA is the
time on a conpleted attenpt from custoner acknow edgenent
of receipt of call to called party answer (set up and
ringing) plus the tinme on an inconpleted attenpt from
cust omer acknow edgnent of call until the access tandem or
end office receives a disconnect signal (ring - no answer,
busy or network blockage). That is, Total Attenpts tines
Non- Conversation Tinme per Attenpt Ratio equals Total NCTA

Oobtain total chargeable originating access mnutes by
adding the total NCTA (obtained in Step 3) to the recorded
originating nmeasured mnutes (obtained in Step 1). That
is, Measured M nutes plus NCTA equal s Chargeable
Originating Access M nutes.
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6. 7. 7Measuring Access M nutes (Cont'd)

Following is an exanple which illustrates how the chargeabl e
originating access mnutes are derived fromthe measured
originating mnutes using this formla.

VWhere: Measured Mnutes (M Mn.)
Measured Messages (M Mes.)
Conpl etion Ratio (CR)
NCTA per Attenpt

7,000
1, 000
75
.4

(1) Total Attenmpts = 1,000(M Mes) = 1, 333.33
. 75(CR

(2) Total NCTA = .4 (NCTA per Attenmpt) x 1,333.33 =
533. 33

(3) Total Chargeable Originating Access Mnutes = 7,000
(M Mn) + 533.33(NCTA) = 7,533.33

When assunmed m nutes are used, the assunmed m nutes are the
char geabl e access m nutes.

FGA access minutes or fractions thereof, the exact value of the
fraction being a function of the switch technol ogy where the
neasurenent i s nmade, are accunul ated over the billing period for
each line or hunt group, and are then rounded up to the nearest
access mnute for each line or hunt group. FGB, FGC and FGD access
m nutes or fractions thereof, the exact value of the fraction being
a function of the switch technol ogy where the neasurenent is nade,
are accunul ated over the billing period for each end office, and are
t hen rounded up to the nearest access mnute for each end office.

Assuned minutes are used for FGA services which originate or
termnate in end offices not equi pped with measurenent
capabilities.

The assuned average access mnutes used for services originating or
termnating in offices where neasurenent capability does not exi st
are set forth in (A following for Feature Goup A Services, and in
(B) following for Feature G oup B Services.
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6. 7. 7Measuring Access M nutes (Cont'd)

(A) \Were originating and term nati ng nmeasurenment capability does
not exist for Feature Group A provided to an entry swtch, the
nunber of access minutes will be assuned to be 4195 access
m nutes per line per nonth when the line is arranged for two
way calling (1510 originating and 2685 term nating).

VWere neasurenent capability exists for either originating or
term nati ng usage, but not both, on a line arranged for two way
calling, the nunber of access minutes per line per nmonth will
be an assuned 4195 or the neasured usage, whichever is greater.
If the usage in the neasured direction exceeds 4195 access
m nutes per line per nonth, it will be assuned that there is
zero usage in the unneasured direction. |If the measured usage
is less than 4195 access mnutes per |line per nonth, the usage
in the unnmeasured direction will be the assuned usage for that
unneasured direction except that the total of neasured and
assunmed mi nutes not to exceed the total assumed usage of 4195
access mnutes designated for two way calling. |If the tota
exceeds 4195 access minutes the assuned minutes shall be
reduced so that the total of neasured and unneasured m nutes
equal s 4195 access m nutes.

Addi tionally, when the Iine is arranged for one way calling and
there is no neasurenent capability for that direction, 1510
access mnutes per nonth will be assumed for originating
calling only lines and 2685 access m nutes per nonth will be
assuned for termnating calling only lines.

Not wi t hst andi ng the precedi ng, when Feature Group A is used for
the provision of WATS-type service where neasurenent capability
exists at the WATS Serving Office but not at the Feature G oup
A entry switch, the measured WATStype origi nating and/ or

term nating mnutes of use shall be separately sumed and
conpared to their respective total assuned originating and/or
terimnating mnutes of use. The nunber of access m nutes per
line per nonth will be the assunmed or the neasured usage

whi chever is greater.
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6.7 Rate Regul ations (Cont'd)

6. 7. 7Measuring Access M nutes (Cont'd)

(B) \Where originating and term nating nmeasurement capability does
not exist for Feature Group B provided to an entry swtch, the
nunber of access minutes will be assuned to be 8700 access
m nutes per line per nonth when the trunk is arranged for two
way calling (3132 originating and 5568 term nating).

VWhere neasurenent capability exists for either originating or
term nating usage, but not both, on a trunk arranged for two
way calling, the nunber of access mnutes per trunk per nonth
wi Il be an assuned 8700 or the nmeasured usage, whichever is
greater. |If the usage in the neasured direction exceeds 8700
access mnutes per trunk per nonth, it will be assuned that
there is zero usage in the unneasured direction. |If the
neasured usage is |l ess than 8700 access m nutes per trunk per
nonth, the usage in the unneasured direction will be assuned
usage for that unneasured direction except that the total of
nmeasured and assunmed minutes not to exceed the total assuned
usage of 8700 access mnutes designated for two way calling

If the total exceeds 8700 access mnutes the assumed m nutes
shal |l be reduced so that the total of measured and unmeasured
m nut es equal s 8700 access m nutes.

Addi tionally, when the trunk is arranged for one way calling
and there is no neasurenent capability for that direction,
3132 access minutes per nonth will be assumed for originating
calling only lines and 5568 access m nutes per nmonth will be
assuned for termnating calling only lines.

Not wi t hst andi ng the precedi ng, when Feature Goup B is used
for the provision of WATS or WATS-type service where
neasurenent capability exists at the WATS Serving O fice but
not at the Feature Group B entry swi tch, the measured WATS or
WATS-type originating and/or term nating mnutes of use shall
be separately sumed and conpared to their respective total
assuned originating and/or term nating m nutes of use. The
nunber of minutes per trunk per nonth will be the assuned or

t he nmeasured usage, whichever is greater.
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6. 7. 7Measuring Access M nutes (Cont'd)

(C) Feature G oup A Usage Measurenent

For originating calls over FGA, usage neasurenent begins when
the originating FGA entry switch receives an off-hook

supervi sory signal forwarded fromthe custoner's point of
term nation. This off-hook signal nmay be provided by the
custoner's equi pment before the called party answers, or
forwarded by the custoner's equi pnent when the called party
answers.

The nmeasurenent of originating call usage over FGA ends when
the originating FGA entry switch recei ves an on-hook

supervi sory signal fromeither the originating end user's end
office, indicating the originating end user has di sconnected,

or the custonmer's point of term nation, whichever is recognized
first by the entry swtch.

For term nating calls over FGA, usage neasurenent begi ns when
the term nating FGA entry switch receives an off-hook

supervi sory signal fromthe term nating end user's end office,
indicating the term nating end user has answered. The
neasurenent of term nating call usage over FGA ends when the
termnating FGA entry switch receives an on-hook supervisory
signal fromeither the termnating end user's end office,
indicating the term nating end user has di sconnected, or the
customer's point of term nation, whichever is recognized first
by the entry switch.

(D) Feature Group B Usage Measurenent

For originating calls over FGB, usage neasurenent begi ns when
the originating FGB entry switch recei ves answer supervision
forwarded fromthe custoner's point of term nation, indicating
the custoner's equi pnent has answer ed.
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(D) Feature G oup B Usage Measurenent (Cont'd)

The nmeasurenent of originating call usage over FGB ends when
the originating FGB entry switch recei ves di sconnect

supervi sion fromeither the originating end user's end office,
i ndicating the originating end user has di sconnected, or the
customer's point of term nation, whichever is recognized first
by the entry switch.

For term nating calls over FGB, usage neasurenent begi ns when
the termnating FGB entry switch recei ves answer supervision
fromthe termnating end user's end office, indicating the
term nating end user has answered.

The nmeasurenent of termnating call usage over FGB ends when
the term nating FGB entry switch recei ves di sconnect
supervision fromeither the termnating end user's end office,
indicating the term nating end user has disconnected, or the
customer's point of term nation, whichever is recognized first
by the entry switch.

(E) Feature G oup C Usage Measurenent

For originating calls over FGC provided with Milti-Frequency
Si gnal i ng, usage neasurenent begins when the originating FGC
entry switch receives answer supervision fromthe custoner's
point of term nation, indicating the called party has answered.

For originating calls over FGC provided with Signaling System?7
(SS7) Signaling when the FGC end office is not routed through
an access tandem for connection to the custoner, usage

neasur enent begi ns when the SS7 Initial Address Message is sent
fromthe Service Switching Point (SSP) to the Service Transfer
Poi nt (STP).

For originating calls over FGC provided with Signaling System?7
(SS7) Signaling when the FGC end office is routed through a
tandem for connection to the custoner, usage neasurenent begins
when the FGC end office receives the SS7 Exit Message fromthe
t andem
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(E) Feature G oup C Usage Measurenent (Cont'd)

The nmeasurenment of originating call usage over FGC provi ded
with Milti-Frequency Signaling ends when the originating FGC
entry switch receives di sconnect supervision fromeither the
originating end user's end office, indicating the originating
end user has disconnected, or the custoner's point of

term nation, whichever is recognized first by the entry switch.

The nmeasurenment of originating call usage over FGC provided
with SS7 Signaling ends when the originating FGC end office
receives an SS7 Rel ease Message indicating either the
originating or term nating end user has di sconnect ed.

For terminating calls over FGC to services other than 500, 8XX
or 900 Service or Directory Assistance, if term nating FCC
usage is not directly measured at the termnating entry switch,
then it is inputed fromoriginating usage, excluding usage from
calls to 500, 8XX or 900 Service or Directory Assistance

Ser vi ces.

For terminating calls over FGC with Milti-Frequency Signaling
to 8XX Service, usage neasurenent begins when the termnating
FGC entry switch receives answer supervision fromthe

term nating end user's end office, indicating the term nating
8XX Service end user has answered.

The nmeasurenment of term nating call usage over FGC to 8XX
Service ends when the terminating FGC entry switch receives an
on- hook supervisory signal fromthe term nating end user's end
office, indicating the term nati ng 8XX Service end user has

di sconnected, or fromthe custoner's point of term nation,

whi chever is recognized first by the entry switch.

For terminating calls over FGC with SS7 signaling, usage

neasur enent begi ns when the term nating recording swtch
receives answer supervision fromthe term nating end user. The
Tel ephone Conpany switch recei ves answer supervision and sends
the indication to the custoner in the formof an answer
nessage. The neasurenent of terminating FGC call usage ends
when the entry switch receives or sends Rel ease Message,

whi chever occurs first.
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(F)

Feature G oup D Usage Measurenent

For originating calls over FGD provided with Milti-Frequency
Si gnal i ng, usage neasurenent begins when the originating FGD
entry switch receives the first w nk supervisory signal
forwarded fromthe custonmer's point of term nation.

For originating calls over FGD provided with Signaling System?7
(SS7) Signaling when the FGD end office is not routed through
an access tandem for connection to the custoner, usage

neasur enent begi ns when the SS7 Initial Address Message is sent
fromthe Service Switching Point (SSP) to the Service Transfer
Poi nt (STP).

For originating calls over FGD provided with Signaling System?7
(SS7) signaling when the FGD end office is routed through a
tandem for connection to the custoner, usage neasurenent begins
when the FGD end office receives the SS7 Exit Message fromthe
t andem

The nmeasurenment of originating call usage over FGD provided
with Milti-Frequency Signaling ends when the originating FGD
entry switch receives di sconnect supervision fromeither the
originating end user's end office, indicating the originating
end user has disconnected, or the custoner's point of

term nation, whichever is recognized first by the entry switch.

The nmeasurenment of originating call usage over FGD provided
with SS7 Signaling ends when the originating FGD end office
receives an SS7 Rel ease Message indicating either the
originating or term nating end user has di sconnect ed.
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(F)

Feature G oup D Usage Measurenent (Cont'd)

For terminating calls over FGD provided with Milti-Frequency
Si gnal ing, the nmeasurenment of access m nutes begi ns when the
termnating FGD entry switch recei ves answer supervision from
the term nating end user's end office, indicating the

term nating end user has answered.

The nmeasurenent of termnating call usage over FGD ends when
the term nating FGD entry switch recei ves di sconnect
supervision fromeither the termnating end user's end office,
indicating the term nating end user has disconnected, or the
customer's point of term nation,

whi chever is recognized first by the entry switch.

For terminating calls over FGD with SS7 signaling, usage

neasur enent begi ns when the term nating recording swtch
receives answer supervision fromthe term nating end user. The
Tel ephone Conpany switch recei ves answer supervision and sends
the indication to the custoner in the formof an answer
nessage. The neasurenent of terminating FGD call usage ends
when the entry switch receives or sends a rel ease nessage,

whi chever occurs first.
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6. 7. 8Net work Bl ocking Charge for Feature G oup D

The custoner will be notified by the Tel ephone Conpany to increase
its capacity (busy hour mnutes of capacity or quantities of trunks)
when excessive trunk group bl ocking occurs on groups carrying
Feature Group D traffic and the neasured access minutes for that
hour exceed the capacity purchased. Excessive trunk group bl ocking
occurs when the blocking thresholds stated bel ow are exceeded. They
are predicated on tine consistent, hourly neasurenents over a 30 day
peri od excluding Saturdays, Sundays and national holidays. If the
order for additional capacity has not been received by the Tel ephone
Conpany within 15 days of the notification, the Tel ephone Conpany
will bill the custoner, at the rate set forth in 6.8.1(C) follow ng,
for each overflow in excess of the blocking threshold when (1) the
average "30 day period" overfl ow exceeds the threshold | evel for any
particular hour and (2) the "30 day period" neasured average
originating or two-way usage for the sane clock hour exceeds the
capaci ty purchased

Bl ocki ng Threshol ds

Trunks in Service 1% 1/ 2%
1-2 . 070 . 045
3-4 . 050 . 035
5-6 . 040 . 025
7 or greater . 030 . 020

The 1% bl ocking threshold is for transm ssion paths carrying traffic
direct (without an alternate route) between an end office and a
customer's prenmises. The Y bl ocking threshold is for transm ssion
paths carrying first routed traffic between an end office and a
customer's prenises via an access tandem
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6.7

Rat e Regul ati ons (Cont'd)

6.7.9Application of Rates for Extension Service

6.7.10

6.7.11

Feature Group A Switched Access Service is available with
extensions, i.e., additional term nations of the service at
different building(s) in the sane or a different LATA. Feature
Group A extensions within the LATA are provided and charged for
under the Tel ephone Company's | ocal and/or general exchange service
tariffs. Feature Group A extensions in different LATAs are provided
and charged for as Special Access Service. The rate elenents which
apply are: A Voice Gade Channel Term nation, Channel M| eage, if
applicable, and Signaling Capability (optional features and
functions) if applicable. Al appropriate nonthly rates and
nonrecurring charges set forth in 7.7 following will apply.

Message Unit Credit

Calls fromend users to the seven digit |ocal tel ephone nunbers
associated with Feature Group A Switched Access Service are subject
to Tel ephone Conpany | ocal and/or general exchange service tariff
charges (including nessage unit and toll charges as applicable).
The nmonthly bills rendered to customers for their Feature Group A
Swi t ched Access Service will include a credit to reflect any nessage
unit charges collected fromtheir end users under the Tel ephone
Conpany's local and/or general exchange service tariffs. Wen the
customer is provided FGA service where neasurenent capability does
not exist, the credit will apply to access minutes not to exceed
1510 per line per nonth. No credit will apply for any term nating
FGA access minutes. The nessage unit credit for originating access
mnutes will be based on the generally applicable nmessage unit
charges of the Tel ephone Conpany.

Local Information Delivery Services

Calls over Switched Access in the termnating direction to certain
comunity information services will be rated under the applicable
rates for Switched Access Service as set forth in 6.8 following. In
addition, the charges per call as specified under the Tel ephone
Conpany's local and/or general exchange service tariffs, e.g., 976
(DIAL-1T) Network Services, will also apply.
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6. Switched Access Service (Cont'd)

6.7

Rat e Regul ati ons (Cont'd)

6.7.12

M | eage Measur enent

The mileage to be used to deternmine the nonthly rate for Local
Transport is calculated on the airline distance between the end

of fice switch, which may be a renpte switching nodul e, (where the
call carried by Local Transport originates or termnates) and the
customer's serving wire center. Wen Tandem Swi t ched Transport or
Di rect-Trunked Transport is ordered between the serving wire center
and the end office, mleage is normally neasured in one segment from
the serving wire center to the end office. When Direct-Trunked
Transport is ordered between a serving wire center and a tandem and
Tandem Swi t ched Transport is ordered between the tandem and the end
office, mleage is calcul ated separately for each segnent.
Exceptions to these nethods are as set forth in (A) through (G
followi ng. For SS7 signaling, the nmileage to be used to determ ne
the monthly rate for the Signaling Mleage Facility is calculated on
the airline distance between the serving wire center associated with
the custoner's designated prenises (Signaling Point of Interface)
and the Tel ephone Conpany wire center providing the STP Port. \Were
applicable, the V&H coordi nates nethod, is used to determ ne
mleage. This nmethod is set forth in the NATI ONAL EXCHANGE CARRI ER
ASSCOCI ATION TARIFF F.C.C. NO 4 for Wre Center Information (V&H
coordi nat es).

M| eage rates are set forth in 6.8.1 following. To determ ne the
rate to be billed, first conpute the nileage using the V&H
coordinates nethod. |If the calculation results in a fraction of a
mle, always round up to the next whole nmile before determning the
m | eage and applying the rates. Then nmultiply the m | eage by the
appropriate rate.

Exceptions to the m | eage neasurenent rules are as follows:
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ACCESS SERVI CE

6. Switched Access Service (Cont'd)

6.7 Rate Regul ations (Cont'd)

6.7.12 M | eage Measurenent (Cont'd)
(B) The Local Transport mileage for originating or term nating
Feature Group A Switched Access Service will be neasured in two
segnents. Direct-Trunked Transport Facility mleage will be

neasured between the custoner's serving wire center and the
first point of switching (i.e., the end office switch where the
Feature Group A switching dial tone is provided). Tandem

Swi t ched Transport Facility mleage will be nmeasured between
the first point of switching and the originating or term nating
end of fice.

(C \Wen the Alternate Traffic Routing optional feature is provided
with Feature Groups C and D, the Local Transport access ninutes
wi Il be apportioned between the two trunk groups used to
provide this feature. Such apportionnment will be nade using:
(1) actual mnutes of use, if available, (2) standard Tel ephone
Conpany traffic engi neering nethodol ogy and will be based on
the last trunk CCS desired for the high usage group, as
described in 6.3.1(N) preceding, and the total busy hour
m nutes of capacity ordered to the end office, when the feature
is provided at an end office switch, or to the subtending end
of fices when the feature is provided at an access tandem
switch, or (3) until July 1, 1994, a tenporary percent direct-
routed (PDR) provided by the customer and nutually agreed to by
t he Tel ephone Conpany for end offices that |ack capability to
neasure overflow. This apportionnent will serve as the basis
for Local Transport calcul ation.
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ACCESS SERVI CE

6. Switched Access Service (Cont'd)

6.7 Rate Regul ations (Cont'd)

6.7.12 M | eage Measurenent (Cont'd)

(D) When termnating Feature Group C Switched Access Service is
provided frommnultiple custoner designated prem ses to an end
of fice not equi pped with neasurenent capabilities, the total
Local Transport access mnutes for that end office will be
apportioned anong the trunk groups accessing the end office on
the basis of the individual busy hour m nutes of capacity
ordered for each of those trunk groups. This apportionnent
will serve as the basis for Local Transport il eage
cal cul ati on.

(E) Mleage for FGA and FGB where originating and/or term nating

neasur enent capability does not exist, will be calculated in
t he unmeasured direction(s) on an airline basis using the V&H
coordi nates nmethod. This mleage nmeasurenent will be between

the first point of switching (end office switch where the
switching dial tone is provided) for FGA and the access tandem
or end office (to wherever the FGB Service is ordered) for FGB,
and the custoner's serving wire center for the Switched Access
Ser vi ces.

(F) The Local Transport mileage for Feature Groups B, C and D
Swi t ched Access Service provided to a remote office will be
neasured in multiple segments. When the facility is directly
trunked to the host office, Direct-Trunked Facility m | eage
wi Il be neasured between the custoner's serving wire center and
t he host office, and Tandem Switched Facility mleage will be
nmeasured between the host office and the renote office. The
Tandem Swi t chi ng Charge will not apply.

VWhen the facility is directly trunked to a tandem Direct-
Trunked Facility will be measured fromthe serving wire center
to the tandem Tandem Switched Facility will be neasured from
the tandemto the host, and another segnment of Tandem Swi t ched
Facility will be nmeasured fromthe host to the rempte. A
Tandem Swit ching Charge will be applicable at the tandem
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6. Switched Access Service (Cont'd)

6.7 Rate Regul ations (Cont'd)

6.7.12 M | eage Measurenent (Cont'd)

(F) (Cont' d)

When service to the renote is ordered as only Tandem Swi t ched
Facility, mleage will be separately neasured between the
serving wire center and the host and between the host and the
end office. The Tandem Switching Charge will be applicable at
the tandem

(G Wen nmultiplexing is perfornmed at Tel ephone Conpany hubs,
m | eage is conputed and rates applied separately for each
segnent of the Local Transport Direct-Trunked Facility (i.e.,
customer serving wire center to hub, hub to hub, and/or hub to
end office).

6.7.13 Shared Use

Shared use occurs when Switched Access Service and Special Access
Service are provided over the sane Hi gh Capacity service through a
common interface. The regul ations governing the provision of Shared
Use Facilities are set forth in 7.2.7 foll ow ng.
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6. Switched Access Service (Cont'd)

6.7

Rat e Regul ati ons (Cont'd)

6.7.14

Density Pricing Zones

A system of density pricing has been established wherein each
serving wire center and each neet-point wth another Tel ephone
Conpany is assigned to a zone. Services designated as subject to
conpetition may have rates and charges, as set forth in 6.8
followi ng, that vary between zones for the sane service.

Di rect-Trunked Transport interoffice facilities (Direct-Trunked
Transport Facility and Direct-Trunked Transport Term nation) between
serving wire centers, or between a serving wire center and a neet -
point with anot her Tel ephone Conpany, in different density pricing
zones shall be rated with the price fromthe highest priced zone
associated with the specific circuit. For originating mnutes,
Tandem Swi t ched Transport (Tandem Switched Transport Facility,
Tandem Swi t ched Transport Term nation, and Tandem Swi t chi ng Char ge)
shall be rated with the price fromthe zone associated with the
originating end user's serving wire center. For term nating

m nut es, Tandem Swi tched Transport (Tandem Switched Transport
Facility, Tandem Switched Transport Term nation, and Tandem

Swi t ching Charge) shall be rated with the price fromthe zone
associated with the term nating end user's serving wire center.
Entrance Facility and other zoned sw tched access services are rated
fromthe serving wire center to which they are connected.

Density pricing zones, applicable to serving wire centers, are
identified in National Exchange Carrier Association, Inc. Tariff
F.C.C. No. 4. Meet-points with another Tel ephone Conpany are
assigned to density pricing zone 3.
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ACCESS SERVI CE

6. Swi t ched Access Service (Cont'd)

6.8 Rates and Charges

6.8.1Local Transport

(A) Rates
(1) Residual Interconnection Charge (R Q
Rat e
(a) Residual Interconnection Charge
Term nating Per Access Mnute
- Premum $. 00000000
- Transitional (Non-Prem un . 00000000
Oiginating Per Access Mnute
- Premum $. 00000000
- Transitional (Non-Prem un . 00000000
(b) Suppl enental LEC Transport Charge
Term nating Per Access Mnute
- Premum $. 00000000
- Transitional (Non-Prem un . 00000000
Oiginating Per Access Mnute
- Premum $. 00000000
- Transitional (Non-Prem un . 00000000
(2) Access Tandem Direct Trunk Port
usoc
Per Trunk Port
- Voice G ade ATDTPV $ 1.75
- High Capacity DS-1 ATDTPT $42. 00
(TR36)
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ACCESS SERVI CE

6.8 Rates and Charges (Cont'd)
6.8.1 Local Transport (Cont'd)
(A) Rates (Cont'd)
(3) Density Pricing Zone 1
UscC Rat e
(a) Entrance Facility
Per Term nation
- Voi ce Grade
- 2-Wre T6E2X $ 16. 17
- 4-Wre T6E4X 25.97
- High Capacity DS1 TMECS 89. 50
(b) Direct-Trunked Transport
Facility Per Mle
- Voi ce G ade CMFV $ 1.15
- High Capacity DS1 CVFT1 11. 49
Term nation
Per Term nation
- Voi ce G ade CMTV $ 11.78
- High Capacity DS1 CMIT1 133. 00
(c) Miltiplexing
Per Arrangenent
- DS1 to Voice ML $377.90
(d) Tandem Swi tched Transport
Facility
Per Access Mnute Per Mle $. 000063
Term nation
Per Access Mnute Per Facility
Segnent $. 001230
Tandem Swi t chi ng Char ge
Per Access M nute Per Tandem $. 001874
Tandem Swi tch Mul ti pl exi ng Charge
Per Access M nute Per
mul ti pl exer $. 000035
(TR36)
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ACCESS SERVI CE

6. Switched Access Service (Cont'd)

6.8 Rates and Charges (Cont'd)

6.8.1Local Transport (Cont'd)

(A) Rates (Cont'd)
(3) Density Pricing Zone 1 (Cont'd)

Nonr ecurring

UsCC Char ge
(e) Installation

- Per Line or Trunk
- Voi ce G ade T6E4AX $213. 29 ()
- High Capacity DS1 TMECS 474. 00

| nsi de Move

- Per Line or Trunk
- Voice G ade T6E4X $106. 65
- High Capacity DS1 TMECS 237.00 )

(TR36)
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ACCESS SERVI CE

6.8 Rates and Charges (Cont'd)
6.8.1 Local Transport (Cont'd)
(A) Rates (Cont'd)
(4) Density Pricing Zone 2
UscC Rat e
(a) Entrance Facility
Per Term nation
- Voi ce Grade
- 2-Wre T6E2X $ 16. 17
- 4-Wre T6E4X 25. 97
- High Capacity DS1 TMECS 94. 77
(b) Direct-Trunked Transport
Facility Per Mle
- Voi ce G ade CMFV $ 1.15
- High Capacity DS1 CVFT1 11. 49
Term nation
Per Term nation
- Voi ce G ade CMTV $ 11.78
- High Capacity DS1 CMIT1 133. 00
(c) Miltiplexing
Per Arrangenent
- DS1 to Voice ML $377.90
(d) Tandem Swi tched Transport
Facility
Per Access Mnute Per Mle $. 000158
Term nation
Per Access Mnute Per Facility
Segnent $. 001528
Tandem Swi t chi ng Char ge
Per Access M nute Per Tandem $. 001874
Tandem Swi tch Mul ti pl exi ng Charge
Per Access M nute Per
mul ti pl exer $. 000046
(TR36)
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ACCESS SERVI CE

6. Switched Access Service (Cont'd)

6.8 Rates and Charges (Cont'd)

6.8.1 Local Transport (Cont'd)

(A) Rates (Cont'd)
(4) Density Pricing Zone 2 (Cont'd)

Nonr ecurring

UsCC Char ge
(e) Installation
- Per Line or Trunk
- Voi ce G ade T6E4AX $213. 29 ()
- High Capacity DS1 TMECS 474. 00
I nsi de Move
- Per Line or Trunk
- Voice Grade T6E4X $106. 65
- High Capacity DS1 TMECS 237.00 (r)
(TR36)
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6. Switched Access Service (Cont'd)
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6.8 Rates and Charges (Cont'd)
6.8.1 Local Transport (Cont'd)
(A) Rates (Cont'd)
(5) Density Pricing Zone 3
UscC Rat e
(a) Entrance Facility
Per Term nation
- Voi ce Grade
- 2-Wre T6E2X $ 16. 17
- 4-Wre T6E4X 25. 97
- High Capacity DS1 TMECS 119. 23
(b) Direct-Trunked Transport
Facility Per Mle
- Voi ce G ade CMFV $ 1.15
- High Capacity DS1 CVFT1 12. 38
Term nation
Per Term nation
- Voice G ade CMTV $ 11.78
- High Capacity DS1 CMIT1 168. 54
(c) Miltiplexing
Per Arrangenent
- DS1 to Voice ML $377. 90
(d) Tandem Swi tched Transport
Facility
Per Access Mnute Per Mle $. 000153
Term nation
Per Access Mnute Per Facility
Segnent $. 002075
Tandem Swi t chi ng Char ge
Per Access M nute Per Tandem $.001784
Tandem Swi tch Mul tipl exi ng Charge
Per Access M nute Per
mul ti pl exer $. 000042
(TR36)
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ACCESS SERVI CE

6. Switched Access Service (Cont'd)

6.8 Rates and Charges (Cont'd)

6.8.1 Local Transport (Cont'd)

(A) Rates (Cont'd)
(5) Density Pricing Zone 3 (Cont'd)

Nonr ecurring

UsCC Char ge
(e) Installation
- Per Line or Trunk
- Voi ce Grade T6E4X $213. 29
- High Capacity DS1 TMECS 474. 00
I nsi de Move
- Per Line or Trunk
- Voice Grade T6E4X $106. 65
- High Capacity DS1 TMECS 237.00
(TR36)
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6. Switched Access Service (Cont'd)
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6.8 Rates and Charges (Cont'd)
6.8.1 Local Transport (Cont'd)
(B) High Capacity DS3
(1) Density Pricing Zone 1
UscC Rat e
(a) Entrance Facility
Per Term nation
- FElectrical Interface EF2XX $1, 237.50
- Optical Interface EF20X $1, 270. 30
(b) Direct-Trunked Transport
Facility
Per Mle CMFT3 $ 114.94
Term nation
Per Termination CMIT3 $ 510.00
(c) Miltiplexing DS3 to DS1
Per Arrangenment MKWB X $ 279.89
Nonr ecurring
usoC Char ge
(d) Installation
- Per Line or Trunk
- Electrical Interface EF2XX $ 430.00
- Optical Interface EF20X $ 430.00
(e) Inside Myve
- Per Line or Trunk
- Electrical Interface EF2XX $ 215.00
- Optical Interface EF20X $ 215.00
(TR36)
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6. Switched Access Service (Cont'd)
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6.8 Rates and Charges (Cont'd)
6.8.1 Local Transport (Cont'd)
(B) High Capacity DS3 (Cont'd)
(2) Density Pricing Zone 2
UscC Rat e
(a) Entrance Facility
Per Term nation
- FElectrical Interface EF2XX $1, 251. 22
- Optical Interface EF20X $1, 284. 38
(b) Direct-Trunked Transport
Facility
Per Mle CMFT3 $ 114.94
Term nation
Per Termination CMIT3 $ 510.00
(c) Miltiplexing DS3 to DS1
Per Arrangenment MKWB X $ 279.89
Nonr ecurring
usoC Char ge
(d) Installation
- Per Line or Trunk
- Electrical Interface EF2XX $ 430.00
- Optical Interface EF20X $ 430.00
(e) Inside Myve
- Per Line or Trunk
- Electrical Interface EF2XX $ 215.00
- Optical Interface EF20X $ 215.00
(TR36)
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6. Switched Access Service (Cont'd)
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6.8 Rates and Charges (Cont'd)
6.8.1 Local Transport (Cont'd)
(B) High Capacity DS3 (Cont'd)
(3) Density Pricing Zone 3
UscC Rat e
(a) Entrance Facility
Per Term nation
- FElectrical Interface EF2XX $1,574. 32
- Optical Interface EF20X $1, 616. 06
(b) Direct-Trunked Transport
Facility
Per Mle CMFT3 $ 129.44
Term nation
Per Termination CMIT3 $ 646.28
(c) Miltiplexing DS3 to DS1
Per Arrangenment MKWB X $ 279.89
Nonr ecurring
usoC Char ge
(d) Installation
- Per Line or Trunk
- Electrical Interface EF2XX $ 430.00
- Optical Interface EF20X $ 430.00
(e) Inside Myve
- Per Line or Trunk
- Electrical Interface EF2XX $ 215.00
- Optical Interface EF20X $ 215.00
(TR36)
I ssued: July 27, 2000 Effective: August 11, 2000
Pr esi dent
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ACCESS SERVI CE

6. Switched Access Service (Cont'd)

6.8 Rates and Charges

6.8.1Local Transport

(C Common Channel Signaling Network Connection

(1) Signaling Network Access Link

Mont hl y
uscC Rat e
- Signaling MIeage
Facility per nmile CMF $ 1.70 ()
- Signaling MIeage
Term nati on
per termnination CMT $ 13.00
Nonr ecurring
Char ge
- Signaling Entrance
Facility
per STP Facility CCA $ 56.50 $234. 50
(2) STP Port
- per port PT8SX $759.50
(3) FGC and FGD Conversion
of MF to SS7 Signaling
or SS7 to MF Signaling
- Per 24 Trunks Converted
or Fraction Thereof on
a Per Order Basis $277. 00 (1
(TR36)
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ACCESS SERVI CE

6. Switched Access Service (Cont'd)

6.8 Rates and Charges (Cont'd)

6.8.1Local Transport

(D

(Cont" d)

Char geabl e Optiona
(1)

Feat ur es

CIC and OZZ Signaling Informati

TARIFF F.C.C. NO 1
4t h Revi sed Page 330
Cancel s 3rd Revi sed Page 330

on (COsl)

Nonr ecurring

UsCC Char ge

Mul tifrequency (MF) Signaling +

- per customer's initial order

CCS/ SS7 Signaling +

(requires STP interconnection)
- per customer's initial order

(2)
(3)

Net wor k Bl ocki ng Charge +

Cl ear Channel Capability (CCCO

uscC

XSSMF $ 1,971. 67

XSSs7 ¢ 1,971.67

Rate Per Call Bl ocked

$0. 012304

Mont hly  Nonrecurring
Rat e Char ge

Cl ear Channe

Capability

- Per 1.544 Mops
Transm ssi on
Pat h

Nonchar geabl e Opti onal Features

(1)

(B

Supervisory Signaling

DX Supervisory Signaling
ar r angenent
- Per Transm ssion Pat h*

SF Supervisory Signaling
ar r angenent
- Per Transm ssion Pat h**

E&M Type 1 Supervisory
Si gnal i ng arrangenent
- Per Transm ssion Path*

E&M Type || Supervisory
Si gnal i ng arrangenent
- Per Transm ssion Path*

+ Applies to FGD
* Available with Interface Goups 1 and 2
** Available with Interface Goups 2 and 6 through 10

None $107. 04

NCl  ++DX+

NCl  ++SF+
NCI ++EA+

NCl  ++EB+

(TR36)
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ACCESS SERVI CE

6. Switched Access Service (Cont'd)

6.8 Rates and Charges (Cont'd)

6.8.1Local Transport (Cont'd)

(E) Nonchargeabl e Optional Features (Cont'd) FI D

(1) Supervisory Signaling (Cont'd)

E&M Type 111 Supervisory
Si gnal i ng
- Per Transm ssion Pat h* NCl  ++EC+

Tandem Super vi sory
Si gnal i ng
- Per Transm ssion Pat h** NCl  ++EX+

(2) Custoner specification of the receive
transm ssion level at the first point
of switching within a range acceptabl e
to the Tel ephone Conpany
- Per Transm ssion Path*** TLV

(3) Custoner specification of Local
Transport Term nation
Four-wire termnation in lieu of
two-wire term nation
- Per Transm ssion Path**** LT1++

* Available with Interface Goups 1 and 2 for FGC and FGD.
** Available with Interface Goup 2 for FGA
*** Available with Interface Groups 2 through 10 for FGA and FGB. The range of
transm ssion | evel s which may be specified is described in Technical
Ref erence TR- NPL-000334.
***% Available with Feature Group B with type B Transm ssion Perfornance.
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ACCESS SERVI CE

6. Switched Access Service (Cont'd)

6.8

Rat es and Charges (Cont'd)

6.8.2End Ofice

(A

Prem um

LS1 -

LS2 -

Swi t chi ng
Rat es

Per Access M nute

Feature Groups A & B (except: (1)

Feature Group B utilized for the

provi sion of MIS/WATS service and (2)

Feature Groups A and B when utilized

for the provision of term nating

i nward WATS and WATS-type services

at an equal access WATS Serving Ofice) $0. 005568

Transitional (Non-Prem unm

Per Access M nute $0. 002507

Feature Goups C & D (including: (1)

Feature Group B when utilized for the

provi sion of MIS/WATS service and (2)

Feature Groups A and B when utilized

for the provision of term nating

i nward WATS and WATS-type services

at an equal access WATS Serving Ofice) $0. 005568

( TR36)
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ACCESS SERVI CE

6. Switched Access Service (Cont'd)

6.8 Rates and Charges (Cont'd)

6.8.2End Ofice (Cont'd)

(A)  Switching (Cont'd)

(1) Local

Swi t chi ng

(a)

Common Swi t chi ng Nonchar geabl e Opti onal
Feat ur es FI D
Call Denial on Line or
Hunt Group (avail able
with FGA)
- Per Transm ssion Path
or Transm ssion Path

G oup CAD

Servi ce Code Denial on
Li ne or Hunt Group
(avail able with FGA)
- Per Transm ssion Path
or Transmi ssion Path
G oup SCD

Hunt G oup Arrangenent
(avail able with FGA)
- Per Transm ssion Path
G oup HML/ HTG

Uniform Call Distribution
Arrangenent (avail abl e
with FGA)
- Per Transm ssion Path
G oup HTY UD

Nonhunt i ng Nunber for
Use with Hunt G oup
Arrangenent or Uniform
Call Distribution
Arrangenent (avail abl e

with FGA)
- Per Transm ssion Path NHN
| ssued:
August 30, 1996 Ef fective: Septenber 3, 1996
Pr esi dent

1440 "M

Street, Lincoln, NE 68508



ALI ANT COVMUNI CATI ONS CO. TARIFF F.C.C. NO 1
Original Page 334

ACCESS SERVI CE

6. Switched Access Service (Cont'd)

6.8 Rates and Charges (Cont'd)

6.8.2End Ofice (Cont'd)

(A Switching (Cont'd)
(1) Local Switching (Cont'd)

(a) Common Switching Nonchar geabl e Opti onal
Features (Cont'd) FI D

Aut omati ¢ Nunber Identifi-
cation (available with
FGB, FCC and FGD)
- Per Transm ssion Path
G oup ANI

Up to 7 Digit Cutpulsing
of Access Digits to Custoner
(avail able with FGB)
- Per Transm ssion Path
G oup UsDO

Del ay Dial Start-Pul sing
Si gnal ing (avail abl e

with FGO)
- Per Transm ssion Path
G oup DDSP
I ssued: August 30, 1996 Ef fective: Septenber 3, 1996
Pr esi dent

1440 "M' Street, Lincoln, NE 68508



ALl ANT COVMMUNI CATI ONS CO.

TARIFF F.C.C. NO 1
Original Page 335

ACCESS SERVI CE

6. Switched Access Service (Cont'd)

6.8

6.8.2End Ofice (Cont'd)
(A

Local

(1)

Rat es and Charges (Cont'd)

Swi t chi ng (Cont' d)

Swi t ching (Cont' d)

(a)

Common Swi t chi ng Nonchar geabl e Opti onal
Features (Cont'd)

I medi ate Dial Pul se

Address Signaling

(avail able with FGC)

- Per Transm ssion Path
G oup ADS

Di al Pul se Address

Si gnal i ng (avail abl e

with FGO)

- Per Transm ssion Path

G oup ADS

Service C ass Routing

(avail able with FGC and

FGD)

- Per Transm ssion Path
G oup SCRT

Alternate Traffic Routing

(avail able with FGC and FQD)

- Per Transm ssion Path

G oup ARTG

I ssued: August 30, 1996

1440 "M

Ef fective: Septenber 3, 1996

Pr esi dent

Street, Lincoln, NE 68508



ALI ANT COVMUNI CATI ONS CO. TARIFF F.C.C. NO 1
Original Page 336

ACCESS SERVI CE

6. Switched Access Service (Cont'd)

6.8 Rates and Charges (Cont'd)

6.8.2End Ofice (Cont'd)

(A Switching (Cont'd)
(1) Local Switching (Cont'd)

(a) Common Switchi ng Nonchar geabl e Opti onal
Features (Cont'd) FI D

Trunk Access Limtation

Arrangenent (avail abl e

with FGC and FGD)

- Per End Ofice CHOK

Cal |l Gapping Arrangenent
(avail able with FQD)
- Per End Ofice CGAP

International Carrier
Option (available with

FGD)
- Per End Ofice and
Access Tandem I NCO

Band Advance Arrangenent

for Use with Special

Access Service utilized in

t he provision of WATS or

WATS-type Services

(avail able with Feature

Goups A B, C and D)

- Per Arrangenent BAAD

I ssued: August 30, 1996 Ef fective: Septenber 3, 1996
Pr esi dent
1440 "M' Street, Lincoln, NE 68508



ALI ANT COVMUNI CATI ONS CO. TARIFF F.C.C. NO 1
Original Page 337

ACCESS SERVI CE

6. Swi t ched Access Service (Cont'd)

6.8 Rates and Charges (Cont'd)

6.8.2End Ofice (Cont'd)

(A  Switching (Cont'd)
(1) Local Switching (Cont'd)

(a) Common Switching Nonchar geabl e Opti onal
Feat ures (Cont' d) FID

End O fice End User Line

Service Screening for

Use with WATS Access

Lines (available with

FGC and FGD)

- Per Transm ssion Path BAND

Hunt G oup Arrangenent
for Use with Special
Access Service utilized
in the provision of WATS
or WATS-type Services
(avail able with Feature
Goups A B, C and D)
- Per Transm ssion Path G oup HML/ HTG

Uni form Call Distribution
Arrangenent for Use with
Speci al Access Service
utilized in the provision
of WATS or WATS-type Services
(avail able with Feature
Goups A B, C and D)
- Per Transm ssion Path G oup HTY UD

Nonhunti ng Nunmber for Use
with Hunt Group Arrange-
ment or Uniform Call
Di stribution Arrangenent
for Use with Special
Access Service utilized
in the provision of WATS
or WATS-type Services
(avail able with Feature
Goups A B, C and D)
- Per Transm ssion Path NHN

I ssued: August 30, 1996 Ef fective: Septenber 3, 1996
Pr esi dent
1440 "M' Street, Lincoln, NE 68508



ALl ANT COVMMUNI CATI ONS CO. TARIFF F.C.C. NO 1

ACCESS SERVI CE

6. Switched Access Service (Cont'd)

6.8 Rates and Charges (Cont'd)

6.8.2End Ofice (Cont'd)

(A Switching (Cont'd)
(1) Local Switching (Cont'd)

(b) Transport Term nation Nonchargeabl e

Opti onal Features

(i) Line Side Term nations
(For FGA)

Two Way COperation

- Dial Pulse with Loop Start

- Dial PUse with Gound Start
- DTMF with Loop Start

- DTMF with Ground Start

Term nating Operation

- Dial Pulse with Loop Start

- Dial Pulse with Ground Start
- DTMF with Loop Start

- DTMF with Ground Start

Originating Operation
- Loop Start
- Ground Start

Ori gi nal
NC
NC +++E
NC
NC +++G
NC
NC +++P
NC
NC +++S
NC
NC

Page 338

FI D

+++A

+++F

+++N

+++R

+++U
+++V

I ssued: August 30, 1996 Ef f ecti ve:
Pr esi dent
1440 "M' Street, Lincoln, NE 68508

Sept enber 3, 1996



ALl ANT COVMUNI CATI ONS CO. TARIFF F.C.C. NO 1
Page 339

Ori gi nal

ACCESS SERVI CE

6. Switched Access Service (Cont'd)

6.8 Rates and Charges (Cont'd)

6.8.2End Ofice (Cont'd)

(A Switching (Cont'd)
(1) Local Switching (Cont'd)

b Transport Termn nati on Nonchar geabl e
p g
Optional Features (Cont'd) FI D

(ii) Trunk Side Term nations
(For FGB, FGC and FGD)

St andard Trunk

for Originating,

Term nating or Two-

Way Operation TTC

(avail able wi th FGB, TTC ST
FGC and FGD) TTC

Rotary Dial Station
Si gnal i ng Trunk
(avail able with FGB) TTC RD

Operator Trunk, Coin,

Non- Coi n or Conbi ned

Coi n and Non- Coi n

(avail able with FGC) TTC CO

Operator Trunk, Full
Feat ure Arrangenent
(avail able with FQD) TTC FF

SO
TY

I ssued: August 30, 1996 Effective: Septenber 3,

Pr esi dent
1440 "M' Street, Lincoln, NE 68508

1996



ALl ANT COVMMUNI CATI ONS CO.

ACCESS SERVI CE

6. Switched Access Service (Cont'd)

6.8

6.8.2End Ofice (Cont'd)

(A
(2)

Rat es and Charges (Cont'd)

Swi t chi ng (Cont' d)

Li ne Term nati ons

(a)

TARIFF F.C.C. NO 1
Original Page 340

Li ne Side Term nations Nonchargeabl e

Opti onal Features

Originating Loop Start,

Li ne Side Connecti on,

with DTMF Address Signaling
- Per Transm ssion Path

Originating Loop Start,
Li ne Side Connecti on,
with Dial Pul se Address
Si gnal i ng

- Per Transm ssion Path

Oiginating Gound Start,

Li ne Side Connecti on,

with DTMF Address Signaling
- Per Transm ssion Path

NC +++R

NC +++N

NC +++S

I ssued: August 30, 1996

1440 "M' Street,

Ef fecti ve:
Pr esi dent

Li ncol n, NE 68508

Sept enber 3, 1996



ALl ANT COVMMUNI CATI ONS CO.

6

TARIFF F.C.C. NO 1

Ori gi nal

ACCESS SERVI CE

Swi t ched Access Service (Cont'd)

6.8

Rat es and Charges (Cont'd)

6.8.2End Ofice (Cont'd)

(A

Swi t chi ng (Cont' d)

(2)

Li ne Term nations (Cont'd)

(a)

(b)

Li ne Side Term nations Nonchargeabl e
Optional Features (Cont'd) FI D

Oiginating Gound Start,

Li ne Side Connecti on,

with Dial Pul se Address

Si gnal i ng

- Per Transm ssion Path NC

Term nating Loop Start,
Li ne Side Connection
- Per Transm ssion Path NC

Term nating Gound Start,
Li ne Side Connection
- Per Transm ssion Path NC

Trunk Side Terninations Nonchargeabl e
Optional Features (Cont'd)

Term nating Trunk Side

Connection for Forwarding

of Dial ed Nunber Ildentification

to End User

- Per Transm ssion Path NC

+++P

+++U

+++V

++4T

| ssued:

August 30, 1996

1440

"M

Effective: Septenber 3

Pr esi dent
Street, Lincoln, NE 68508
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ALl ANT COVMMUNI CATI ONS CO.

ACCESS

6. Switched Access Service (Cont'd)

SERVI CE

TARIFF F.C.C. NO 1
7th Revi sed Page 342
Cancel s 6th Revi sed Page 342

6.8 Rates and Charges (Cont'd)
6.8.2End Ofice (Cont'd)
(B) Directory Assistance
I nf ormati on Surcharge
Prem um Transitional
- per 100
Access M nutes $0. 000000 $0. 000000
(O End Ofice Direct
Trunk Port
UscC Rat e
- Voi ce G ade ECDTPV $ 2.00
- High Capacity DS-1 ECDTPT $40. 30
(D) End Ofice Comon
Trunk Port
- High Capacity DS-1 $. 000000
6. 8.3500 and 900 NXX Access Service
Transl ati on Optional Feature
Nonr ecurring
Char ge
usoC Per O der
(A) Per 900 NXX translation
for initial or sub-
sequent order to add
or change NXX trans-
| ati on codes. 90FT $114. 60
(B) Per 500 NXX translation
for initial or sub-
sequent order to add
or change NXX trans-
| ati on codes 50FT $145. 83
(TR36)
I ssued: July 27, 2000 Effective: August 11, 2000

Pres
1440 "M' Street,

i dent
Li ncol n,

NE 68508
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ALl ANT COVMMUNI CATI ONS CO.

ACCESS SERVI CE

6. Switched Access Service (Cont'd)

TARIFF F.C.C. NO 1
8th Revi sed Page 343
Cancel s 7th Revi sed Page 343

6.8 Rates and Charges (Cont'd)
6.8.48XX Data Base Access Service
Rat e per
Conpl et ed
Dat a Base
Query
Carrier Selection $. 00824
Vertical Service Features
(charge is in addition to
Carrier Selection)
- POTS Transl ati on Charge $. 000000
- Other Vertical Service
Features (charge is in
addition to POTS Trans-
| ation Charge if appli-
cabl e) $. 000206
6.8.5Billing Nane and Address
Rat e per Tel ephone
Nurber Li sting
Request ed
BNA - $15 per nonth m ni num charge $.72
6.8.60perator Transfer Service
Rat e
Per Call Transferred $. 393766
6. 8. 7Mar keti ng Expense
Prem um Access
- Oiginating Per Access M nute $. 000000
- Termnating Per Access M nute $. 000000
Non- Prem um Access
- Oiginating Per Access Mnute $. 000000
- Termnating Per Access M nute $. 000000
(TR36)
I ssued: July 27, 2000 Effective: August 11, 2000

Pr esi dent
1440 "M' Street, Lincoln,

NE 68508
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